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This work introduces (i) amendments to basic electrochemical measurement 
techniques in the time and frequency domain suitable for electrochemical energy 
conversion systems like fuel cells and batteries, which enable shorter measure-
ment times and improved precision in both measurement and parameter identifi-
cation, and (ii) a modeling approach that is able to simulate a technically relevant 
system just by information gained through static and impedance measurements 
of laboratory size cells.
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Die vorliegende Arbeit beschäftigt sich mit der Charakterisierung und Modellierung elek-
trochemischer Energiewandler. Zwei sehr bekannte Vertreter dieser Art von Systemen
sind die Hochtemperatur-Brennstoffzelle (SOFC) und die Lithium-Ionen Batterie (LIB).
Ihnen wird allgemein das Potenzial zugeschrieben, künftig zur Erzeugung und Spe-
icherung von elektrischer Energie einen effektiven Beitrag zu leisten, nachdem fossile
Brennstoffe und die Atomenergie aus Gründen der CO2-Belastung, der Sicherheit, der
Rohstoffverknappung und nicht zuletzt der Endlagerproblematik langfristig nicht mehr
wie im jetzigen Maße für die Grundversorgung mit elektrischer Energie zur Verfügung
stehen werden.
Kommerzielle Produkte für beide Systeme sind mittlerweile erhältlich, wobei es sich
dabei vor allem bei der SOFC noch eher um Vorserien handelt. Die LIB wird schon in vie-
len kommerziellen Produkten eingesetzt, jedoch eher im Consumer-Bereich mit kleinen
Kapazitäten, die für eine mögliche Energiewende wenig Relevanz haben.
Für den ökonomischen Erfolg dieser Systeme müssen Wirkungsgrad und Herstel-
lungskosten weiter verbessert werden. Dafür sind Einzelzell-Modelle dieser komplexen
elektrochemischen Systeme notwendig, die die entstehenden Verluste offenlegen und
Verbesserungspotenzial aufdecken. Auf dieser Basis kann dann eine weitere Opti-
mierung stattﬁnden. Des Weiteren können solche Einzelzell-Modelle auf Systemmodelle
hochskaliert werden, um die Wirtschaftlichkeit und die Efﬁzienz im Vergleich zu anderen
Systemen zu untersuchen.
Das System, das in dieser Arbeit am ausführlichsten behandelt wird, ist die SOFC –
ein System, das aus zwei Gründen sehr interessant für zukünftige Anwendungen im En-
ergiesektor ist. Zum einen ist sie in der Lage, Kohlenwasserstoffe mit einem bisher unerre-
ichten Wirkungsgrad in elektrische Energie umzuwandeln, wobei der Wirkungsgrad im
Wasserstoffbetrieb sogar noch höher ist. Zum anderen kann sie ohne großen Aufwand als
Elektrolyseur betrieben werden und somit elektrische Energie zur Speicherung in chemis-
che umwandeln. Da dieser Einsatzbereich der SOFC relativ neu ist, müssen die optimalen
Betriebsstrategien und Anwendungsmöglichkeiten noch entwickelt werden.
Im ersten Teil dieser Arbeit wird versucht, einen umfassenden Überblick über die all-
gemeinen, elektrischen, chemischen und thermischen Eigenschaften elektrochemischer
Systeme zu geben – mit dem Schwerpunkt auf SOFCs und LIBs.
Eine wichtige Voraussetzung für die Optimierung eines Systems ist die genaue Kenntnis
der dabei ablaufenden Prozesse. Es gibt bereits eine Vielzahl an Messverfahren und Cha-
rakterisierungsstrategien, die benötigt werden, um die Systeme zu verstehen und um sin-
nvolle Modelle zu erstellen. Diese werden im zweiten Teil dieser Arbeit vorgestellt. Der
iv
hier gegebene Überblick ist breitgefächert, jedoch kann kein Anspruch auf Vollständigkeit
gestellt werden. Dafür ist das Feld der elektrochemischen Charakterisierung zu groß.
Aufbauend auf diese Standardverfahren für die Charakterisierung elektrochemischer Sys-
teme werden dann Erweiterungen dieser Verfahren vorgeschlagen, die für eine um-
fassende objektive Charakterisierung elektrochemischer Systeme benötigt werden.
So ist die wahre Zelltemperatur einer SOFC ein schwer zugänglicher Betriebsparame-
ter, der oft nur ungenau bestimmt wird. Aufgrund der Tatsache, dass die Reaktion, die
bei der Wasserstoff-Elektrolyse stattﬁndet, endotherm ist, hat die Zelltemperatur unter
Belastung der Zelle bei der SOEC noch eine viel höhere Relevanz. Aus diesem Grund
wird in dieser Arbeit eine Methode entwickelt, mit der die Zelltemperatur ohne zusät-
zliche Temperatursensoren nur aufgrund des dynamischen Strom-/Spannungsverhaltens
bestimmt werden kann. Dies wird erreicht über die Temperaturabhängigkeit des Elek-
trolytwiderstands. Eine Impedanzmessung bei hoher Frequenz reicht dafür aus. Diese
Technik ist nicht komplett neu – sie wurde unter dem Namen Single Frequency Elec-
trochemical Impedance Spectroscopy (SFEIS) schon für einige elektrochemische Sys-
teme angewendet. Jedoch wird in dieser Arbeit erstmals die Anwendung zur Temper-
aturbestimmung für SOFCs/SOECs gezeigt. Des Weiteren kann aufgrund der hohen
Ansprechgeschwindigkeit dieser Technik die Dynamik der Temperaturänderung in der
Zelle untersucht werden. Die Methode wurde mittlerweile für LIBs adaptiert, wobei
es sogar möglich ist, den Wärmeeintrag über die Modulierung der hochfrequenten
Schwingung zu realisieren. Diese Methode wird Electro-Thermal Impedance Spec-
troscopy (ETIS) genannt. Außerdem konnte SFEIS erfolgreich für die Untersuchung der
dynamischen Widerstandsänderung einer LSC-Nano-Kathode aufgrund eines Gaswech-
sels angewendet werden.
Eine vollständige Charakterisierung eines Systems umfasst den gesamten Frequenzbere-
ich, in dem ein dynamisches Verhalten detektierbar ist. Für SOFCs sind die langsamsten
Prozesse noch in einem Bereich, für den die elektrochemische Impedanzspektroskopie
(EIS) noch sehr gut geeignet ist. Für LIBs ist dies nicht mehr der Fall, weil hier sehr
langsame Prozesse wie die Festkörperdiffusion auftreten, deren Zeitkonstanten im Sub-
Millihertz-Bereich liegen. Dies erschwert eine schnelle und präzise Charakterisierung
anhand von EIS. Für diesen Zweck werden häuﬁg Zeitbereichsverfahren eingesetzt,
deren Ergebnisse mit der Fourier-Transformation ausgewertet werden, um die benötigte
Messzeit zu optimieren. Ein sehr leistungsfähiges Zeitbereichsverfahren wird in dieser
Arbeit entwickelt, das mit beliebigem Anregungssignal durchgeführt werden kann. In
der Literatur existieren einige solcher Verfahren, wobei die meisten davon von einem
vordeﬁnierten elektrischen Ersatzschaltbild ausgehen, an das die Zeitbereichsdaten geﬁt-
tet werden. Dies kann problematisch werden, weil es ein bestimmtes Verhalten des Sys-
tems voraussetzt. Außerdem ist es nicht anwendbar für unbekannte Systeme, wo a priori
kein gültiges Ersatzschaltbild bekannt ist. Deshalb wird das Impedanzspektrum mit dem
hier vorgestellten Verfahren ausschließlich aus den gemessenen Ein-/Ausgangsdaten des
Systems berechnet. Es werden keine sonstigen Annahmen getroffen. Im Anschluss an die
Herleitung des Verfahrens werden Messergebnisse an einer kommerziellen LIB gezeigt,
mit EIS-Messdaten verglichen und diskutiert.
Aber selbst wenn alle relevanten Parameter für die Charakterisierung des Systems im er-
haltenen Impedanzspektrum enthalten sind, ist es nicht trivial, diese Parameter aus dem
vSpektrum konsistent zu extrahieren. Für technisch relevante Systeme wird dies umso
schwieriger im Vergleich zu einfachen Modellsystemen. Allerdings ist es unumgehbar,
technisch relevante Systeme zu charakterisieren, weil nur in diesen genau die Prozesse
auftreten, die später in einem realistischen Betriebspunkt zu beobachten sind. Auch dafür
wurden in der Vergangenheit leistungsfähige Methoden und Algorithmen entwickelt.
Aber falls der komplexe, nichtlineare Least-Squares-Fit (CNLS) nicht oder nur in einem
lokalen Minimum konvergiert und die Verteilungsfunktion der Relaxationszeiten (DRT)
die beteiligten Prozesse nur visualisieren kann, ist es möglich, mit einer Kombination
dieser beiden Verfahren – namentlich der Integration der Distribution of Relaxation Times
(DRT) in das Gütemaß des Complex Nonlinear Least Squares (CNLS)-Fits – eine robuste
und konsistente Parameteridentiﬁkation durchzuführen.
Mit den so erhaltenen Parametern können dann leistungsfähige Modelle parametriert wer-
den. Diese Systemmodelle sind bisher jedoch meist für ein bestimmtes System ausgelegt
und verhindern so, dass verschiedene Ansätze objektiv miteinander verglichen werden
können. Deshalb wird im letzten Teil dieser Arbeit ein Modell vorgeschlagen, das auf
dem statischen Arbeitspunkt und der Impedanz in diesem Arbeitspunkt basiert. Auf Basis
eines erprobten Ersatzschaltbild-Modells für kleine SOFC Einzelzellen wird in dieser Ar-
beit ein Systemmodell hergeleitet. Es besteht aus einem Modell mit verteilten Parametern,
die die lokalen Betriebsparameter an jedem Ort im System widerspiegeln, was wichtig ist,
weil das elektrochemische Verhalten des Systems an diesem Ort nämlich sehr stark von
diesen Betriebsparametern abhängt.
Das Modell liefert eine Vielzahl an Informationen über das modellierte System. Es kön-
nen verschiedene Modelle mit unterschiedlichem Zweck daraus abgeleitet werden, die
mit statischen Betriebsparametern und den entsprechenden Impedanzdaten parametriert
werden können. Das wichtigste Ergebnis hieraus ist ein statisches System-Modell, dessen
Genauigkeit anhand von Messungen demonstriert wird. So wurde das Modell mit Mess-
daten von kleinen SOFC Einzelzellen (A1 = 1 cm2) parametriert und kann das statische
Verhalten einer großen SOFC Einzelzelle (A16 = 16 cm2) sehr gut wiedergeben.
Des Weiteren wurde ein detailliertes elektrochemisches System-Modell erstellt, das
die Einzelverluste innerhalb des Systems den zuvor an der Einzelzelle identiﬁzierten
Prozessen zuordnen kann.
Zuletzt wurde die Basis für ein dynamisches System-Modell gelegt. Im derzeitigen Sta-
tus ist die Genauigkeit nicht ausreichend, um die gemessene Impedanz einer großen
Zelle zu berechnen. Dafür sind weitere Messungen und neue Modellierungsansätze
notwendig. Nichtsdestotrotz konnte das Modell schon helfen, die Gasumsatz-Impedanz
(GCI) als zusätzlichen Prozess in einem großen System in Messungen zu identiﬁzieren
und als zusätzlichen Prozess für das System-Modell zu quantiﬁzieren. Dies lieferte
bereits wichtige Hinweise für die Schwierigkeiten, die entstehen, wenn das Verhalten
einer Einzelzelle auf ein technisch relevantes System hochskaliert werden soll. Die
Erkenntnisse hierbei sind weiterhin nicht auf die SOFC beschränkt und können auf an-
dere elektrochemische Systeme übertragen werden. Der gewählte Modellansatz für alle
in dieser Arbeit hergeleiteten Modelle basiert auf statischen und dynamischen Strom-
/Spannungsmessungen und lässt sich dadurch für jegliche Art von elektrochemischen
Systemen anwenden. Auf Basis eines auf diese Weise erstellten System-Modells ist es
nun wiederum möglich, ein Diagnose-Modell für ein Prozessleitsystem zu erstellen.
vi
Obwohl das Reverse Current Treatment (RCT) in dieser Arbeit nicht den ihm gebühren-
den Stellenwert bekommen hat, sei zu erwähnen, dass die Methode – nämlich durch einen
Strompuls in negativer Stromrichtung – bei eine SOFC Einzelzelle in situ in der Lage
ist, eine sehr leistungsfähige Nano-Schicht zwischen Elektrolyt und Anode zu gener-
ieren. Die Resultate dieser Untersuchungen wurden bereits diverse Male publiziert und
präsentiert und sind jeweils auf reges Interesse gestoßen. Momentan wird dieses Thema
weiterfolgt und es wurden bereits weitere vielversprechende Ergebnisse für die Leis-
tungsverbesserung erzielt.
All diese Ansätze und Resultate haben das Ziel, elektrochemische Energiewandler in
der Zukunft besser zu verstehen und dadurch eine weitere Optimierung zu ermöglichen.
Sie sollen weiterhin helfen, objektive Werte für die Leistungsfähigkeit, Efﬁzienz und
Wirtschaftlichkeit zu generieren. Belastbare Antworten auf diese Fragen werden ein
wichtiger Faktor für die Planung der zukünftigen Struktur der Erzeugung und Speicherung
von elektrischer Energie sein.
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The projected rate of depletion of fossil fuels, as well as the climate change related to
their combustion and the correlated ecological footprint of mankind have become widely
discussed issues. Nuclear power plants have appeared to be a reliable source of electrical
energy without emissions. However, the recent incident at the Fukushima Daiichi Power
Plant in Japan has once again demonstrated their threatening danger. In order to meet the
rising future demand for energy, new forms of electrical energy production and storage
must be engineered.
For this purpose, research in the ﬁeld of electrochemical systems has been intensiﬁed in
recent years. The direct transformation of chemical energy into electrical energy and vice
versa yields the potential of high efﬁciencies, fuels ﬂexibility, as well as fast and efﬁcient
storage of electrical energy. Electrochemical energy converting systems are versatile and
are capable of meeting energy needs for a variety of applications ranging from consumer
products to medium-sized power plants.
Current research efforts have been focused on optimization of the applied materials sys-
tems and the identiﬁcation of basic reaction steps in electrochemical devices. A large
number of models have been developed from these research ﬁndings, however, the ver-
satility of most of these proposed models is small and they are not appropriate for sys-
tems other than those that they were designed for. This is generally due to the require-
ment of undesired simpliﬁcations or generalizations, or alternatively from overly complex
derivations with a high number of parameters and interdependencies that complicate their
handling.
The impartial electrochemical characterization – in order to compare systems and ap-
proaches and to estimate their long term and maximum power capabilities – remains the
important discipline, that will answer the question, whether a new system can be oper-
ated economically sound or not. For this task independent physical quantities have to
be deduced from measurements through elaborate models to rate the performance of the
system under test, because these quantities are not directly accessible for electrochemical
systems.
2 1. Introduction
Goal of this Thesis
The goal of this thesis is to provide a comprehensive overview of advanced techniques for
electrochemical characterization of fuel cells and batteries with focus on Electrochemi-
cal Impedance Spectroscopy (EIS). Beyond that, amendments to standard EIS analysis
are suggested, which aim to improve measurement time, parameter identiﬁcation, and
tracking of evolving parameters. Results will be demonstrated with the help of actual
applications, namely Solid Oxide Fuel Cells (SOFCs) and Lithium-Ion Batterys (LIBs).
On the basis of the operating point and the impedance of electrochemical systems, a de-
tailed dynamic micro-model will be presented and expanded to a macro-model applicable
for SOFCs stacks. This is a precondition for a capable diagnosis system.
The combination of electrochemical characterization techniques, the amendments sug-
gested in this thesis, and the modeling approach shall provide a comprehensive toolbox
for the impartial electrochemical characterization of any electrochemical system, whereas
the focus is set on SOFCs in this thesis.
Outline
A general introduction into electrochemical systems, with focus on SOFCs and the LIBs
as practical examples will be given in chapter 2, followed by a presentation of the tech-
niques and the technology required for their electrochemical characterization in chapter 3.
EIS is the central technique this thesis deals with. After a general description of EIS in
section 3.5.1, different modiﬁcations and amendments are presented. The most important
ones are a new algorithm for the derivation of an impedance spectrum out of time domain
data in section 3.6.2 and a fast technique to track the change of particular characteris-
tics of the system in the range of seconds or minutes (Single Frequency Electrochemical
Impedance Spectroscopy (SFEIS)) in section 3.5.3. The techniques to extract the required
system parameters out of the spectra are described in chapter 4. The widely used Complex
Nonlinear Least Squares (CNLS) ﬁt introduced in section 4.5.1 is enhanced in this thesis
by including the Distribution of Relaxation Times (DRT) (see section 4.4) in the quality
criterion, as explained in section 4.5.4. With the results from measurement and parameter
identiﬁcation, the basis of an impedance model for electrochemical systems is established.
The setup of such a model is introduced for small-scale or experimental systems and an
approach to expand these simple models, in order to enable the simulation of large-scale
systems, is introduced in chapter 5. The thesis concludes with a short summary of the
obtained results and some remarks of how further improvement of the presented approach
can be achieved in chapter 6.
Remarks
The focus of this thesis are electrochemical measurements and their interpretation leading
to a system model or to impartial performance data. Therefore explanations of the chem-
ical and thermodynamic background of the system under test, the measurement results,
and their interpretation are kept brief or are omitted to allow for deeper discussion of the
measurement and identiﬁcation techniques, but corresponding references will be given.
All measurements in this work were conducted on technically relevant systems. These
comprise planar anode supported SOFCs (Anode Supported Cell (ASC)), developed at
Forschungszentrum Jülich and commercially available LIBs.
2. Electrochemical Systems
The measurement techniques and modeling approaches presented in this thesis will be
explained with the help of practical systems, which are extensively studied at Institut für
Werkstoffe der Elektrotechnik (IWE): Lithium-Ion Batterys (LIBs) and Solid Oxide Fuel
Cells (SOFCs). These techniques are also applicable to other kinds of electrochemical en-
ergy converters, however, a complete introduction for all relevant electrochemical systems
seems rather difﬁcult and is the intention of this thesis.
In this chapter, LIBs and SOFCs as representatives for electrochemical energy conversion
systems are brieﬂy categorized and explained. For a more extensive introduction to these
electrochemical systems, the reader is referred to the corresponding references given. Ba-
sic terminology will be introduced as needed to discuss the measurement and modeling
approaches that constitute the bulk part of this work1. In section 2.1 a general introduction
into electrochemical systems will be presented. The fundamental setup and corresponding
notations of an electrochemical system are subject to section 2.2. Electrical (section 2.3),
thermal (section 2.4) and chemical properties (section 2.5) of electrochemical systems will
be introduced, and this chapter concludes with an overview of the modeling approaches
relevant for SOFCs and LIBs.
2.1. General Electrochemical Systems
All devices which convert chemical energy into electrical energy and vice versa are part
of the scientiﬁc discipline of electrochemistry. The term ‘system’ indicates that the most
fundamental practical realization of such an energy converter, often also called a ‘cell’,
can be viewed as a system, that shows a systematic and often quite complex relation
between its inputs and its outputs.
The most general deﬁnition of an electrochemical system, is that it consists of two elec-
trodes separated by at least one electrolyte phase [1]. The primary difference between an
electrochemical reaction occurring in a cell and its complementary redox reaction is that
1A list of symbols and acronyms is provided in the appendix.
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oxidation and reduction do not occur at the same site but separated by the electrolyte as
two half-reactions in the so-called ‘half-cells’ [2].
During a chemical redox reaction one reactant accepts one or more electrons and the other
donates one or more electrons. In order to maintain electroneutrality, ions are exchanged.
For an electrochemical cell, these ions are exchanged via the ionic conducting electrolyte,
that blocks the direct exchange of electrons. These ﬂow through an external conductor
[1], where they can do work. The primary application of an electrochemical cell is thus to
convert chemical energy into electrical energy.
In many cases these electrochemical reactions are reversible and electric energy can be
used to convert a chemical substance with low internal chemical energy into a substance
with higher internal chemical energy, like it is done in electrolysis.
A comprehensive and practical introduction into electrochemical systems is given in [2].
The fundamental works [3], [4], and [5] also provide good introductions that reach from
the fundamentals of electrochemistry to the components of an electrochemical cell.
If an electrochemical system is able to provide an electrical current, it is called a galvanic
cell [5]. There are three types of galvanic cells:
• Primary galvanic cells. These are cells that contain the fuel to be converted into
electrical energy during operation. This reaction is not reversible. After the fuel is
depleted, the cell must be mechanically reﬁlled to provide the possibility of further
production of electrical energy. The ﬁrst galvanic cell invented by Volta in 1800 was
of this category [2]. Non-rechargeable batteries or primary batteries also belong to
this category [6].
• Secondary galvanic cells. The electrochemical reaction associated with this type
of cells is reversible. That is why they have two operation modes – discharge, pro-
ducing electrical energy out of chemical energy, and charge, converting electrical
energy to chemical energy. All reactants and products are also contained in the cell.
The LIBs discussed in this thesis and, more generally, secondary batteries belong
to this category [6].
• Tertiary galvanic cells. The fuel for these cells is not contained in the device itself
but is supplied externally. Hence, this type of galvanic element is normally referred
to as fuel cell. Generally, all types of fuel cells belong to this category and the
SOFC, that will be discussed in detail in this thesis, is one of the most prominent
one.
If the operation of a tertiary galvanic cell is reversed, it is operated in the so-called elec-
trolysis mode, converting electrical energy into chemical energy and thereby producing
fuel. This fuel may be externally stored and utilized later in the same cell operated in fuel
cell mode to produce electrical energy, but is not restricted to this.
2.1.1. Solid Oxide Fuel Cell (SOFC)
SOFCs are fuels cell which utilize a solid ceramic oxide electrolyte. At elevated tem-
perature, typically T = 600 . . . 1000 ◦C, acceptable ionic conductivity is achieved. The
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requisite high temperatures for these devices, plus the catalytic activity of the anode, en-
able the use of carbon monoxide, methane and other hydrocarbons or diesel reformat as
fuel gas. Operating temperatures range from T = 600 . . . 1000 ◦C.
2.1.2. Lithium-Ion Battery (LIB)
LIBs use Lithium intercalation materials. The electronegativities for these materials cover
an extremely large range and consequently, it is possible to assemble a battery with a high
Open Circuit Voltage (OCV) by using a material with a very low electronegativity for
the anode and a material with a very high electronegativity for the cathode. Moreover,
Lithium is a very light material and therefore LIBs are capable of reaching a very high
weight-speciﬁc energy density, an important feature for mobile applications.
The use of different possible liquid or solid electrolytes determines the possible operating
temperatures, that are the most narrowed for liquid electrolytes at T = −10 . . . 60 ◦C.
Solid electrolytes can be operated at lower temperatures in principle. However, the ionic
conductivity decreases dramatically with decreasing temperature.
2.2. Setup of Electrochemical Systems
An electrochemical system consists of three basic components: the electrolyte, anode
and cathode. In section 2.2.1 the major tasks for the three components are explained
for all electrochemical cells that can be categorized as batteries or fuel cells. Also other
important components are required for a practical realization of an electrochemical system
are described there. Additional information regarding the system setup and denotations
applied for the components is provided in section 2.2.2. The electrochemical reaction in
an electrochemical systems follows a fundamental law, the conservation of species, that
is introduced in section 2.2.3.
2.2.1. Components of Electrochemical Systems
The necessary components of an electrochemical system are electrolyte, anode, and cath-
ode. Their description is kept general in sections 2.2.1.1 to 2.2.1.3. A more speciﬁc
description of the materials used for LIBs and SOFCs can be found in section 2.5.1. As
additional components for the practical realization of an electrochemical system, current
collectors and the housing are brieﬂy addressed in section 2.2.1.4.
2.2.1.1. Electrolyte
The electrolyte is the deﬁning part in an electrochemical system. Its primary purpose is
to separate the anode and cathode volume spatially to prevent a spontaneous reaction of
the reactants. But by its characteristics it deﬁnes the charge carriers and the operating
temperature and as a consequence also the fuels (fuel cells) and electrode materials.
The electrolyte must be an electronic insulator2 to prevent an internal short circuit. Even
small electronic conductivities are unfavorable, because the energy of the current through
2Electronic insulation means negligible electronic conductivity. Electronic conductivity is a measure for
the ability to transport electrons as opposed to ionic and proton conductivity, which describe the ability
to transport ions and protons, respectively. Electrolyte materials require high transference numbers for
ionic conductivity [7].
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the electrolyte cannot be used in the external circuit and is lost as heat to the surrounding
environment.
The term ‘volume’ is used here with intent because the reactants and products in the
electrodes can be gaseous (e. g. in a SOFC), solid (e. g. in a LIB) or even liquid (e. g. in
a Direct Methanol Fuel Cell (DMFC)). The electrolyte itself can either take the form of a
solid (e. g. in a SOFC) or liquid (e. g. in a LIB).
The second purpose of the electrolyte is to enable the direct transport of ions or charged
molecules, while the residual electrons and holes provide electrical energy for the external
electric circuit.
Materials, charge, and charged species that meet these requirements vary and this explains
the many types of galvanic cells. A comprehensive list of different types of cells and the
corresponding electrolyte materials, charge, and charged species can be found in [8] for
batteries and in [9] for fuel cells.
2.2.1.2. Anode
The anodic reaction is an oxidation providing free electrons on the anode side. During op-
eration the anode has a negative charge and acts as the negative pole in the electrochemical
system as shown in ﬁgure 2.1.
The anode must be electronically conductive to provide the electrical connection to the
external electrical circuit. The second requirement is that the anode is responsible for the
charge transfer from ions to electrons (for electrolytes conductive for negatively charged
ions or molecules) or vice versa (for electrolytes conductive for positively charged ions,
molecules or protons).
For some conﬁgurations the charge carriers are incorporated in the anode material (as Li
ions are in LIB anodes), for others the anode has to be catalytically active to facilitate the
reaction and to lower the polarization losses (as the Ni in SOFC anodes).
2.2.1.3. Cathode
In principle the cathode has the same function and requirements as the anode, only
that the chemical reaction is a reduction and electrons are bound by the cathodic half
reaction, so that holes and therefore a positive charge and positive pole emerges dur-
ing the electrochemical reaction. It has to be electronically conductive and conduct the
charge transfer from electrons to ions (for electrolytes conductive for negatively charged
ions or molecules) or vice versa (for electrolytes conductive for positively charged ions,
molecules or protons).
A further beneﬁt of a good cathode is to facilitate the cathodic reaction by catalytic activ-
ity. The requirements being the same as for the anode, the materials and microstructural
properties that meet these requirements best will differ.
2.2.1.4. Additional Components
In order to make an electrochemical system applicable, two other important components
have to be added:
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• Current Collectors. The role of a current collector is to provide the electronic
connection of the electrodes to the outer circuit. The requirements for a current
collector is high electronic conductivity as well as chemical compatibility with the
materials and the ambient conditions of the cell components they are connected
with. Due to the oxidizing environment on the cathode side and the reducing en-
vironment on the anode side, it is common to use different materials as current
collector, respectively. For example, Cu is used to contact the anode of LIBs and Al
for contacting the cathode.
For SOFCs the term current collector is commonly also used for an additional
highly porous electrode layer, that shows a good electronic conductivity. Such
a layer is used for nano-sized cathodes with a thickness of only a few hundred
nanometers, for example. These usually show lower porosities than standard elec-
trodes and a direct metallic contacting is not easily achieved [10]. That is why an
additional current collector layer is applied between electrode and metallic current
collector.
• Housing. As described in section 2.1, in every electrochemical system an electro-
chemical reaction is split into two half cell reactions by the electrolyte. In order
to avoid direct contact between the two reactants, the electrolyte has to be both
impermeable and inert for these substances, but also a housing has to be provided,
that prevents direct reactions among the reactants and with the surrounding environ-
ment. As the operating parameters for LIBs and SOFC are very different, also the
requirements for the housings differ. That is why they are treated separately here.
SOFC/SOEC. High operating temperatures and gaseous reactants require the hous-
ing for a commercial SOFCs be thermally insulating and impermeable. A descrip-
tion of a very advanced stack design by Forschungszentrum Jülich (FZJ) is pre-
sented in [11]. The housing used for research on single cells is described in sec-
tion 3.1.2.
LIB. For the already widely commercially available LIB, three different types of
housings exist [12]: cylindrical cells, prismatic cells, and pouch cells. In laboratory
scale tests, also one-way or reusable metal housings are used. They are mentioned
in section 5.1.1.
2.2.2. System Setup and Notations
The general deﬁnitions and purposes of electrolyte, anode and cathode have been intro-
duced in section 2.2.1. In practice these deﬁnitions are not satisfactory, because most
electrochemical systems are also used in reversed operation. That is why this section is
needed to provide unambiguous denominations for all electrodes dealt with in this thesis.
2.2.2.1. SOFC
Their ﬁrst application as fuel cell has set the notation of anode and cathode that will be
used in this thesis for SOFCs. So the deﬁnition from section 2.2.1 holds in this case
and the negative electronic pole is called anode, and the positive electronic pole is the
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cathode / air electrode










Figure 2.1.: Function principle and notations of a SOFC. The operating voltage is
Uop = UOCV −
∑
k ηk, with ηk > 0 as introduced in section 2.3.2.
cathode, as shown in ﬁgure 2.1. The denomination is also strongly connected to the
applied materials for both electrodes. These materials are often referred to as anode or
cathode materials.
However, it should be noted that the emergence of an operation of SOFCs in electrolyzer
mode led to a more general denomination of fuel electrode for the anode and oxygen
electrode for the cathode [13]. This notation holds for both operation modes, because
fuel and oxidant gas are supplied on the same electrodes in both modes, respectively,
but nevertheless, in SOFC research the two electrodes are traditionally called anode and
cathode.
air electrode / anode










Figure 2.2.: Function principle and notations of a SOEC. The operating voltage is
Uop = UOCV −
∑
k ηk, with ηk < 0 as introduced in section 2.3.2.















Figure 2.3.: Function principle of a LIB. The operating voltage is Uop = UOCV −
∑
k ηk,
with ηk < 0 for charging and ηk > 0 for discharging as introduced in sec-
tion 2.3.2.
2.2.2.2. SOEC
In Solid Oxide Electrolysis Cell (SOEC) mode anode and cathode are switch by the gen-
eral deﬁnition in section 2.2.1, as shown in ﬁgure 2.2. However, this would be confusing
because the notation of anode and cathode for SOFC mode has a much longer history.
But strictly speaking, this notation is wrong for SOEC systems. As a compromise, it is
common to speak of fuel electrode and oxygen electrode in SOEC systems. This holds
for both SOFC and SOEC mode, as explained in the previous section. And even though
it has not become widely accepted in SOFC research, SOEC research in general and also
this thesis use the terms fuel and oxygen electrode for SOECs.
2.2.2.3. LIB
LIBs have been designed for two operation modes - charge and discharge. When charg-
ing a LIB, the oxidation reaction takes place at the opposite electrode, as it does during
discharging, as shown in ﬁgure 2.3. Consequently, the denominations anode and cathode
should switch, when the operation mode changes. Nevertheless, it is more practical to
have a permanent notation for both electrodes. By convention, the discharge mode sets
the denomination, as indicated in ﬁgure 2.3. This also means, that the negative electronic
pole is always called anode, and the positive electronic pole is the cathode.
Even though the external current and the internal ﬂow direction of the Li ions change
for both operation modes, the electrical potential difference, the cell voltage has always
the same sign. The characteristics of this voltage and how it is created is described in
section 2.3.
2.2.3. Conservation of Species
Not only is it important for an electrochemical system, in which direction and to what
amount the different species – ions, protons and electrons – ﬂow. The electrochemical
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reaction is also correlated to a conversion of chemical compounds. The amount of a
chemical substance is commonly given as its volume V or mass m. This amount can be
converted to an electrical charge Q by the electrochemical system.
The mathematical conversion of a chemical substance into an electrical charge can be
done by using the conservation of species. It states, that the charge exchanged between
anode and cathode through the electrolyte has to correspond to the number of molecules
or atoms that have reacted on anode and cathode side.
In H2/H2O operation for SOFCs, this means that one oxygen ion with a double negative
charge, that passes through the electrolyte, has to emerge from the half of an oxygen
molecule on the cathode side and result in one water molecule formed on the anode side.
This way, a current drawn can be correlated to a gas volume utilized. In turn, a volume of
fuel gas consumed can be correlated to an equivalent current.
For LIBs the amount of reaction partners in the anode and cathode electrode deﬁne the
capacity of the battery, namely the charge Q, that can be drawn during one cycle. If
there is a noticeable residual electronic conductivity present in the electrolyte, not all of
the charge created by the electrochemical reaction can be used in the outer circuit. The
ratio between usable charge and created charge is called faradaic efﬁciency ηF in [14] for
SOFCs. It is hard to measure but can be assumed to ηF = 1, because of the very low
residual electronic conductivity of the standard electrolyte materials used for SOFCs. For
LIBs it can be measured directly, because it is the ratio between the charge, that has ﬂown
during discharging the cell, Qdischarge, and the charge, that has ﬂown during charging the





= 0.95 . . . 1. (2.1)
In general, for ηF = 1 or ηQ = 1, the calculation of the electrical charge Q provided by




· z · F with F = e ·NA. (2.2)
The charge Q with respect to the gas ﬂow Qgas (volume V per time) consumed is often




· z · F. (2.3)
Due to the different number of electrons per converted atom or molecule the charge num-
ber z can have different values for different half cell reactions. All half cell reactions
relevant for this thesis are listed together with the corresponding ions and the resulting
value for z in table 2.1.
For tertiary galvanic cells, reactants and products have to be supplied to and removed from
the reaction sites constantly. As this mass ﬂow can always be converted into an electrical
charge per time, this mass ﬂow is also referred to as the equivalent current Ieq.
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system electrode half cell reaction z
LIB both Li⇀↽ Li++e− 1
SOFC/SOEC fuel electrode H2+O2− ⇀↽ H2O+2e− 2
SOFC/SOEC air electrode O2− ⇀↽ 12O2+2e
− 2
Table 2.1.: Half cell reactions of the electrochemical systems discussed in this thesis
together with the corresponding ions and the resulting value for the charge
number z.
2.3. Electrical Properties of Electrochemical Systems
Like other sources of electrical energy, electrochemical systems are characterized by the
terminal voltage Uop. The origin of Uop will be explained in section 2.3.1. The static
behavior in the presence of a constant current density J3 is content of section 2.3.2. The
dynamic relation of current and voltage is given by the complex and frequency dependent
impedance Z(ω) that will be explained in section 2.3.3.
2.3.1. Open Circuit Voltage (OCV)
In this section the thermodynamic derivation of the OCV will be given in brief. It is based
on [3]. Other comprehensive derivations can be found in [2, 14]. A deeper insight into
the chemical context can be found in [15]. In this thesis, no distinction is drawn between
the theoretical cell voltage and the terminal voltage under open circuit conditions UOCV,
as will be explained in section 4.1.1.
In a galvanic cell, chemical energy is converted into electrical energy. This means there is
a general chemical reaction of the type
A + B︸ ︷︷ ︸
I
→ C + D︸ ︷︷ ︸
II
(2.4)
involved, associated with a change in free molar reaction enthalpy. ΔG is the correspond-
ing difference in molar free energy or Gibbs free energy. It is thus the maximum electrical
energy that can be obtained from the transformation of one mole of reactants during a
chemical reaction. At least the same amount of energy has to be introduced into the sys-
tem for the reverse reaction, if applicable. ΔG0 is the standard value for ΔG. A list of
values for ΔG0 relevant for different fuel cell reactions can be found in [14, 16]. For
LIBs the standard potentials of the applied materials are listed in [6, 17]. From these val-
ues, the standard cell voltage U0OCV can be calculated, as will be shown in equations (2.9)
to (2.11). For a deeper insight into the energies associated with the electrochemical reac-
tion, see [2, 3, 14].
3In this thesis both physical quantities current and current density will be used. As it is common for
electrochemical systems, the current density J will be used to describe the movement of charged species
within the electrochemical system. For the measurement techniques described in chapter 3 and for the
model derived in section 5 the current I is used for any current outside the electrochemical system.
Dynamic current densities and currents are indicated by lower-case variables, respectively.
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In order to understand the correlation of the electrical cell voltage UOCV or OCV not
assuming standard conditions and the chemical potential, the electrochemical potential μ¯
has to be introduced,
μ¯n = μn + znFϕ, (2.5)
where μn is the chemical potential of the component n [4],
μn = μ
0
n + RT ln an. (2.6)
The chemical potential consists of the standard value μ0n at standard conditions and a
term, that depends on the concentration of component n. The latter part is determined
by the chemical activity a, which is a measure of the effective concentration [4]. While
electrochemical equilibrium is assumed,
μ¯n(I) = μ¯n(II), (2.7)
the electrical potential difference Δϕ or cell voltage UOCV can be calculated by the so-
called Nernst equation










n an,II︸ ︷︷ ︸
concentration speciﬁc
. (2.8)







because the sum of changed chemical potentials through the chemical reaction weighted





Therefore the cell voltage can be linked directly to the change in reaction enthalpy:
UOCV = −ΔG
zF





In a SOFC, the reactants and products are present as gases, that are continuously supplied
to and removed from the electrodes. Therefore a change in UOCV of a SOFC is primarily
dependent on the concentration speciﬁc part of equation (2.8).
A simpliﬁcation of equation (2.8) can be introduced for gaseous redox partners, because
in this case, the chemical activity a is proportional to the oxygen partial pressure pO2 . If
the chemical potentials of each half reaction are formulated and inserted in equation (2.8)























Figure 2.4.: Schemes of characteristic OCV curves for LIBs showing (a) steep parts and
a plateau and (b) different stages.













Equation (2.13) has the advantage that the cell voltage UOCV can be calculated as function
of the supplied gas concentrations at anode and cathode side for H2/H2O operation.
LIB
A comprehensive explanation of the OCV of LIBs for all applicable material conﬁgura-
tions is quite a challenging task. It can be explained comprehensively by the introduction
of phase diagrams as done in [7], but will be omitted here.
In general, the OCV of LIBs is determined by the standard potentials of the materials
applied [6]. But it changes with the State of Charge (SOC) in a complex manner. However,
a brief summary of observable shapes of the OCV curve UOCV(SOC) together with the
corresponding explanations is provided here with the help of equation (2.8).
• Steep parts. Towards SOC = 0 and SOC = 1, it is characteristic for the OCV
curve to show steep gradients, as illustrated in ﬁgure 2.4(a). That is where the
concentration of Li in the electrodes is near its minimum or maximum. As the con-
centration of Li at the surface of the electrodes and at the interface to the electrolyte
increases or decreases signiﬁcantly, the change in UOCV is mainly governed by the
concentration speciﬁc part of equation (2.8). This behavior can be observed for all
electrode materials.
• Plateaus. Large parts of the OCV curve of LIBs often show a very ﬂat behavior,
as also indicated in ﬁgure 2.4(a). This is the case when a the incorporation of Li
into the electrode is associated with a phase transition. Then the concentration of
Li at the surface of the electrode does not change signiﬁcantly. More signiﬁcantly,
the active material in the electrode is continuously converted and the interface of
the two phases migrates through the electrode material. On its surface the same
potential is present for as long as both phases are present in the electrode. In this
case, UOCV is mainly governed by the material speciﬁc part of equation (2.8). A
14 2. Electrochemical Systems
very pronounced plateau is characteristic for the OCV curve of the cathode material
LiFePO4.
• Stages. If more than one phase transition is possible in an electrode material, the
UOCV curve will show multiple stages punctuated by steep transitions, as indicated
in ﬁgure 2.4(b). The most prominent example for such a behavior is the graphite
anode [7]. Within the different stages the material speciﬁc part of equation (2.8)
determines the OCV and at the transitions between the stages, the changing con-
centration of Li is responsible for the change in OCV through the concentration
speciﬁc part of equation (2.8).
2.3.2. Cell Voltage under Load
In a ﬁrst approximation, the cell voltage of an electrochemical system behaves like a
real voltage source – an ideal voltage source in series with a resistor, the so-called inner
resistance of the voltage source. If a current is drawn from the real voltage source, the
terminal voltage decreases. The reason for this behavior is the voltage drop at the inner
resistance.
In electrochemical systems a similar voltage drop is observable, which is due to ohmic
and polarization losses. The voltage drop at the electrodes is called overpotential η in
electrochemistry [3]4, and ηtot = UOCV − Uop is deﬁned as the total overpotential in
this thesis. It is caused by the electrochemical reaction itself, which can be described
by Butler-Vollmer kinetics or by the Tafel equation [1], or by transport mechanism such
as solid state or gas diffusion. A comprehensive overview of the polarization processes
relevant for SOFCs is provided in [18]. For LIBs this is more difﬁcult due to the different
material systems and conﬁgurations.
For small currents the voltage decrease is approximately linear and the Current/Voltage
(C/V) characteristics are given as a decreasing line intersecting the ordinate at UOCV.
Even though the equations describing the OCV and the voltage under load are valid for
both SOFCs and LIBs, the static behavior under load is different for both systems. It is
not possible to adjust a stable operating point with a current density |J | > 0 for a battery
because of the associated change in SOC. Therefore the static C/V diagram is not a well-
established display for the performance analysis for LIBs. Hence, the C/V characteristics
are introduced as a fundamental characteristic diagram for fuel cells in section 2.3.2.1.
The same relations account for batteries, but are more difﬁcult to determine and to han-
dle. This will be explained in section 2.3.2.2. Charge/discharge characteristics are often
addressed as substitute for the C/V characteristics of batteries. This will be discussed in
section 2.3.2.3. The temperature effects that are related to a current density through the
system are subject to section 2.4.2.
2.3.2.1. C/V Characteristics of Fuel Cells
The nonlinear behavior exhibited in C/V curves necessitates the deﬁnition of several types
of resistances to appropriately characterize the cell behavior. Both deﬁnitions and the use
4For reasons of clarity, the voltage drop at the electrolyte is deﬁned as ηΩ. In [3] this voltage drop is called
iR-drop.
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of these types are not consistent in the literature. The following list introduces the three
most important parameters, as they are treated in this thesis.
• ASR. The Area Speciﬁc Resistance (ASR) is a common measure to judge the
performance of an electrochemical system. It is the ohmic resistance normalized to





A well-performing electrochemical system is characterized by a small ASR, i. e.
the cell voltage decreases only slightly, if a current density is adjusted. Values for
the ASR are often found in the literature. In this thesis the ASR is deﬁned as the
impedance for ω → 0 or ZDC at OCV. This is in agreement with the major part of
publications on SOFCs.
• ZDC. Generally, the Direct Current (DC) impedance ZDC is deﬁned as the
impedance in an operation point for very low frequencies (see also ﬁgure 2.15(a)).
Because of the nonlinearities in the C/V curve of fuel cells, ZDC is a function of the
current density J as indicated in ﬁgure 2.5. For J = 0, the DC impedance equals
the ASR, ZDC(0) = ASR. In this thesis, no distinction is made between impedance
and area speciﬁc impedance. Both are described by the same symbol Z.





The term ‘area speciﬁc’ is omitted here for two reasons: to avoid confusion with
the ASR, for which a clear deﬁnition was given above, and because it is more
commonly used for the analysis of a system behavior rather than for electrochem-
ical analysis. However, the inner resistance Ri is an appropriate criterion for the
performance of an electrochemical system, as it represents the losses in the op-
erating point5. However, it strongly depends on the operation point as indicated in
5Operating point in this thesis is determined by the operating conditions (temperature, SOC, gases) plus













Figure 2.5.: Schemes of (a) a linear and (b) a nonlinear C/V curve with the corresponding
slopes indicated by the thick lines.































Figure 2.6.: Schemes of (a) a linear and (b) a nonlinear C/V curve indicating different
inner resistances obtained at different operating points for nonlinear C/V
curves. The inner resistance Ri is given by the slope of the dashed lines,
respectively.
ﬁgure 2.6. Therefore it is necessary to specify an operation point for every Ri given.
This can either be the current density or the operating voltage.
Finally, three remarks concerning the C/V characteristics of fuel cells should be men-
tioned here:
• Overpotential. The total overpotential ηtot consists of different losses, that will be





Every individual overpotential ηk(J) corresponds to a contribution to ZDC(J):
ZDC,k(J). As a nonlinear system has to be assumed, ηk(J) = J · ZDC,k(J), as
will also be explained in section 5.3.2. The overpotential is positive for SOFC op-
eration and LIB discharge and negative for SOEC operation and LIB charge [1].
• Operating conditions. If two electrochemical systems shall be compared with
the help of the C/V characteristics, it is essential to compare the above introduced
values for identical operating conditions.
• SOFC and SOEC mode. Even though the current density J has a negative sign for
SOEC mode, all resistance values used in this thesis have a positive sign, because
also ΔU = UOCV − Uop has a negative sign in SOEC mode and LIB charge mode.
2.3.2.2. C/V Characteristics of Batteries
As pointed out before, C/V characteristics are also relevant for batteries and can be used
to measure their performance. However, there are two problems concerning the measure-
ment, the determination, and the illustration of the C/V characteristics for batteries.
First, the C/V characteristics differ for every SOC. This means, that the C/V characteristics
are represented by a set of curves. Up to date, there is no widely accepted convention and
















Figure 2.7.: (a) Schemes of charge and discharge curves with varying C rate. (b) Scheme
of a CCCV charge procedure.
not even a discussion, for which SOC a characteristic C/V curve should be measured and
presented in order to facilitate a comparison of different batteries.
The second problem is more signiﬁcant and is due to the following conﬂict:
• Each measurement point for the C/V characteristics must be determined in steady
state conditions. To realize this, a constant operating point at a given current density
has to be adjusted for a certain period of time, until the dynamics have decayed and
a constant cell voltage is obtained. The measurement is more accurate the longer
the settling time before the voltage value is recorded.
• An applied constant current will change the SOC of the battery and results in a more
or less pronounced change in cell voltage. The measurement is more accurate the
shorter the settling time before the voltage value is recorded.
These difﬁculties are the reason why the battery performance is more commonly evalu-
ated with the help of their charge/discharge characteristics, which are subject to the next
section.
2.3.2.3. Charge/Discharge Characteristics of Batteries
The charge/discharge characteristics of a battery simply consist of the charge curve and
the discharge curve. The performance of a battery can be rated by those curves. They ex-
hibit the course of the cell voltage Uop during a charge or discharge procedure maintaining
a constant current density or C rate6. While the OCV is determined by the material prop-
erties of the battery, performance can be determined by the deviation of the operating volt-
age Uop from the OCV at a constant C rate. For every C rate, a different charge/discharge
curve is obtained as shown in ﬁgure 2.7(a). This is explained in great detail in [19]. A
practical example can be found in [20]. In principle, important cell parameters like the
DC impedance ZDC can be deduced from these curves. In practice, this is rarely done.
6The C rate is a special convention for charge and discharge procedures for batteries, and is a value
normalized to the capacity of the battery being tested. A C rate of 1C means, that the current or current
density is chosen so that the battery is charged or discharged within one hour. Accordingly, with a
charge C rate of 5C the cell is charged within 1/5 of an hour and with a discharge rate of C/5, the cell
is discharged in 5 hours.
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Another common technique that should be mentioned in this context is known as Con-
stant Current Constant Voltage (CCCV). For charging the battery, a constant current is
applied, until the end-of-charge voltage is reached. After that, this voltage is kept con-
stant, until the current has dropped below a certain value, as depicted in ﬁgure 2.7(b). The
corresponding discharge is conducted with a constant current until the end-of-discharge
voltage is reached. However, this technique is normally not used for the characterization
of the battery but only to perform deﬁned charge/discharge cycles.
2.3.3. Impedance of Electrochemical Systems
As mentioned above, the cell voltage Uop decreases due to ohmic and polarization losses,
if a positive current density is adjusted. More generally, in every electrochemical system,
electrochemical processes occur, that are responsible for a voltage drop during operation
and constitute a loss process. In the static characteristics introduced in section 2.3.2, these
processes are only represented as a sum and cannot be separated.
Each of these losses are characterized by their relaxation time, or characteristic frequency,
and their ASR ZDC(J). In other words, there are fast and slow processes; they have dif-
ferent rates. The impedance response can be reproduced by basic electrical components,
that constitute a so-called Equivalent Circuit Model (ECM).
The literature on this topic is extremely extensive and versatile. The most cited, and
probably most fundamental, work is [21]. A more recent and more practical textbook is
[22]. In [23], a rather brief but still comprehensive introduction into the topic is given.
Apart from the information given in these publications, a large number of review and
overview articles will be recommended in the corresponding subsections, as they become
relevant to the discussion.
Although the literature is extensive concerning the mathematical description and the un-
derlying differential equations, practical explanations for the different time constants that
arise in an electrochemical system, remain scarce. Here, a short and comprehensive ex-
planation of how the complex impedance of an electrochemical system originates, what
basic steps are responsible, and why current and voltage to behave as they do will be
attempted.
In the ﬁrst part of this section, the deﬁnition of the electrochemical impedance is provided.
Basic impedance elements are presented in section 2.3.3.2. This is followed by an attempt
to explain impedance more practically in section 2.3.3.3. Then, the impedance elements
relevant for the systems in this thesis will be introduced in sections 2.3.3.4 and 2.3.3.5.
This section is completed by some concluding remarks in section 2.3.3.6.
2.3.3.1. Deﬁnition of the Electrochemical Impedance
The electrical impedance, Z, of a system is deﬁned as its complex and frequency de-
pendent resistance, the correlation between voltage and current. This is also true for the
electrochemical impedance (also named Z) with the difference that the electrochemical
impedance is commonly normalized and deﬁnes the correlation between voltage and cur-
rent density. The corresponding physical unit is Ωcm2.
























Figure 2.8.: Schemes of (a) the complex quantity Z0 and (b) sinusoidal voltage pertur-
bation and the corresponding current response indicating the meaning of the
absolute value of the impedance |Z0| and the phase angle θ.
It is complex because of the dynamics of the electrochemical system. This means that the
current response of a voltage excitation7 is not a proportionate (does not follow Ohm’s
law) of the excitation, but also depends on the previous values. For a given frequency
the complex impedance is given by an absolute value, |Z(ω)|, which accounts for the
ratio between the amplitudes of the excitation and response signals, and the phase angle
θ(ω) gives a measure for the lag between those two signals (see ﬁgure 2.8). This can be
explained best by a harmonic oscillation with an angular frequency, ω. For the purpose
of analyzing electrochemical systems it is more convenient to work with real, Re(Z), and
imaginary, Im(Z), parts of the impedance. These values can be easily derived from the
so-called polar form given by |Z(ω)| and θ(ω):
Re(Z(ω)) = |Z(ω)| cos(θ(ω)) and Im(Z(ω)) = |Z(ω)| sin(θ(ω)). (2.17)
There are several display types used to visualize the impedance, which will be explained
in detail in section 4.2. In this thesis, Nyquist plots will be primarily used. In these, the
negative imaginary part of the impedance is plotted against its real part.
2.3.3.2. Basic Impedance Elements
The three basic impedance elements resistor, capacitor and inductor will be introduced
in this section (see also ﬁgure 2.9). Additionally, the most fundamental connection for
impedance analysis – the RC circuit, is presented here. A detailed explanation of these
components can be found in [24]. In section 2.3.3.5 more complex impedance elements
are discussed, which are more speciﬁc to electrochemical systems.
Resistor
An ohmic resistor is the most simple element, because its impedance is constant for all
frequencies and has no complex part:
Z(ω) = R. (2.18)
7Or vice versa the voltage response of a current excitation.
























Figure 2.9.: Schemes of the impedance Z of (a) a resistor and (b) of a capacitor and an
inductor shown as a Nyquist plot.
Capacitor
The impedance of an ideal capacitor has no real part and is therefore loss-free. It is deﬁned






An ideal inductor is also loss free and shows an impedance, that is purely complex and
strictly positive. For ω = 0 it is zero and increases for higher frequencies:
Z(ω) = jωL. (2.20)
An inductivity in the impedance spectrum usually originates from external sources, such
as the inductive behavior of the wiring providing the electrical connection of the mea-
surement device with the electrochemical cell. It is sensible to model this artifact with an
inductor and to correct the measured spectrum by subtracting its impedance contribution
subsequently from the impedance curve. The error from suboptimal wiring is removed by
this, if it can be modeled by a pure inductivity. Unfortunately, measurement results com-
monly show a much more complex behavior for high frequencies, which requires more
complex models for the inductivity, as discussed in [25].
RC Circuit
An RC circuit is a parallel connection of a resistor and a capacitor (see ﬁgure 2.10(a)) and
is a fundamental element, on which basis most impedance responses of electrochemical








8In fact, most technical process can be approximated by this impedance element. In control engineering,
the corresponding behavior is also called PT1 characteristics [26].














Figure 2.10.: (a) Symbol of an RC circuit and (b) Nyquist plot of an RC circuit.
The time constant τRC is the inverse of the angular frequency ω9. A more detailed explana-
tion of the impedance response of an RC circuit will be given in following section 2.3.3.3.
2.3.3.3. Practical Explanation of the Impedance of a Basic Electrochemical System
All passive electrochemical processes can be broken down to a (not necessarily ﬁnite)
combination of RC circuits10, whose response is given by equation (2.21). In this sec-
tion, the impedance response of an electrochemical system is compared to the simpliﬁed
response of an RC circuit. These responses take the form of the Nyquist plot shown in
ﬁgure 2.10(b). The behavior of the real and the imaginary part of the impedance shown
in ﬁgure 2.11 is discussed as it relates to electrochemical systems.
Very high frequencies. At very high frequencies only little charge is transported dur-
ing one half cycle of a sinusoidal perturbation. Since this charge can be provided by the
capacitor without any losses, the RC circuit behaves like a short-circuit. In an electro-
chemical system, charge is only slightly dislocated. The time of one half cycle is far too
small to activate a loss process, hence, the impedance is zero, Z(ω →∞) = 0.
High frequencies. For slightly lower frequencies, the capacitive behavior is visible, be-
cause the complex part decreases rapidly from zero to a negative value. The angle with
the real axis at the high frequency intersection is 90◦. The real part of the impedance
also increases, but this increase proceeds slowly, because the capacitor can still accept the
majority of the charge of one half cycle at high frequencies.
Characteristic frequency. At the characteristic frequency, ωRC, the current is divided
into equal parts on both branches of the RC circuit. The phase angle θ is 45◦ and the
imaginary part reaches a minimum. This is visible in the plot of the negative imaginary
part of the impedance over the logarithmic frequency as a clear peak in ﬁgure 2.11(b).
The real part of the impedance shows the steepest slope in the corresponding diagram at
this frequency.
9The angular frequency ω should not be confused with the frequency f , which is the inverse of the time
period T . Both frequencies are connected via ω = 2πf .
10The (incremental) capacity that can be observed in LIBs plays a special role in this context, which will
not be discussed here, but is explained in [27, 28].





















Figure 2.11.: (a) Real part and (b) negative imaginary part of the impedance of a RC
circuit plotted over the logarithmic frequency.
Low frequencies. For lower frequencies, the charge transported during one half cycle
increases. The charge that can be accepted by the capacitor remains the same, assuming
voltage excitation. The charge stored on the capacitor plays only a minor role in compar-
ison to the charge that is moved in one half cycle and the impedance approaches RRC.
Very low frequencies. When the frequency approaches zero, the charge transported ap-
proaches inﬁnity and the capacity of the capacitor is negligible compared to the total
charge and the ohmic behavior is predominant. The imaginary part is zero again and the
real part has a value of RRC.
Characteristic curve. The shape of the whole impedance curve of an RC circuit is a
perfect half circle. For this reason, electrochemical impedance data should always be
plotted with equally scaled axes in a Nyquist plot. Only in this way can the data be
visually determined to ideal (RC circuit) or non-ideal behavior (one of the impedance
elements introduced in section 2.3.3.5).
Analogy to electrochemical systems. The most prominent electrochemical analogy to
an RC circuit is a charge transfer process associated with a double layer capacity that
corresponds to the capacitor in the RC circuit. The charge transfer itself can be regarded
as an ohmic resistor, because it is associated with a certain loss, that is proportional to the
species transferred.
2.3.3.4. Ohmic Losses in Electrochemical Systems
Ohmic losses occur whenever current ﬂows through an electrochemical system because
every component exhibits a ﬁnite conductivity, with the exception of superconductors. In
this thesis the ohmic losses are summarized as ηΩ = J ·RΩ.
The majority of the ohmic resistance is typically caused by the electrolyte. While good
electronic conductors are relatively easy to ﬁnd, good ionic or proton conductors that ex-
hibit a negligible electronic conductivity are rare and the achievable corresponding con-
ductivity is rather small.
The electronic conductivity of the electrodes is generally quite high compared to the elec-
trolyte. This is achieved by using good electronic conductors for the electrode itself (like
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Lanthanum Strontium Cobalt Ferrite (LSCF), a SOFC cathode material), utilizing an elec-
tronic conducting phase in the electrode (like the Ni in a SOFC anode), or by adding an
electronic conducting material to the electrode (like carbon black in LIB cathodes).
A further contribution to the ohmic resistance originates from contact resistances between
cell components or from the formation of undesired interlayers as the following examples
demonstrate:
• It was shown in [27], that a signiﬁcant part of the ohmic resistance in a LIB test cell
originates from the large contact resistance between electrode and current collector.
• The formation of an insulating layer of Lanthanum Zirconia (LZO) during cell op-
eration may increase the ohmic resistance of a SOFC with a Lanthanum Strontium
Manganite (LSM) cathode as shown in [29, 30].
It should be mentioned here, that the impedance response of the Yttria Stabilized Zirco-
nia (YSZ) electrolyte in SOFCs is assumed to be purely ohmic and this fact is widely
accepted. However, it only appears as ohmic resistance in impedance studies, because the
relaxation frequency at operating temperatures above T = 600 ◦C is f > 10MHz and is
therefore not measurable with standard measurement equipment (see also section 3.5.1.6).
This is because, that also the hopping mechanism between different lattice sites responsi-
ble for ionic conductivity occurs at a very high rate [31]. If the operating temperature is
decreased signiﬁcantly, the impedance response of the electrolyte exhibits a polarization
behavior allowing for bulk and grain boundary contributions to be analyzed separately
[31, 32]. Polarization processes are subject to the following section 2.3.3.5.
2.3.3.5. Polarization Losses in Electrochemical Systems
Losses occurring in an electrochemical system that are not purely ohmic are the so-called
polarization losses. This behavior can be observed in many technical processes and is best
explained by an RC circuit, its electronic equivalent. In fact, all electrochemical processes
can be broken down to a combination of RC circuits as previously stated in section 2.3.3.3.
However, a number of more complex circuit elements has been established as a standard
to describe the behavior of electrochemical systems. A selection of special equivalent
circuit elements relevant for this thesis will be introduced in the following subsections.
For further reading, the help function of Zview is highly recommended [33].
RQ Circuit





, α = 0 . . . 1. (2.22)
However, more common is the following representation employing the Constant Phase




, α = 0 . . . 1. (2.23)
























Figure 2.12.: Nyquist plots of (a) a Q element and (b) an RQ circuit with varying values
for α, respectively.
The Q element has no direct electrical equivalent. A physical interpretation is proposed
in [34]. For α = 1, the Q element equals a capacitor and the RQ circuit equals an RC
circuit, as indicated by the Nyquist plots of the Q element and the RQ circuit in ﬁgure 2.12.




, α = 0 . . . 1. (2.24)
The RQ circuit was ﬁrst introduced to approximate the bioimpedance of a human body
[35]. The measurable impedance in a human body is determined by the impedance of fat
cells and muscle cells and cannot be approximated by a perfect RC circuit. Instead, it
is more accurately modeled by a composition of parallel and serial connections of them,
leading to a ﬂattened semicircle in the Nyquist plot [18, 36]. In the same way that a body
is composed of cells with varied responses, electrodes in an electrochemical system are
composed of different impedance responses for different grains or reaction sites, that vary
slightly in parameters and cannot assumed as ideal.
For an RQ element, a single relaxation time, τ , cannot be determined. This is explained
in more detail in section 4.4. Due to the fact that the exponent in equations 2.22 and 2.24
is not an integer value, simulation in the time domain is not possible directly [37]. An
approach to obtain an analytical expression in the time domain is proposed in [37]. Addi-
tionally a time domain simulation can be conducted by the software tool plecs in Matlab.
As an alternative an RQ circuit was approximated by a ﬁnite number of serial RC circuits
by [38].
A problem concerning the RQ element is the physical interpretation. In the applied
Lorentz distribution, the parameter α does not have a physical meaning as discussed
in [35]. Some authors argue, that the Lorentz distribution should be substituted by a
Gaussian distribution, which would yield a direct relation of the parameter α to the stan-
dard deviation, σ2, of the relaxation time, τ [35]. Nevertheless, the frequency domain
expression for a Gauss element is somewhat more complex and more difﬁcult to ﬁt to
experimental data.
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Figure 2.13.: (a) Equivalent circuit composed of basic impedance elements for the Gen-
eralised Finite Length Warburg element (Short Circuit Terminus and Open
Circuit Terminus) and (b) Nyquist plots of both Warburg elements.
Warburg Element
An important impedance element is the Warburg element. The correct title of the version
used in this thesis is: generalized ﬁnite length Warburg element (short circuit terminus).
Its impedance expression is




This element is used to model gas diffusion in the anode substrate of an SOFC in [39].
It is discussed in more detail in [18]. The ECM with basic impedance elements and its
associated Nyquist plot are shown in ﬁgure 2.13.
The physical interpretation of this behavior is that this circuit represents the diffusion
length. In order to pass a length element, a certain amount of work is necessary (modeled
by the resistors). In addition to this, some overconcentration can be stored in each length
element (modeled by the capacitor). The short circuit on the upper branch signiﬁes that
this whole branch has the same electrical potential. This is sensible since SOFC anodes
exhibit good electronic conductivity. The short circuit on the right end represents an
endless supply of diffusing species that is related to the constantly supplied gas in the gas
channel.
Note that there is a version of the generalized ﬁnite length Warburg element, called the
open circuit terminus, that is sometimes used in LIB analysis to represent the limited
species in the electrodes indicated by a capacitor on the right end. Its ECM using basic
impedance elements is also shown in ﬁgure 2.13(a).
The impedance curves for both versions of the Warburg element are presented in ﬁ-
gure 2.13(b) and show the characteristic slope of 45◦ for high frequencies and switch
to a semicircle for lower frequencies. The open circuit terminus behaves like the serial
connection of a short circuit terminus Warburg element and a capacitor and switches into
a straight capacitive branch for low frequencies.


















Figure 2.14.: (a, top) General TLM with an electronic conducting path (upper branch,
X1), an ionic conducting path (lower branch, X2) and the correspond-
ing charge transfer impedance X3 and (a, bottom) equivalent circuit com-
posed of basic impedance elements for the Gerischer element and (b) typical
Nyquist plot of a Gerischer element.
Transmission Line Model
Like the Warburg element, the general Transmission Line Model (TLM) represents
the spatial distribution of the electrochemical processes occurring in an electrode. Fi-
gure 2.14(a) shows a general example of such a TLM with an electronic conducting path
(upper branch, X1), an ionic conducting path (lower branch, X2) and the corresponding
charge transfer impedance, X3. This element is also referred to as Bisquert element. A
detailed description can be found in the literature [40, 41].
Gerischer Element
The Gerischer element is the result of a inﬁnitely long TLM with negligible electronic






This is explained in further detail in [42]. The Gerischer element is typically applied
for SOFC cathodes [10]. Also the widely used Adler model for cathodes is based on a
Gerischer element [43]. For further information about cathode models see also [10]. An
example for the Nyquist plot of a Gerischer element is shown in ﬁgure 2.14(b).
2.3.3.6. Remarks on the Impedance of Electrochemical Systems
Three remarks should be added to this section, in order to complete the overview of the
impedance of electrochemical system of fuel cells and batteries.
Ohmic and Polarization Resistance
In the literature the terms R0 and Rpol are often used. They are deﬁned together with
ZDC, as demonstrated in ﬁgure 2.15(a). The ohmic resistance R0 is the high frequency




















Figure 2.15.: (a) Scheme of a Nyquist plot indicating R0, Rpol and ZDC and (b) a typical
Nyquist plot of the impedance of a Li-ion battery.
intersection of the Nyquist curve of the impedance with the real axis and ZDC is its low
frequency intersection with the real axis (not existent for LIBs, see below). The polariza-
tion resistance is deﬁned as Rpol = ZDC −R0.
Relation between C/V Characteristics and Impedance Curves for SOFCs
C/V curves represent the static behavior of an electrochemical system at various poten-
tials, whereas an impedance spectrum represents the dynamics of it at a ﬁxed potential.
The correlation between these two characteristics is the DC resistance ZDC. For SOFCs
ZDC is given as the impedance for ω → 0 and is purely ohmic. It depends on the current
density and is also represented by the slope of the C/V curve at a given current density, as
indicated in ﬁgure 2.5. If both characteristics are analyzed for an electrochemical system,
the two methods can be checked for consistency by comparing the DC resistance ZDC ob-
tained by the two methods. For LIBs this correlation is not so simple, as will be discussed
below.
Capacitive Branch of LIBs
For low frequencies, batteries show capacitive behavior. This means, as ω → 0, the imag-
inary part is a complex number with large negative imaginary part (cf. equation (2.19)
and ﬁgure 2.15(b)). This behavior can be explained by the OCV curve of the battery,
which increases, as the cell is charged, and decreases, as the cell is discharged. The linear
approximation of this behavior in the operating point is a capacitor. For this reason, a
large number of battery models introduce a serial capacitor to account for this capacitive
behavior of LIBs.
The deﬁnition of the polarization resistance is not straightforward for LIBs. However,
this issue is omitted here, as the polarization resistance of LIBs will not be needed in this
thesis.
2.3.4. Performance and Efﬁciency
An important goal of current research activities is to get impartial numbers for the perfor-
mance and efﬁciency of an electrochemical system. This is one of the major purposes of
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the models presented in chapter 5. Possible criteria to rate performance and efﬁciency are
controversially applied throughout the literature with little consistency.
Basically, the performance of an electrochemical system is determined by the physical
quantities energy density and power (loss) density. Efﬁciency is the ratio between energy
delivered by the system and energy supplied to the system. The analysis differs funda-
mentally for fuel cells and batteries, and is introduced separately below.
2.3.4.1. Fuel Cells
A fuel cell produces electrical and thermal energy by the conversion of fuel. The major
issues completing a performance and efﬁciency analysis are the quantiﬁcation of the indi-
vidual loss processes. Based on the power (loss) density, adequate values can be derived
at cell level and system level.
Power (Loss) Density as Performance Criterion
If the individual loss processes during operation of an electrochemical system are to be
identiﬁed quantitatively, an adequate measure has to be chosen ﬁrst. As pointed out in
section 2.3.2, there are different deﬁnitions for the resistance and impedance for electro-
chemical systems in the literature. The same is true for performance and efﬁciency. A
common way to specify the performance of a fuel cell is to report the power density at
a certain operating point, normally deﬁned by temperature, anode and cathode gas con-
centrations and operating voltage. But at high current densities, there is also an inﬂuence
of the gas ﬂow rate, if the gas conversion over the cell area is not negligible, as will be
demonstrated in chapter 5. Additionally, the size of the cell must be taken into account
for performance analysis.
In this thesis the power density P and the power loss density Ploss in the operation point
are proposed as good criteria for evaluating the performance of a fuel cell. The cell voltage
Uop(J) is relatively easy to measure. The output power density is:
Ptot = Uop(J) · J. (2.27)
Of further interest are the losses, deﬁned as total power loss density Ploss,tot:
Ploss,tot = ηtot(J) · J = (UOCV − Uop(J)) · J. (2.28)
The total overvoltage can be separated into contributions of the individual cell compo-
nents. The overpotential ηk, for a speciﬁc process k, is needed for this task. If it can
be determined as a function of the current density, the corresponding power loss density
follows as
Ploss,k = ηk(J) · J. (2.29)
The derivation of each ηk is not trivial, as a nonlinear system has to be considered (cf.
section 2.3.2). Possible ways to identify ηk(J) will be described in sections 5.3.2 and 5.3.5
for small-scale and large-scale systems, respectively.












yields the electrochemical efﬁciency of a cell (cf. [14] and equation (2.11)). This states
that the efﬁciency of a fuel cell is deﬁned as the ratio of the usable electrical energy pro-
duced by the fuel cell and the chemical energy inserted, because the fuel cell is regarded as
an converter of usable chemical energy ΔG to electrical energy (see also section 2.4.2).
Heat is also produced during operation by a fuel cell, but heat generation will only be
taken into account at the system level and not as part of the cell efﬁciency.
System Efﬁciency
Heat produced by a fuel cell system may be utilized in applications such as Combined
Heat and Power (CHP) systems, so it is sensible to specify also the ratio between thermal
energy produced by the fuel cell and the chemical energy inserted. This is referred to
as thermal efﬁciency ηth [14]. Electrical and thermal efﬁciency are often summed up to
the overall efﬁciency, ηel + ηth = ηtot. As the losses created by the overpotentials ηk,
that lower the cell efﬁciency ηel, are dissipated as heat and consequently are added to the
thermal efﬁciency ηth, ηtot can come close to 1.
A very high electrical efﬁciency of 68% for SOFC systems was presented in [44]. It has
to be noted that such high efﬁciencies are only possible for low overpotentials. These can
only be realized with relatively small current densities which result in low system power
and energy densities.
Energy Density
On the cell level, the energy density of a fuel cell is not a relevant number because it is a
compound of thin layers to which the fuel is supplied. On the system level, energy density
becomes a more sensible variable to compare performance, but due to the variety of fuel
cell types and geometries, such as tubular and planar for SOFCs, no general numbers can
be provided here.
2.3.4.2. Batteries
Batteries are rated according to capacity and recommended C rate. These characteristics
can be broken down to energy density and performance plus efﬁciency, respectively.
Energy Density
A high energy density is the most important performance related speciﬁcation for a favor-
able electrode material for LIBs. The energy density can be expressed per unit volume or
weight, depending on what is more relevant for a given application. Performance itself
can be controlled to a certain extent by the micro- and macrostructure of the cell.
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High Energy and High Power Cells
A battery cell is composed of the cell components introduced in section 2.2.1. In this
paragraph it is brieﬂy demonstrated, how the composition of a cell can be trimmed for
high energy density and high power density. The measures that can be taken are explained
for the three relevant cell components:
• Separator with electrolyte. The thickness of the electrolyte does not contribute to
storage and is reciprocal to the ohmic resistance of the cell. Therefore the electrolyte
is as thin as possible to achieve both higher power and energy densities.
• Current collectors. The thicker the current collectors, the lower the resistance
caused by them. In high power cells, thick current collectors are used in order to
increase the maximum current and decrease heat dissipation. However, as the thick-
ness of the current collector increases, the thickness of the electrodes must decrease
for equally sized cells. As a consequence of having thick current collectors, high
power cells have less system energy density than other cells.
• Electrodes. The thicker the electrodes the fewer number of layers is needed to
achieve a given capacity. For this reason, high energy cells commonly have thicker
electrodes than other cell types and the volume ratio between electrodes and current
collectors in the overall volume is therefore higher. Due to few and thin current
collectors, the maximum current is limited for this type of cells.
Efﬁciency
For batteries the efﬁciency is given by the ratio of energy that is needed to charge the





The efﬁciency typically depends on the C rate at which the charge and discharge cycle is
performed, but even at very low C rates, the voltage is higher during charging than during
discharging at the same SOC (cf. ﬁgure 2.7(a)). This is mainly due to overpotentials and
the hysteresis in LIBs11. At high C rates the efﬁciency drops, because at higher currents,
overpotentials rise and are thereby lowering the efﬁciency.
2.4. Thermal Properties of Electrochemical Systems
Temperature is a very important operating parameter for electrochemical systems. There
are several facts, that underline this importance:
• The OCV is strongly dependent on the temperature.
• Almost all loss processes depend strongly on the temperature.
11The hysteresis is the observable difference in the OCV at the same SOC in steady-state, if the cell has
been charged or discharged to the present SOC. It is an important phenomenon for LIBs, as can be seen
from recent publications like [45] and [46], for example, but will not discussed in further detail in this
thesis.
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• Losses produced by the loss processes themselves are dissipated as heat.
• Heat is generated or consumed by the electrochemical reactions during normal op-
eration.
• The systems have a deﬁned temperature window, in which safe, stable and efﬁcient
operation is possible.
The information relevant to this thesis is prepared in two sections, the ﬁrst one deal-
ing with possibilities and limitations concerning the operating temperature (section 2.4.1)
and the second providing the equations needed to calculate heat dissipation for a given
electrochemical system (section 2.4.2).
2.4.1. Operating Temperature
In general, a higher operating temperature will lead to more efﬁcient operation for the
here discussed electrochemical systems. This is primarily due to the strong temperature
dependency of the electrolyte conductivity. In [31] the conductivity of the standard elec-
trolyte material YSZ is studied in detail. In [47] some conductivities of electrolytes for
LIBs are listed. Many electrode reactions are temperature activated, but it is not so easy
to give a general statement here.
It should be noted here, that even though the Gibbs free energy for the electrochemical
reaction in SOFCs decreases with increasing operating temperature resulting in a lower
OCV, the performance of SOFCs increases with increasing temperature at technically
relevant operating points.
While the operating temperature affects many electrochemical processes and is an im-
portant testing parameter, most systems have a tightly deﬁned temperature window for
normal operation:
• Stability of materials. In general, high operating temperatures involve higher
degradation rates. Additionally, mechanical stress due to mismatched thermal ex-
pansion coefﬁcients of applied materials is an issue, which can lead to system
failure.
• Carbonization (SOFC). SOFCs should not be operated at too low temperatures,
if there are carbonaceous gases contained in the fuel gas, like is the case for diesel
reformat or biogas. Depending on the catalytic activity and the humidity the anode
experiences, the risk of carbonization rises with a decrease in operating temperature
below 650◦C [48].
• Safety. Thermal runaway of rechargeable batteries is serious safety problem. High
temperatures and overcharge can trigger runaway exothermal chemical reactions,
that may lead to combustion or even explosion [49]. This is why temperature mon-
itoring provided by a Battery Management System (BMS) is essential.
2.4.2. Heat Dissipation
Heat dissipated during operation is an important physical quantity. Heat dissipation is a
complex topic, because heat produced during operation can be beneﬁcial, as it is in SOFCs
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to maintain operating temperature, or detrimental in the case of LIBs because of the risk
of thermal runaway.
Particularly for LIBs and SOECs it is important to introduce the three different heat
sources or sinks in an electrochemical system. All of them are related to the current den-
sity J , which means, that no heat is emitted or consumed under equilibrium conditions.
• The electrochemical reaction. The overall reaction enthalpy ΔH is divided into
two parts: ΔH = ΔG + TΔS. In the case of an exothermal reaction, the amount
of TΔS is directly given as heat to the surrounding, ΔS being the reaction entropy.
In case of an endothermal reaction, TΔS represents the heat sink. The free molar
enthalpy ΔG is turned into electrical energy with the efﬁciency ηel, which can be
utilized in the external electric circuit.
• Voltage drop at the electrolyte. Due to the ohmic resistance of the electrolyte,
there is a voltage drop at the electrolyte and joulean heat is emitted. Its value is
calculated by PJ = J2RΩ.
• Voltage drop at the electrodes. The electrodes act as heat sources, when an electric
load is applied. Their contribution being Pη = J
∑
ηtot(J).












The ﬁrst summand of equations (2.32) and (2.33) shows a linear dependency on the current
density J . The second summand exhibits nonlinear behavior due to the nonlinear depen-
dency of the overpotentials on the current density. However, this behavior can often be
approximated by a linear function which allows the second summand to be approximated
as a quadratic function. The third summand equals a quadratic function by deﬁnition. In
conclusion, the emitted heat shows a quadratic dependency on the current density because
of losses at the electrodes and electrolyte.
The thermal cell voltage UH = −ΔH/zF is explained in detail in [16]. The values
necessary for the evaluation of equations (2.32) and (2.33) can be found in [14, 16] for
several fuel cell types and in [6] for a large number of battery types.
SOFC
For SOFCs in H2/H2O in operation all terms of equations (2.32) and (2.33) are positive
for all current densities.
For SOFC operation utilizing reformat as fuel, a number of endothermal and exothermal
reactions are likely to take place in parallel depending on the applied reformat. For this
reason ΔS is not easily determined. In [48] SOFCs in reformat operation are studied in
detail.
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SOEC
If an SOFC is operated in electrolysis mode, ΔS is negative and the cell acts as a heat
sink for small current densities. There is a so-called thermoneutral point, when the heat
emitted through losses is equal to the heat consumed by the electrochemical reaction. This
will be further discussed in section 3.5.3.1.
LIB
Determining the heat emission of LIBs is more challenging because of the presence of
different and evolving materials, phases and reactions in both charge and discharge mode.
The discussion of heat dissipation is of greater importance because of the limited temper-
ature window for safe and efﬁcient operation. In [50, 51] methods have been developed
to analyze the heat emission.
2.5. Chemical Properties of Electrochemical Systems
Although the focus of this thesis is on measurement and modeling of electrochemical sys-
tems, chemical properties of the system under test need to be introduced. This section
is divided into two parts: in section 2.5.1 applied materials are introduced and in sec-
tion 2.5.2 some examples for the stability limits of components are given. As these limits
are correlated to the electrical potential applied, they may be detected or even triggered
via the application of current or voltage and therefore makes it an interesting topic for the
measurement techniques presented in this thesis.
2.5.1. Materials
The standard material conﬁguration for the SOFCs considered in this thesis is stated and
explained in this section, accompanied by a short overview of recent developments in
materials research. A brief overview of LIB materials is also provided in section 2.5.1.3.
2.5.1.1. Materials for SOFCs
The range of material systems used for SOFCs cannot be enumerated. In order to provide
the most general of examples, the cells measured in this study are standard materials
at the time of writing this thesis. These materials are brieﬂy introduced together with
recent developments in the following subsections. The actual cell conﬁguration for the
measurements in this thesis is provided after the overview of the materials for anode,
electrolyte and cathode. It should be noted that the measured cells were either half cells on
which the cathode was deposited at IWE or delivered as full cells by Forschungszentrum
Jülich. A list of the tested samples can be found in the appendix (section A).
Anode
More than 40 years ago, Spacil’s patent introduced ﬁne Ni particles homogeneously dis-
tributed in a YSZ matrix [52]. Since then, numerous quantitative models related anode
microstructure to performance, and gave advice for an optimum connectivity of gaseous,
ionic (YSZ) and electronic (Ni) phases [53, 54]. Other experimental studies documented
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outstanding initial performance of custom tailored Ni/YSZ composite anodes inevitably
followed by degradation in long-term operation and/or high fuel utilization (high pH2O)
testing conditions [55, 56, 57, 58]. Qualitative correlations between microstructure and
power density during operation identiﬁed coarsening and agglomeration of Ni particles
[53] as the main source of degradation, thus reducing the Three Phase Boundary (TPB)
length. This source of degradation cannot be avoided and even fully developed manu-
facturing techniques only slow down, but do not stop anode degradation at constant load.
This effect is more pronounced over repeated re-oxidation cycles [59]. Research has
shifted to metal-oxide based anodes, such as doped SrTiO3, which are less susceptible
to microstructural changes. However, adequate power densities are only reported when a
catalytically active material, such as Ni [60] and Pd [61], is added.
Electrolyte
The standard material used for the electrolyte in SOFCs is YSZ. It shows a high ionic
conductivity due to the creation of mobile oxygen vacancies when ZrO2 is doped with
Y2O3 [62]. The most commonly used stoichiometry is Zr0.83Y0.17O2−δ (8YSZ), corre-
sponding to 8 mol% Y2O3-doped ZrO2. The crystal structure of zirconia is stabilized to a
cubic ﬂuorite crystal structure, but it should be mentioned, that recently, there have been
some discussions about this stability under reducing conditions due to indiffused Ni dur-
ing co-sintering of anode and electrolyte [62]. The electronic conductivity of this material
is negligible.
Although the term YSZ is not precise as different dopant concentrations of YSZ exist, the
term YSZ will represent this composition in this thesis. For a more detailed introduction
to YSZ and alternative electrolyte materials, the reader is referred to [31].
Cathode
The cathode material used for the cells in this thesis is LSCF. The chosen stoichiometry
is La0.58Sr0.4Co0.2Fe0.8O3−δ. It is a Mixed Ionic Electronic Conducting (MIEC) material,
which means that TPB points cannot only be found at the interface cathode/electrolyte but
across the surface of the cathode [63]. Details about the optimization of the stoichiometry
can also be found in [63]. The initial performance of this cathode is very good, however,
there are issues about the chemical compatibility with YSZ. Therefore, a Gadolinium
Doped Ceria (GDC) interlayer has to be applied between LSCF and YSZ [64]. This
interlayer retards the formation of an insulating interlayer consisting of SrZrO3 between
cathode and YSZ [65].
Another issue is a pronounced degradation, which has been analyzed during the ﬁrst
1000 hours of operation for various operating temperatures in [66].
Other cathode materials that should be mentioned are the widely used LSM/YSZ com-
posite electrode [63, 67] and Lanthanum Strontium Cobaltate (LSC), which exhibits very
promising performance values as nano-cathode for operating temperatures of 600◦C or
below [10].
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Assembly
SOFC measurements in this work were performed on planar Anode Supported Cells
(ASCs), based on an anode substrate (Ni/YSZ, thickness 0.5 . . . 1.5mm). The Anode
Functional Layer (AFL) (Ni/YSZ, d = 13μm) and the electrolyte (YSZ, d = 10μm)
were deposited subsequently by vacuum slip casting. On top of the electrolyte, a Gd2O3-
doped CeO2 (GDC) interlayer was screen-printed and sintered at T = 1300 ◦C for t = 3h,
resulting in a thickness of d = 7μm [64]. On top of this interlayer, a LSCF cathode was
applied via screen-printing and sintered at T = 1080 ◦C for t = 3h, resulting in a thick-
ness of d = 45μm with different sizes (see section 3.2.1 and ﬁgure 3.1). On some of the
cells, two reference electrodes were screen-printed both before the working cathode and
behind it (in direction of the gas ﬂow), in order to monitor the open circuit voltage. Anode
substrate had a cross-sectional area of AS = 50 × 50mm2 and were entirely covered by
the thin-ﬁlm electrolyte. Details on cell fabrication technology are described in detail in
[68].
Electrical Contact
The experiments in this thesis were all conducted with ideal electrical contacting (ideal
current collectors). A Ni mesh is used on the anode side where a Ni phase is present in
the cell and gives good electrical conductivity. Au is used on the cathode side because
the noble metal is stable in oxidizing conditions and is chemically compatible with the
cathode material, LSCF.
Stack Design
The corresponding stack design, for which the test cells used in this thesis were devel-
oped, is explained in detail in [69]. New developments are presented in [70]. Changes
in performance data due to non-ideal electrical contacting in the stack is measured and
modeled in great detail in [67].
2.5.1.2. Materials for SOEC
A SOEC is just a reversely operated SOFC. In order for systems to be eligible for both
operation modes, the same materials are used for SOECs as for SOFCs. The SOEC exper-
iments reported in this thesis were conducted on the same cells as described for SOFCs.
2.5.1.3. Materials for LIBs
The material systems used for cell components in LIBs is even more numerous than for
SOFCs. This applies to basic materials, material compositions, and fabrication. Further,
the materials used are coated, blended, and mechanically processed in different ways, so
that it is difﬁcult to give a quick overview here.
Materials are chosen due to their electronegativity or potential versus a reference elec-
trode, which should be high for cathode materials and low for anode materials, because
the difference in standard potentials is directly linked to the cell voltage. The standard po-
tentials versus Li can be found in [71], for example. A good overview of battery materials
is also given in [72]. Recent developments, characteristics and prices are compared in
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[73]. A detailed impedance study on LIBs with a graphite anode and a LiFePO4 cathode
can be found in [27]. In [74] a Focused Ion Beam (FIB)/Scanning Electron Microscopy
(SEM) reconstruction of a LiFePO4 cathode is presented, enabling the identiﬁcation of
the microstructure parameters for LIB cathodes.
The LIB cells measured in this thesis were commercial cells with a capacity of
Q = 120mAh. They consist of a LiCoO2 cathode and a graphite anode. The protec-
tion circuit module was removed before testing. As no further details about the applied
materials are given by the cell provider (Reva) and the components were not further inves-
tigated, the reader is referred to the references above for an overview and characteristics
of common materials for LIBs.
2.5.2. Some Remarks on Chemical Stability
As pointed out in the previous section, materials play a large role in electrochemical sys-
tems and with great effort they have been optimized for the corresponding purpose. How-
ever, due to harsh operating conditions and large overpotentials, these materials may be
oxidized, reduced, decomposed, dissolved or may precipitate during operation.
In this section four such scenarios will be explained in detail. In general, every material
has a chemical stability window. At a neutral potential, this can be expressed by an oxygen
partial pressure above or below which a material is oxidized or reduced, respectively. The
chemical stability limit strongly depends on temperature. If an overpotential is present
in an electrochemical system, the oxygen partial pressure is altered because of the cor-
relation with the electrochemical potential μ¯, introduced in equation (2.5). An accurate
determination of the oxygen partial pressure present in the different active layers in an
electrochemical system is quite complicated. The chemical stability of a material is com-
monly tested in simple model setups like symmetrical electrodes or accurately speciﬁed
small geometries via Cyclic Voltammetry (CV) (see section 3.4). The following examples
constitute the theoretical background behind some practical examples.
2.5.2.1. Stability of the Nickel Anode in SOFC
The standard anode for SOFCs consists of Ni and YSZ (see section 2.5.1.1). Ni is stable
at high temperatures under reducing conditions. The fuel gas on the anode side has a re-
ducing character12: a high cell voltage is achieved by a low oxygen partial pressure on the
anode side (reducing) and a high oxygen partial pressure on the cathode side (oxidizing)13
(see equation (2.12)).
There is a clear stability limit for the oxygen partial pressure depending on temperature,
above which metallic nickel reacts with oxygen to nickel oxide [75, 76, 77].
This reaction is reversible, however, the phase change from Ni to NiO involves a volu-
metric expansion of 69 % [78] and the growth and subsequent shrinkage of the nickel
particles in the cermet anode cause irreversible changes to the microstructure of the anode
[77]. After a few so-called ‘redox-cycles’ the ASR can even be decreased by coarsening
12In case of humidiﬁed H2, the oxygen partial pressure ranges between pO2 = 10
−24 . . . 10−18 atm.
13Air is used as cathode gas. The corresponding oxygen partial pressure is pO2 = 0.21 atm.
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of the anode due to micro-cracks. Nevertheless, repeated redox-cycles lead to Ni agglom-
eration and decrease the mechanical stability of the anode structure, which can result in
cell cracks and cell failure in the worst case.
There are several reasons for the oxygen partial pressure to rise over the critical limit
during SOFC operation:
• accidental breakdown of fuel supply;
• warm start of a fuel cell system with reformer when the fuel cell stack is already
at operating temperature but the reformer is not ready yet to provide the necessary
fuel gas;
• a bad operation point of the fuel cell stack with a high pO2 (high pH2O, see equa-
tion (2.12) and (2.13)) at the end of the gas channel, induced by a too large current
density applied.
One special case for the damage of the SOFC anode by redox cycles was studied in a
research project (‘Herausforderung Brennstoffzelle’ [79]), where the impact of the in-
verter feedback on the stability of the cell was investigated. Inverters are used to connect
electrochemical systems (DC voltage sources) to the Alternating Current (AC) power net-
work. Their load signal is characterized by an offset current plus a 100Hz ripple (double
AC frequency of the power network). It was found, that a large 100Hz ripple can cause
superﬁcial redox-cycles in the case of a low operation voltage (Uop ≤ 0.7V) at the gas
outlet of a SOFC stack, where a high pH2O is present in the fuel gas in order to achieve
high power densities.
2.5.2.2. Stability of the YSZ Electrolyte in SOFC
The standard material for SOFC electrolytes is YSZ (see section 2.5.1.1). It is stable at
all relevant operating conditions for fuel cell operation. If the cell is operated under dry
conditions (low pH2O at the fuel electrode) in SOEC mode at high current densities, the
potential on the interface electrolyte/anode can reach a critical value, so that the zirconia
is reduced to zirconium [80].
However, it was found, that the re-oxidized boundary layer has better electrochemical
properties than the structure had before, due to an altered microstructure as shown in
[81, 82, 83, 84]. The microstructural change after re-oxidation can be observed in ﬁ-
gure 2.16. The new structure was investigated by SEM and Transmission Electron Mi-
croscopy (TEM) and showed a 200 nm thick nano-structured interlayer consisting mainly
of re-oxidized YSZ between anode and electrolyte, that is likely to have increased the
electrochemically active area of the anode. Because of the beneﬁcial impact on cell per-
formance, the technique of adjusting a short time reverse current density has been denom-
inated Reverse Current Treatment (RCT).
The potential reduction of YSZ has been investigated by many researchers as reviewed in
[85]. A complete reduction of the electrolyte in SOEC mode is prevented by an emerging
electronic conductivity under these condition as pointed out in [86] and can be veriﬁed by
the conductivity diagram in [87].
















Figure 2.16.: SEM images of the interface between AFL and YSZ electrolyte of sam-
ple S.1 after FIB polishing: YSZ electrolyte (top) and μm-sized Ni and YSZ
grains within the AFL (bottom); (a) underneath the working electrode show-
ing the nano-structured Ni/YSZ interlayer (NSI: center), which was formed
by RCTs, (b) underneath the reference electrode and therefore not affected
by the RCTs.
2.5.2.3. Li Plating in LIBs
Li plating is a serious problem for the success of LIBs. It occurs at low temperatures
during charging of the battery at high C rates [88, 89].
During charging, Li ions are transported through the electrolyte to the anode, where they
have to be inserted into the anode. At low temperatures the diffusion into the anode is
very slow and causes large overpotentials. These can be so high, that a precipitation of
metallic Li becomes energetically more attractive. Then Li dendrites are formed starting
at the interface anode/electrolyte and growing towards the cathode.
This leads to a loss of active Li in the battery and can end up in an internal short circuit
destroying the cell. For these reasons research currently focusses on possibilities for the
early detection of Li plating.
2.5.2.4. Stability of the Electrolyte in LIBs
LIBs are attractive because of the high potential difference of possible anode and cathode
materials. This results in a high cell voltage, which is directly linked to a higher energy
density compared to systems with the same capacity but a lower cell voltage.
However, the high potential difference is responsible for demanding requirements for the
electrolyte, as it has to show a high conductivity for Li ions and must be stable at all
potentials present between anode and cathode.
This is a major drawback for the so-called ‘5V battery’ that aims to reach a cell voltage
of Uop = 5V [90]. As of the publication of this thesis, there is no standard electrolyte
material available, that meets these requirements.
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2.6. Modeling of Electrochemical Systems
The means to model an electrochemical system are chosen according to the model’s pur-
pose. As could be seen in the preceding sections, electrochemical systems are complex
in their dependencies and interdependencies on various physical and chemical quantities.
This introduces the ﬁrst purpose of the intensive modeling activities for electrochemical
systems during the last century:
• If a process can be characterized by a physically motivated model, materials and
structures of electrochemical cells can be optimized, i. e. minimizing losses and
maximizing performance and efﬁciency.
But this is not the only motivation for appropriate models of an electrochemical cell:
• For a complete description of an electrochemical system, all processes have to be
identiﬁed. When all known basic relations of system processes can be modeled, the
easier it is to identify previously unknown residual processes. This is was done in
[91], where the accurate anode model developed in [39, 92] was applied to separate
anode and cathode losses and to identify sources of long-term degradation in high
performance SOFC cathodes.
• System models are commonly applied to Electronic Control Units (ECUs) including
BMSs and diagnosis systems. The inclusion of these external components become
necessary, as electrochemical cells move toward commercialization.
The main purposes of an ECUs are:
• to estimate the State of Health (SOH) of an electrochemical system,
• to act as a fault detection and diagnosis system, and
• to control the operating point of the system.
To be eligible for an ECU, it is a prerequisite, that the simulation in the time domain is
possible with this model and that it can run with little computational effort on an ECU in
an automobile or in a CHP system.
The choice for the right approach also depends on the size and the characteristics of the
system. Therefore micro- and macro-models are distinguished in this thesis. But the focus
in this section is the presentation of possible fundamental approaches in order to describe
an electrochemical system: How different scales affect modeling methodology will be the
subject of section 5.1.
Further, it is sensible to categorize the different approaches in static and dynamic models.
For a static model all relevant quantities are calculated in one operation point. These mo-
dels are needed to predict power output and efﬁciency in a system for example. Dynamic
models try to reproduce the dynamic behavior of an electrochemical system and are used
for identiﬁcation, prediction and diagnosis of the whole system during operation but are
also able to treat the system processes separately, as will be demonstrated in detail in
section 5.3.
Realizations of the models vary in the same way the purposes for models vary. While
physically motivated or physical models are preferable for the ﬁrst two reasons above,
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they are hard to obtain and to parameterize in practice. Therefore alternatives have been
established. The models can be classiﬁed into black box models, when no physical mean-
ing is represented by the model parameters and the model is a pure behavior model. Due
to the free choice of model equations, an accurate reproduction of the system behavior
with respect to input and output variables is often achieved. White box model in con-
trast contain every known relationship between relevant variables. Between black box
and white box models, literally every shade of grey is possible as a model description as
pointed out in [93]. In the following section, some examples of white box (section 2.6.1),
grey box (section 2.6.2) and black box (section 2.6.3) model approaches will be presented.
A comprehensive overview of SOFC modeling activities is provided in [94].
2.6.1. White Box Models (Physical Modeling Approach)
The aim of these models is an exact physical description of the modeled system. Due
to the inherent complexity of electrochemical systems, this goal is quite cumbersome.
However, three approaches shall be introduced in this section that try to simulate electro-
chemical systems based on very fundamental physical and physicochemical relations.
2.6.1.1. Elementary Kinetics Modeling
These models try to reproduce the elementary kinetic steps in an electrochemical system
[95], like the oxidation of CO on the TPB of Ni/YSZ patterned anodes [96] in order to
apply these models to technically relevant structures. To accomplish this, homogenization
(see section 2.6.2.2) is necessary because of computational complexity. This methodology
results in a multiscale approach (see section 2.6.2.3).
2.6.1.2. Microstructure Modeling
The ﬁeld of microstructure modeling is an emerging discipline in material science. Its
aim is to establish geometric descriptions of real microstructures reproduced from test
samples. On these microstructures, the fundamental thermodynamic and kinetic differen-
tial equations are applied to reproduce the static and dynamic behavior of the test sample
during operation.
Owing to the availability of FIB/SEM devices, high resolution X-ray tomography devices
and increasing computational power, the geometries of complex real electrode structures
can be obtained and evaluated with multiphysics Finite Elements Method (FEM) software
packages like Comsol. The progress during the last years led from small microstructures
based on coarse artiﬁcial structures like [97] for SOFC electrodes to geometries that con-
stitute Representative Volume Elements (RVEs) of real electrode structures [98, 99, 100].
The main drawback for microstructure modeling is model complexity and limited avail-
able computational power.
2.6.1.3. Computational Fluid Dynamics
The ﬁeld of Computational Fluid Dynamics (CFD) is a supplemental physical ﬁeld ap-
plied to fuel cell models, which accounts for gas ﬂow characteristics and the related effects
on the behavior of the cell. It has attracted some attention during the last years [101, 102]
but interest has lagged recently due to advances in microstructure modeling.
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2.6.2. Grey Box Models
When trying to establish a white box model, the complexity of the system often prohibits
a complete physical description. For this reason, empirical or homogenized relations and
parameters are added, resulting in so-called ‘grey box models’. The denomination ‘grey’
indicates a mixture of black and white box models. In fact, different shades of grey are
distinguished in [93].
Three types of grey box models will be addressed brieﬂy.
2.6.2.1. Equivalent Circuit Models
ECMs are a powerful modeling tool. By using electrical equivalents, or circuit elements,
impedance responses are reproduced. In some cases like the Warburg element (see sec-
tion 2.3.3.5), which represents gas diffusion in the anode substrate in [39], a physical
process can directly be assigned to the circuit element. In those cases the ECMs are sim-
ilar to a white box model. However, in most cases more empirical circuit elements like
the RQ circuit (see also section 2.3.3.5) have to be applied, resulting in a physically mo-
tivated but still empirical model – and therefore a grey box model. From the parameters
of the electrical equivalents valuable information about the characteristics of the modeled
processes can be deduced.
Advantages and the capability of ECM will be further discussed in chapter 5.
2.6.2.2. Homogenized Models
The complexity of microstructure models has already been addressed in section 2.6.1.2.
One possible way to handle a microstructure model is to simplify the model by homog-
enizing sensible processes or spatially distributed variables, as it was done in order to
model the charging and discharging of LIBs in [103].
Another method is the introduction of effective parameters, if there is no way to determine
the exact values, like it was done in [104] for the bulk diffusion coefﬁcient of a SOFC
cathode consisting of LSCF.
2.6.2.3. Multiscale Modeling
A grey box model is the result of the multiscale approach presented in [105]. As ﬁrst
step elementary kinetics models are established for basic electrochemical reactions (see
section 2.6.1.1). The results are homogenized (see section 2.6.2.2) and inserted into the
next scale – the electrode. The results for the electrodes are again homogenized and
inserted into the cell scale, and this method continues for stack and system scales. This
way macro-models on the basis of elementary kinetic steps are established.
2.6.3. Black Box Models (Behavior Models)
The purpose of black box models is to reproduce the input-output behavior of a system.
Traditional examples for black box models are neural networks and FUZZY logic models
[106, 107]. More recently, subspace identiﬁcation has become popular for the identiﬁca-
tion and modeling of nonlinear systems [108].
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Another practicable way to obtain an accurate model is through experimental measure-
ments. In the case of static models, only a static parameter map has to be parameterized
for all output variables depending on all relevant input parameters over the relevant area
of operating conditions. For input values that do not lie exactly on the measured grid,
the output values are obtained via linear or cubic interpolation. For systems with pro-
nounced nonlinearities, cubic interpolation yields more accurate results, whereas linear
interpolation is much faster.
If the dynamic behavior is to be modeled, the approach in [109] yields good results for
LIBs and is also applicable for SOFCs. With the help of the Distribution of Relaxation
Times (DRT) (see section 4.4) a state-space model for the dynamic behavior of the system
in the operating point can be obtained. If this is done for various operating points and the
results are compiled in a parameter map for every possible state in the state-space model,
a dynamic simulation over the whole relevant operating area becomes possible. It was
also shown in [109], that the obtained simulation results showed very small deviations
from measured values.
3. Measurement Techniques and their
Technical Realization
In this thesis the focus is set on the measurement of current and voltage of electrochemical
systems and the possible ways to analyze the obtained data. Hence, this chapter will point
out static and dynamic standard techniques and special requirements for fuel cells and
batteries to measure these two quantities reliably.
This chapter also includes newly developed measurement techniques. The Time Domain
Measurement (TDM) in section 3.6.2 is a new approach of calculating an impedance
spectrum using time domain data, that was developed at Institut für Werkstoffe der Elek-
trotechnik (IWE)1. The multisine (section 3.5.2) and the Single Frequency Electrochemi-
cal Impedance Spectroscopy (SFEIS) techniques (section 3.5.3) are not new to the ﬁeld of
electrochemical system, however, the ﬁrst results of these techniques applied to fuel cells
and batteries are presented in this thesis.
But at ﬁrst, the test benches and test samples will be introduced in sections 3.1 and 3.2,
respectively. The presentation of measurement techniques starts with static measurements
in section 3.3 and proceeds to the introduction of Cyclic Voltammetry (CV) and Cyclic
Amperometry (CA) in section 3.4. Electrochemical Impedance Spectroscopy (EIS) as
the most important measurement technique for this thesis is subject to section 3.5.1. The
presentation of TDMs follows in section 3.6.
A brief introduction to temperature measurement is given in section 3.7.1 and into gas
ﬂow measurement in section 3.7.2. these sections provide the theoretical basis for all
measurement equipment used in this thesis.
3.1. Test Benches
The reproducible measurement of all quantities mentioned in this chapter requires a so-
phisticated measurement environment. This section describes the test equipment used at
1The TDM has already been published in [110].
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IWE to ensure such an environment and states the setup used for the measurements in this
thesis. As this differs strongly in conﬁguration and speciﬁcations for Lithium-Ion Bat-
terys (LIBs) and Solid Oxide Fuel Cells (SOFCs), the test benches used are introduced
separately.
3.1.1. Test Bench for LIB
The test benches for LIBs are very simple in principle, but are complex in practice be-
cause of safety issues. An advantage for LIB test benches is that every LIB is an enclosed
system: reactants and products are conﬁned to the system. Temperature is the only exter-
nal condition applied. For experiments analyzing the thermal behavior, it should be noted,
that current collectors are good heat conductors and the terminals have a considerable heat
mass.
A furnace is not sufﬁcient to provide and maintain operating temperature
(T = 0 . . . 60 ◦C). There are four possibilities to provide the required stable temperature
range for LIB samples realized at the IWE2:
• Controlled ambient air. If no temperature variation is needed for the experiment,
the cell can be tested in ambient temperature, if the laboratory environment is ade-
quately controlled.
• Environmental chamber. In an environmental or climate chamber, temperature
and humidity can be adjusted. They are commonly used to test the resistivity of
products and materials against heat, cold, and humidity. Humidity control is not
needed for LIB measurements, because the samples are enclosed systems. Nev-
ertheless, these chambers are widely available and are commonly used in LIB re-
search. The chambers used at IWE are a Weiss WK1 180 and a Weiss WK1 340/70.
• Temperature chamber. Temperature chambers only provide the option to control
temperature and are therefore perfectly suited for LIB testing. The variety of prod-
ucts on the market is still limited, but with the recent boost in LIB research, temper-
ature chambers are becoming more widely available. The model Vötsch VT4002 is
being used at the IWE.
• Peltier element. The Peltier effect can be used to change the temperature of a
surface. In the corresponding Peltier element only a current has to be adjusted to
pump heat from one side of the element to the other. Devices suitable for LIB
testing can be designed. However, most of the systems available on the market
have a limited temperature range, which is not appropriate for LIB tests. In [111] a
custom-made test setup including a Peltier element and a controller was designed.
For tests with large cells (Q > 10Ah), the Weiss WK1 340/70 environmental chamber is
equipped with a CO2 extinguisher. This precaution cannot immediately stop the burning
of a cell, but does cool down the system in case of thermal runaway and ﬁre, and allows
for a controlled reaction of the Li with the O2 in the cell.
Smaller cells (Q < 10Ah) do not require a extinguisher unit. Instead a safety chamber
controls the exhaust gases and liquids that may leak out of a cell after failure. For this pur-
pose, heavy metal boxes with exhaust channels ﬁlled with metal foam are used to prevent
2The experiments with LIBs in this thesis were conducted in controlled ambient air.
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eventual ﬂames from exiting the box and damaging the test chamber. The experimental
cells used at IWE (see section 3.2.1) have a very low capacity and no additional measures
need to be taken to guarantee their safety, once they are assembled.
Battery test benches are often realized as multi-channel test benches. Some reasons for
this are:
• The investment cost for additional channels is quite low and several small cells can
be placed together in one climate chamber. Cell housings are reusable and low
priced compared to other measurement equipment.
• Experiments have long measurement times because of slow processes in LIB.
• Reproducibility in experimental LIB cells is still problematic, particularly, if a ref-
erence electrode is applied.
Electrochemical measurements on cells with a capacity Q < 10Ah are commonly con-
ducted with a multichannel potentiostat and cell test system including Frequency Re-
sponse Analyzers (FRAs), such as the Solartron 1470E used in conjunction with 8 So-
lartron 1455FRA. Due to the high Open Circuit Voltage (OCV) of full LIBs cells, the
Solartron 1260 can only be used for symmetrical cells. Additionally, the Solartron
1287 electrochemical interface or potentiostat is used for full cell tests. For larger cells
(Q > 10Ah), a Zahner IM6 together with a power potentiostat3 is used. If the cell voltage
Uop needs to be determined with very good accuracy, an Agilent 34970A may be used to
log static and dynamic voltage data up to a sample frequency of f = 1Hz in parallel. In
section 3.3.1, the voltage measurement is explained in more detail. Special measurement
setups for TDMs and Nonlinear Electrochemical Impedance Spectroscopy (NLEIS) are
described in sections 3.6.2 and 3.5.5, respectively.
3.1.2. Test Bench for SOFC
The test benches for the measurement of SOFC single cells are available for two different
sizes of active electrode areas at IWE, which will be explained in section 3.2.1. The
conﬁguration of the test benches is equal. Both setups were used for the measurements
conducted on the corresponding single cells in this thesis. Here, a short summary of the
components will be given. A detailed description of the test benches can be found in
[39, 67, 112, 113].
• Furnace. In a properly insulated SOFC stack, the secondary heat produced during
operation is enough to maintain the operation temperature. The heat produced by
the small test cells is not sufﬁcient and a furnace is needed to maintain operating
temperatures T = 600 . . . 800 ◦C.
• Ceramic housing and tubes. Ceramic tubes are used to direct gases from the mass
ﬂow controllers (see below) into a ceramic housing. There the gases are directed
to the active electrode areas in a co-ﬂow setup. The ceramic housing has to insu-
late the cell from the outer gas atmosphere and to separate the anode and cathode
atmospheres.
3Model numbers: Zahner PP201 (±10V, 20A) and Zahner PP241 (±5V, 40A)
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• Burning chamber. In the burning chamber H2 and O2 are brought together and H2
is burned with the help of a Pt catalyzer net to produce steam (H2O). It is either
located inside the furnace or is mounted externally and is heated to avoid water
condensation. This allows for arbitrary mixtures of fuel gas and water vapor to be
introduced to the feed gases, thereby adjusting pH2O.
• Mass ﬂow controller battery. Mass ﬂow controllers are used to adjust the gas
ﬂow rate Qgas to the electrodes. The experiments in this thesis are all in H2/H2O
operation with air on the cathode side.
• DC power supply. The standard device for adjusting constant currents during a
measurement is an Agilent Power Supply4. Other devices used for EIS and TDM
are presented in the corresponding sections.
• Thermocouples. For temperature measurement three thermocouples are used as a
standard: one for controlling the furnace temperature, one on the cathode and anode
sides, respectively. These are approximately d = 2mm away from the electrodes to
ensure they are not introduced into the gas ﬂow ﬁeld. Thermocouples as devices to
measure the temperature are the subject of section 3.7.1.
• Data acquisition unit. The digitalization and recording of the measurement values
is realized via an Agilent 34970A data acquisition control unit. All measured values
(voltage, current, gas ﬂows, temperatures) are recorded every 10 sec.
• Control. All devices in the test bench are controlled via an integrated software tool,
that was developed speciﬁcally for the SOFC test benches at IWE.
3.2. Test Samples
In this section, the geometries of the tested samples are presented. The applied materi-
als and the corresponding chemical compositions have already been introduced in sec-
tion 2.5.1. A list of the samples measured in this thesis is provided in section A.
3.2.1. SOFC
Two geometries of planar Anode Supported Cells (ASCs) were tested in thesis. As
depicted in ﬁgure 3.1, the active cell areas are the main difference: A1 = 1 cm2 and
A16 = 16 cm
2, both on a AS = 5× 5 cm2 = 25 cm2 substrate.
It will be demonstrated in chapter 5, that the A1 cell can be regarded as a small scale sys-
tem and the A16 cell as a large scale system, because homogeneous operating conditions
can be assumed for the A1 cell in contrast to the A16 cell.
3.2.2. LIB
The LIB tested in this thesis is a commercial Li-ion pouch bag cell with a capacity of
Q = 120mAh. The setup for the experimental cells used at IWE is described in [27, 114].
4Model numbers: 6612C (Imax = 2A), E3646A (Imax = 3A), E3644A (Imax = 4A).
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8YSZ electrolyte (10 mm)
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Figure 3.1.: ASC single-cell types used in this thesis: A1 cell (left) and A16 cell (right) in
topview (top) and side view (bottom, not to scale).
3.3. Static Measurement of Current and Voltage
In this section the static voltage, current and conductivity measurements are introduced.
The measured static voltage is always denominated as Uop and the static current as I .
As this section is about the measured current in the measurement device, the usage of
the current density J will unnecessarily complicate the information provided here. For
additional information see also section 2.3.
3.3.1. Voltage
The voltage Uop is used to specify the cell voltage. The 4-wire setup used for all voltage























Figure 3.2.: Scheme of (a) a 4-wire measurement setup and (b) a 2-wire setup. In the cur-
rent excitation branch, the current is adjusted and the voltage is measured
at the end of the voltage measurement branch. The denomination of the
connections is chosen corresponding to the standard in electrochemical mea-
surements: CE (counter electrode), WE (working electrode), RE+ (reference
electrode high), and RE- (reference electrode low).
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ment device, Umeas. It is deﬁned as the different in potentials, ϕ at the electrodes used for
the voltage measurement,
Umeas = ϕhigh − ϕlow (3.1)
A 4-wire setup uses different connections for providing an offset current through the sam-
ple and for measuring the voltage of the sample, as can be seen in ﬁgure 3.2(a). This way
no current ﬂows through the voltage measurement branch, because a good voltage mea-
surement device is characterized by a very high inner resistance. If a very low current in
the voltage measurement branch can be assumed, no voltage drop in the connections from
the sample to the voltage measurement device distorts the voltage of the sample Uop. In
an optimized 4-wire setup, the voltage connections are connected near the measurement
object, as shown in ﬁgure 3.2(a).
A 2-wire setup, as it is depicted in ﬁgure 3.2(b), is suitable for an accurate voltage mea-
surement at OCV, because no current is ﬂowing and no voltage drop will distort the volt-
age measurement. Also for some conductivity and impedance measurements with high
resistances, a 2-wire setup is sufﬁcient.
For an accurate voltage measurement, the measurement device must provide a suitable
measurement range. The expected voltage to be measured should be about 80% of the
maximum voltage of the measurement range. Then it is guaranteed, that the measured
values do not exceed the measurement range in presence of measurement noise and that
the resolution of the measurement device is used to full capacity.
The resolution of the Analag Digital (AD) converter is given in units of ‘bit’. Typical
values reach from 8 to 24 bit. This means, that the measurement range is divided into
28 = 256 to 224 = 16.8 ·106 intervals. The importance of a small increment becomes very
important for CV and CA measurements, as will be shown in section 3.4.
Basic and advanced circuits for signal adjustment are presented and explained in detail in
[25]. Those relevant for electrochemical measurement are summarized in [1]. The static
voltages in this thesis were all measured with a Agilent 34970A data acquisition control
unit. The resolutions and measurement ranges of the measurement devices are difﬁcult
to compare, since every manufacturer tends to specify different properties. However, the
corresponding webpages provide the required information for the interested reader.
3.3.2. Current
The static currents in this thesis were adjusted with Agilent Power Supplies (see also
section 3.1). They were measured either by the power supply itself, or via a voltage
measurement over a shunt, with the Agilent 34970A Data Acquisition Control Unit.
The conversion of the analog current signal into a digital value cannot be done directly as
is done for the voltage measurement, because Digital Analag (DA) converters work with
voltages. In the following sections, two methods to convert the current into a voltage are
presented.
3.3.2.1. Shunt
A shunt is a resistor with accurately known resistance [115]. It is connected in series with
the other components in the electrical circuit, in which the current is to be measured. The























Figure 3.3.: (a) Symbol of a shunt and (b) impedance spectrum of the 50mΩ shunt used
at IWE.
two additional connectors of the shunt are used to directly measure the voltage across the
shunt in a 4-wire setup. The resistance of the shunt must be small in order to minimize
any effect on the characteristics of the electric circuit. The resistance of the shunt must be
known accurately and should be temperature stable. This way, the measured voltage drop





This is an acceptable method for Direct Current (DC) currents. At high frequencies,
shunts show inductive behavior like all resistors, so that the measured voltage is not in
phase with the current through the shunt anymore. This can be corrected by an a priori
characterization of the shunt for a wide frequency range. The complex impedance, Zshunt,
of the shunt is then used to calculate the corresponding current instead of the resistance





Special high frequency shunts are used for impedance measurements. The type used for
the test benches at IWE was measured to evaluate the qualiﬁcation for a usage at high
frequencies, as can be seen in ﬁgure 3.3(b). In this ﬁgure, the rising inductivity for higher
frequencies is clearly visible. Temperature and load stability was tested by applying a
constant current of up to I = 2A during the impedance measurement.
3.3.2.2. Magnetic Sensors
Another method to measure the current is to use the magnetic ﬁeld, that is generated
around an electric conductor when a current ﬂows inside it. The physical effect that
is used to determine the current is the hall effect [24]. For the current measurement a
hall sensor is used. The technique is well-established and a large variety of sensors is
commercially available. The advantage to this technique over using shunts is the galvanic
isolation of the measurement signal and the current through the sample.
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Figure 3.4.: (a) Schematic of a conductivity measurement setup utilizing a 4-probe setup
and (b) schematic of an ideal potential distribution in a sample during con-
ductivity measurement with the setup shown in ﬁgure 3.4(a).
Other magnetic sensor types exist, such as the LEM ITZ series, where a secondary current
signal compensates the current inside the sensor induced by the magnetic ﬁeld of the
current to measure Imeas. This secondary current is an exact copy of Imeas. This sensor
principle enables high frequency measurements up to 800 kHz. The market leader for both
types of sensors is LEM. The major disadvantages of these techniques are the complexity
of the sensor and the high price compared to a simple shunt.
3.3.3. Conductivity
The electronic and ionic conductivities of the materials are of interest for a complete
characterization of electrochemical systems. Although conductivity measurements are
not the main topic of this thesis, some remarks shall be stated here.
For conductivity measurements, a current is adjusted through the sample under test and the
voltage drop over the sample is measured. If an electronic conductivity is to be measured,
the resistance of the sample determines if a 2-wire or a 4-wire setup should be used, as
already explained in section 3.3.1. If contact resistances between the connections and the
sample are not negligible, a 4-probe setup must be used, as shown in ﬁgure 3.4(a). In
this setup two reference electrodes, RE+ and RE-, are used for the voltage measurement.
This means, there is no current ﬂowing through them and the contact resistances have no
inﬂuence on the measurement.
The same is true for the measurement of the ionic conductivity. Here electrodes are
needed, which provide the charge transfer from electronic charge to ionic charge, because
the measurement device can only provide and measure electronic current. All electrodes
used for this purpose are subject to losses in form of resistances as long as a current is
ﬂowing through them. This is not the case in the 4-probe setup described above. The volt-
age drop over the length spanned by the two reference electrodes, RE+ and RE-, is not
affected by the electrode resistances, as indicated in ﬁgure 3.4(b). Due to the fact that the
current in an unbranched electrical circuit is always equal, the current through the sample
is the same as the current adjusted by the current source through the electrodes CE and
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, with Umeas = ϕ(RE+)− ϕ(RE-). (3.4)
For conductivity measurements, a combination of a power supply and a data acquisition
control unit as described in sections 3.3.1 and 3.3.2 is suitable.
3.4. Cyclic Voltammetry and Cyclic Amperometry
There is another class of methods, that will be included in the overview given in this
thesis. These measurements work with very small constant current excitations, ICC, or
voltage sweeps with very slow scan rates, sCV, and can therefore be denominated as quasi-
stationary measurement techniques or close-to-equilibrium measurements [116]. Quasi-
stationarity or close-to-equilibrium state is commonly deﬁned by a maximum deviation
of the voltage from the equilibrium state, i. e. the OCV.
The introduction given in this section is not intended to explain CV and CA in full detail.
It will only be pointed out in which way these techniques are suitable and how they can
be applied to experiments on LIBs for the following purposes:
• Test the chemical stability of a system.
• Identify the insertion potentials of a system.
They are particularly sensible for secondary galvanic cells such as LIBs, because these
show a capacitive behavior and the OCV depends on the State of Charge (SOC).
It is difﬁcult to provide a full list of measurement techniques, that belong to the class
discussed here, because there is a very large number of methods, that are deﬁned in the
literature. However, some measurement techniques are equivalent, even though different
names have been used to specify them. Four basic and two relatively new measurement
techniques will be introduced with the denominations, that constitute the most frequently
used terms in the literature:
• Cyclic Voltammetry (CV): CV is a measurement technique applying linear volt-
age sweeps in both positive and negative direction. In order to visualize the ob-
tained result, the measured current is plotted over the adjusted voltage, as shown
in ﬁgure 3.5(b). A peak in the CV diagram signiﬁes that a certain electrochemical
process is triggered by passing the corresponding voltage, like it is the case for the
insertion of Li ions into an anode or cathode material [117]. A peak shift between
positive and negative sweep is a measure for the reversibility of the electrochemical
process. The slower the scan rate the more pronounced and separated these peaks
are. In [117] a very slow scan rate of sCV = 5μV/sec is reported. If the current ap-
proaches zero, for the adjusted voltage reaches Uend or Ustart for the second time at
t1, the electrochemical system is stable within the voltage range U = Ustart . . . Uend.
A decomposition of the electrochemical system is indicated by a signiﬁcant rise in
current towards the decomposition voltage5. At this voltage, at least one compo-
5The decomposition voltage is the voltage until a material is stable. Some materials as YSZ (see sec-
tion 2.5.2.2) are decomposed into cations and anions above its decomposition voltage which is strongly
dependent on oxygen partial pressure and temperature.





















Figure 3.5.: (a) Scheme of the voltage excitation signal of a LSV and CV measurement
(LSV: t = tstart . . . tend, CV: t = tstart . . . t1 . . .) and (b) scheme of a CV
diagram.
nent is decomposing in positively and negatively charged species, that wander to
the opposite electrodes and thereby provide an additional current.
• Linear Sweep Voltammetry (LSV): A Linear Sweep Voltammetry (LSV) consists
of only one voltage sweep in either the positive or negative direction. It can be
said that a CV experiment consists of at least two consecutive LSV experiments
with opposite direction. Conducting two LSV experiments with opposite directions
provides the possibility to introduce a waiting time during the sweeps in order to let
the tested sample fully equilibrate. LSV (or Constant Current Measurement (CCM))
is the experiment, on which Incremental Capacity Analysis (ICA) and Differential
Voltage Analysis (DVA) are based, even though experiments with constant current
are favored in this thesis, as explained in the next item.
• Cyclic Amperometry (CA): CA is comparable to CV, only that the excitation sig-
nal is a constant current as shown in ﬁgure 3.6(a) and the course of the voltage is
measured as depicted in ﬁgure 3.6(b). This does not yield an explicit diagram like
CV, but has advantages concerning the technical realization of the experiment. Like
CV, the direction of the excitation signal is switched at a speciﬁc voltage level. Ad-
ditionally, the current density is limited in this experiment, so that the heat emitted
by the electrochemical reaction, which shows a linear dependency on the current
density in ﬁrst approximation (see section 2.4.2), is also limited, facilitating the
thermal management of the sample during the experiment. These advantages are
also utilized for relatively new techniques such as ICA and DVA, which will be
introduced below. The voltage over time curve obtained from the LSV experiment
can easily be transformed into a CV diagram by basic mathematical operations, as
shown in [118].
• Constant Current Measurement (CCM): For the sake of completeness, the CCM
is introduced as applying a constant current for a speciﬁed time or until a speciﬁc
voltage level is reached. It is the experiment, on which ICA and DVA are based.
• Incremental Capacity Analysis (ICA): This new technique has caught remarkable
attention recently and for this, it is addressed here brieﬂy. It is based on LSV or CA,
















Figure 3.6.: (a) Scheme of the current excitation signal of a CCM and CA measurement
(CCM: t = tstart . . . tend, CA: t = tstart . . . t1 . . .) and (b) scheme of a CA
diagram.
but gains valuable information about the system by another display type: namely
by plotting the incremental capacity IC = ΔC/ΔU over the voltage, as described
in [116].
• Differential Voltage Analysis (DVA): DVA uses LSV or CA measurement tech-
niques as well, but the authors of [119] suggest to plot −Q0 · dV/dQ over the SOC
in order to obtain a characteristic display, where the intercalation processes can be
better separated than in a CV analysis.
The two latter techniques have been examined in a recent diploma thesis at IWE [118].
There is a number of devices suitable for the measurement of CV and CA data and these
measurement techniques are part of the software packages delivered together with the
Solartron 1470 and the Zahner IM6 and can easily be designed for a Novocontrol Alpha
A. Due to the high resolution available, a combination of DC power supply and data
acquisition units as described in section 3.3.3 coupled with an adequate control software
is recommended.
As discussed in [120], one problem of the CV measurement is the limited resolution
of the potentiostat. This is particularly notable for very slow scan rates. The adjusted
voltage does not follow a linear sweep, but has a stepped course, where the resolution
of the potentiostat becomes obvious, as shown in ﬁgure 3.7(a). The obtained current
signal is also not smooth. It is rather a series of step responses, as can be observed in
the response signal in ﬁgure 3.7(b), and it is not clear which points to choose from this
signal for data analysis. Fortunately, deviations are very small and good results can be
obtained with either minimum, maximum or average of one step. Only the integration
of the current that has ﬂown during a voltage sweep from yields signiﬁcant deviation,
if minimum, maximum or average of one step are taken into account. However, a CV
measurement has not the intention to determine the capacity of an electrochemical system
and this is also not recommended in this thesis. Better data is obtained by the CCM
method. Here, only a constant current has to be applied for a certain time. Apart from
the measurement noise that superposes the constant current in ﬁgure 3.7(d), no inaccuracy
in the excitation signal is expected. The voltage response in ﬁgure 3.7(c) indeed shows
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Figure 3.7.: (a) Voltage excitation signal for a CV measurement with a Solartron 1470,
(b) corresponding current response signal for the voltage excitation shown
in ﬁgure 3.7(a) with the Solartron 1470, (c) corresponding voltage re-
sponse signal for the current excitation shown in ﬁgure 3.7(d) with the So-
lartron 1470, and (d) current excitation signal for a CCM measurement with
a Solartron 1470. Measurements were conducted with sample L.2.
a similar stepped response as in ﬁgure 3.7(a), but in this case it is only a quantization
problem of the voltage measurement and behavior of the system under test is smooth.
Adequate ﬁlters also yield smooth measurement results [118].
3.5. Impedance Techniques in the Frequency Domain
EIS is the most common technique to measure the impedance of an electrochemical
system. In the ﬁrst part of this section, EIS is introduced including practical informa-
tion about its application. In the subsequent sections, modiﬁcations to standard EIS
are presented. These comprise the multisine technique (a.k.a. Dynamic Electrochem-
ical Impedance Spectroscopy (DEIS), section 3.5.2), SFEIS (section 3.5.3) and NLEIS
(section 3.5.5). Two examples for SFEIS are also provided, demonstrating its capability
to analyze speciﬁc characteristics of SOFCs. These examples are the temperature mea-
surement via SFEIS in section 3.5.3.1 and the determination of the dynamic change in
cathode resistance upon gas variation in section 3.5.3.2.
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3.5.1. Electrochemical Impedance Spectroscopy (EIS)
The dynamics of electrochemical energy converters can be measured by EIS. In recent
years EIS has been established as one of the most important non destructive characteriza-
tion methods for electrochemical systems such as batteries or fuel cells. It is applied to
model systems as well as to commercially available consumer products. It can be used
for fundamental research to analyze the dynamics of basic electrochemical processes as
well as for parameter identiﬁcation of a diagnosis systems for commercial applications.
Recently, the history of EIS has been reﬂected on in [121].
The measured physical quantity is the complex and frequency dependent resistance, Z(ω),
obtained as the so-called impedance spectrum. A valid impedance spectrum can only
be obtained if the criteria of causality, linearity, stability and ﬁniteness are met by the
measured system [122] (see also section 4.3). Information gained from an impedance
spectrum comprises the static behavior of a system at very low frequencies to judge the
performance, as well as the dynamic behavior of the system by mapping the polarization
processes with different relaxation times as a non-parametrical process model. The ana-
lysis of such an impedance spectrum is not restricted to a predeﬁned evaluation method
or model assumptions. This offers the possibility to use a variety of speciﬁcally capable
evaluation methods for analysis, as will be shown in chapter 4.
The measurement itself consists of a series of consecutive measurements at different fre-
quencies. These are commonly logarithmically spaced and deﬁned by the highest fre-
quency flow, the lowest frequency flow, and the (equally spaced) Points Per Decade (PPD).
At each frequency point, a sinusoidal perturbation signal is used to cause the electrochem-
ical system to perform a harmonic oscillation around the operating point. Both perturba-
tion signal and system response are recorded over a number of periods. The impedance
for the analyzed frequency can be determined via orthogonal correlation with a strictly
analogue circuit [36]. More recently developed measurement devices record the signals





All quantities on the right side of equation (3.5) are obtained by Discrete Fourier Trans-
formation (DFT). If Fam(ω) is deﬁned as the DFT of the measured sequence am(ω),
m = 1, . . . ,M with M sample points, then:
Uˆ(ω) = |Fum(ω)(ω)|, (3.6)
Iˆ(ω) = |Fim(ω)(ω)|, (3.7)
θU(ω) = argFum(ω)(ω), (3.8)
θI(ω) = argFim(ω)(ω). (3.9)
The obtained values for Z(ω) are then compiled to the so-called impedance spectrum as
explained in section 2.3.3.1. In the following sections, some practical advice is given that
should be considered in order to obtain high quality impedance spectra.
56 3. Measurement Techniques and their Technical Realization
3.5.1.1. Type of Perturbation Signal
There are three commonly used ways to provide the sinusoidal perturbation of the system
under test for EIS:
• Galvanostatic: In this case the perturbation is realized by an alternating current
with the amplitude and frequency as parameters to choose. This method is espe-
cially appropriate for small impedance values. When the impedance further de-
creases during the measurement, the peak current is limited by deﬁnition.
• Potentiostatic: This mode is to be chosen for high impedances, because the opti-
mum perturbation amplitude – mostly Uˆ = 5 . . . 12mV – is guaranteed. For high
impedances, there is no danger of a unintentionally high current through the system.
• Pseudogalvanostatic: Here, the desired voltage amplitude is chosen for the per-
turbation, while the measurement device adjusts the corresponding current to reach
the desired voltage amplitude. This way, it is ensured, that the voltage amplitude is
equal for all frequencies.
3.5.1.2. Linearity
EIS has to fulﬁl the criterion of linearity. For a the sinusoidal perturbation and response
signals for EIS, this means that those signals have to be harmonic oscillations. Linearity
of a sinusoidal signal with the frequency f is conﬁrmed if the corresponding fourier trans-
foration shows only one peak at exactly f and is zero otherwise. This is most critical for
the system response, but also comprises the perturbation signal.
Linearity of the Perturbation Signal
A good potentiostat or galvanostat has to provide a linear perturbation signal. Problems
may occur, if the frequency or the amplitude is so high that the potentiostat cannot provide
an adequate signal. The main reason for this is the design of the ampliﬁer stage of the
potentiostat. For high frequencies, fast transistors are needed. They are realized by thin
n- and p-type doped layers. As the thickness of these layers decreases, the sensitivity
increases and limits the maximum current through such a transistor [123]. This is why
linearity of the perturbation signal has to be checked particularly for high frequencies and
large perturbation amplitudes.
Linearity of the Response Signal
The preconditions for a linear system response – given a linear perturbation signal – are
complex and depend on the system under test. As a rule the voltage perturbation should
not exceed 5mV per electron involved in the electrochemical reaction.
In practice, the output signal should be checked throughout the whole frequency range of
the measurement. As this is not possible for most FRAs except the Zahner IM6 without
further measurement equipment, another possibility is proposed: to vary the perturbation
amplitude starting with a small amplitude and successively increasing it until a signiﬁcant
systematic change in the impedance is observable. This change is caused by a nonlinear
polarization process or by temperature effects due to a too high perturbation amplitude.
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It is possible, that for a given voltage perturbation, the system response is linear for high
and low frequencies but nonlinear for mid-range frequencies. A possible explanation is a
nonlinear polarization process which does not contribute to the response signal to cause a
visible nonlinear behavior at high frequencies, because it is not excitated. At mid-range
frequencies, the nonlinear process contributes signiﬁcantly to the response signal, so that
the nonlinearity is detectable. At low frequencies, all polarization processes contribute to
the response signal. This means all processes are excitated, but this also means that the
perturbation signal is partitioned over all processes, so the contribution of the nonlinear
behavior of one of the processes to the overall response is smaller than for mid-range
frequencies. Hence, the nonlinearity has a smaller fraction of the response signal than at
medium frequencies.
Calculation of Optimum Perturbation Amplitude via Test Measurement
As was shown in section 3.5.1.1, a galvanostatic excitation should be chosen for a small
impedance. Nevertheless, the maximum amplitude is always given as a voltage. The
optimum excitation amplitude can be determined via a test measurement with a small
amplitude at a very low frequency. For this test measurement the result may be noisy due
to the (too) small amplitude, however, the DC impedance ZDC can be determined with an
sufﬁcient accuracy for the calculation of the appropriate current perturbation amplitude.





with Uˆd being the desired voltage perturbation amplitude, and ZDC the impedance at a
very low frequency, typically f ≈ 200mHz for SOFCs. For LIBs the test measurement
should be conducted at the lowest measurement frequency, because |Z(ω)| rises with
decreasing frequency and the required frequency range strongly depends on the purpose
of the measurement and the given time.
It should be mentioned here, that different amplitudes are possible for different frequency
ranges within the overall frequency range. If different amplitudes are chosen, the fre-
quency ranges should overlap to monitor a possible deviation of measured impedances
due to changes in the measurement range applied at the FRA.
3.5.1.3. Signal to Noise Ratio
As it is the case for all measurement methods and their practical realization, a certain level
of noise in the data cannot be avoided. EIS has the advantage that the perturbation signal
can be concentrated on one observation frequency. Therefore it has a better signal to noise
ratio than the multisine technique (see section 3.5.2) and all time domain techniques pre-
sented in this thesis (see section 3.6). However, it is important to note that this advantage
is correlated with the longest measurement time.
3.5.1.4. Perturbation Amplitude
A trade-off between signal to noise ratio and linearity of the signals is necessary to deﬁne
an appropriate perturbation amplitude. It should be kept in mind, that different measure-
ment devices deﬁne the perturbation amplitude differently. Deﬁnitions include:
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• Uˆ , the amplitude6, the factor with which the sine function is multiplied,





• Upp, the peak to peak amplitude, Upp = 2 · Uˆ .
SOFC
EIS measurements prior to this thesis at IWE conﬁrmed that A1 SOFC single cells show
a good linear behavior over the whole frequency range f = 30mHz . . . 1MHz, and a
perturbation amplitude up to Uˆ = 12mV can be chosen for the impedance measurement.
This is done for all EIS measurements shown in this thesis.
For the A16 cell, minor nonlinearities in the current response signal for a voltage
perturbation with the amplitude Uˆ = 10mV occurred at mid-range frequencies,
f = 500Hz . . . 2 kHz. Therefore, a voltage amplitude of Uˆ = 5mV for the A16 cell was
used in this thesis.
It should be noted, that the numbers given in this section have only been tried and checked
for the cell types used in this thesis. They may constitute a recommended starting point
for EIS measurements on comparable cells. However, linearity should be checked for all
new material systems and geometries.
LIB
No general recommendation for the perturbation amplitude can be given for LIBs here,
however, Uˆ = 5mV is a common choice. The test benches for LIBs show less mea-
surement noise compared to SOFCs, because there are fewer external sources of noise
such as gas supply and a high temperature heat source. Therefore, accurate impedance
measurements are possible with smaller perturbation amplitudes. Common perturbation
amplitudes are in the range of Uˆ = 1 . . . 5mV.
3.5.1.5. Impedance Measurement Setup
The measurement setup for a low impedance measurement differs from a setup for a high
impedance measurement. Low and high are to be considered in relation to the wiring of
the tested sample. The resistance of the wiring and the contacts is not negligibly small.
For fuel cells and batteries, furnaces or climate chambers are needed to control the tem-
perature. Hence, in order to connect the FRA with the tested sample, the wires usually
have a length of l ≈ 1 . . . 2m. Together with the contact resistances at the terminals, a
resistance of R ≈ 1Ω is a good estimate for resistance of the wiring.
Low Impedance
In this work, an impedance Z(ω) is deﬁned as low impedance, if ZDC ≤ 1 kΩ. In this
regime, the systematic error with a 2-wire setup becomes higher than 0.1%, assuming
R = 1Ω as resistance for the wiring. Therefore, a 4-wire setup is recommended for
measurement of low impedance. The excitation should be galvanostatic as explained in
section 3.5.1.1.
6This value will be used to determine the perturbation amplitude in this thesis.
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High Impedance
For high impedances, ZDC > 1 kΩ, the error that emerges from the wiring is not critical
and a 2-wire setup can be used with minimal error. For very high impedances, the input
impedance Zi of the FRA should be checked. The relation ZDC · 1000 ≤ Zi should hold,
in order to keep the systematic error below 0.1%.
High Frequency
At high frequencies another effect disturbs the measured impedance. This is the induc-
tivity of the wiring. Every electric conductor has a circular magnetic ﬁeld around it. If
the area between input and output conductor is large, it acts like a conductor loop with an
inductivity.
To minimize the inductivity, and therefore the inﬂuence of the wiring to the measured
impedance, the conductors should be arranged as a twisted pair. In this conﬁguration
every small residual area between the conductors is ideally compensated by the next one,
that points in the opposite direction.
More details about high frequency impedance measurements can be found in [124]. In-
formation about shielding the signal wires and also be found there or in section 3.5.1.6,
where a small survey of FRAs is provided.
3.5.1.6. Frequency Response Analyzers (FRA)
In this section, the FRAs used at IWE are presented together with their important char-
acteristics. The information given here is taken from the speciﬁcations published by the
manufacturers of the corresponding measurement device.
Solartron 1260
The Solartron 1260 is without doubt the most prominent FRA and has been produced in
the current conﬁguration for more than 30 years. It can handle a large range of magni-
tudes of impedance values and has a very large frequency range. However, the maximum
current excitation signal is limited to IRMS = 60mA and the offset voltage is restricted
to UOCV = ±3V for low frequencies. At frequencies above f = 1000Hz a high pass
ﬁlter can reject an offset voltage of up to UOCV = ±46V. Convenient control is pro-
vided either via the provided software Zplot or General Purpose Interface Bus (GPIB).
The shields of the ‘input’ (counter electrode) and ‘generator output’ (working electrode)
have to be short-circuited in order to enable an impedance measurement. This should be
done as near as possible to the measured sample [124].
For larger currents or higher offset voltages the Solartron 1260 can be combined with
the Solartron 1287 electrochemical interface. It should be paid attention, because the
Solartron 1287 works with driven shields. This means, that the device tries to reproduce
the measurement signal on the shields, in order to minimize capacitive effects. These
shields must not be connected to avoid damage.
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Zahner IM6
The Zahner IM6 is also a widely used FRA. It can handle similar impedance value ranges
and frequency ranges as the Solartron 1260, but can provide a larger current excitation
signal of Iˆ = 3A. Control is provided via the Thales software package including a large
variety of electrochemical measurement techniques.
Also the Zahner IM6 works with driven shields, that must not be connected to avoid
damage (see above).
The Zahner IM6 can handle higher voltages up to UOCV = ±3V (up to UOCV = ±10V
with the ubuffer). Further, there are some potentiostats offered by Zahner, that provide
larger voltage and current ranges. The models used at IWE are PP201 and PP241. They
are very suitable for measurements with very low impedance values.
Novocontrol Alpha AK + POT/GAL 15V 10A
The Novocontrol Alpha AK is a mainframe FRA, that is normally used in combina-
tion with a potentiostat like the Novocontrol POT/GAL 15V 10A. It offers a very large
impedance value range and a good frequency range. However, high frequency measure-
ments with offset voltages and low impedance values show some deviations.
The device is controlled via the provided software WinIMP or WinDETA or via GPIB.
Driven shields can be chosen as an option in the measurement software.
Solartron CellTest System
The Solartron 1470 plus Solartron 1455A FRA modules is the so-called Solartron CellTest
System. It handles up to 8 channels and has a larger current range than the Solartron
1455A FRA (Iˆ = 4A). The voltage range is asymmetrical (UOCV = −3 . . . + 10V). It
can be stated, that the accuracy is not as good as the accuracy of the Solartron 1260. Only
the provided connectors can be used, because the system is calibrated for these cables.
The Multistat software controls all 8 channels conveniently.
3.5.1.7. EIS under Load
Most impedance measurements are conducted at OCV. This means, that the current per-
turbation (or the corresponding current for the voltage excitation) is oscillating around
zero. Nevertheless, for some purposes impedance measurements under load7 are neces-
sary. Then the perturbation signal is superposed by a constant current. This bares the
problem, that the current needed for the constant polarization and the actual perturbation
current do not necessarily have the same order of magnitude. For example, to measure the
impedance of a A1 SOFC single cell at Uop = 0.8V, a constant current density of about
J = 1.5A/cm2 is required. This means I = 1.5A. A sensible sinusoidal perturbation
would be around Iˆ = 40mA to achieve a voltage response of about Uˆ = 12mV. This is a
problem of resolution for the device as pointed out in section 3.3.1, if the constant part of
7This type of experiment is called impedance under load here, but is often found as impedance under
constant polarization in the literature.



























Figure 3.8.: (a) Schematic of the electrical circuit that enables consistent EIS under load.
(b) Measurement results for sample S.2 for an impedance under load without
correction (dotted line, Z = V 1/I) and with correction (straight line, Z via
equation (3.11)).
the excitation signal is considerably larger than the sinusoidal perturbation. The potentio-
stat has to control a relatively high current while providing an accurate excitation signal
that is two orders of magnitude smaller. This is difﬁcult to realize using one potentiostat.
However, both Zahner IM6 and Novocontrol Alpha AK + POT/GAL 15V 10A yield good
results for this type of measurement on A16 SOFC single cells. Typical values are offset
currents of I ≈ 10A and a perturbation signal of Iˆ ≈ 1A.
Another method to conduct an impedance measurement under load is to use two separate
devices, such as a Solartron 1260 for the impedance measurement and an Agilent DC
power supply for providing the offset current. The two devices have to be connected
with the sample over a special electrical circuit, which is shown in ﬁgure 3.8(a). If the
two devices are just connected in parallel with the sample, the FRA measures the parallel
connection of the sample and the ﬁnite impedance of the DC power supply, resulting in the
dotted spectrum in ﬁgure 3.8(b). With the shunt in the circuit shown in ﬁgure 3.8(a), the
current in the branch of the sample can be calculated by equation (3.3). The impedance









3.5.2. Multisine Technique or Dynamic Electrochemical Impedance
Spectroscopy (DEIS)
The multisine technique applies sine-waves of several frequencies simultaneously, as
shown in the simple example in ﬁgure 3.9.
The response signal is evaluated at the applied frequencies in the excitation signal by
Fourier transformation. The obtained coefﬁcients yield the impedance for that particular
frequency via equation (3.5). The minimum measurement time depends on the lowest
applied frequency, whereas the sampling time depends on the highest applied frequency.
















Figure 3.9.: (a) Signal consisting of a superposition of three sine functions. (b) The cor-
responding Fourier transformation to the signal shown in ﬁgure 3.9(a).
Therefore, the data volume is a function of the ratio between highest and lowest frequency.
In order to avoid high amplitudes in the excitation signal by the superposition of maxima
of the basic sine functions, the ‘Schroeder multisine excitation signal’ [125] and ‘odd
random phase multisine’ [126] are introduced.
Because of the reduction in measurement time and the simultaneous measurement of dif-
ferent frequencies, the multisine technique is used for DEIS in [127]. It is further argued
in [128], that the measurement time can be reduced by more than 75% compared to EIS.
However, this value depends on the PPD and recorded periods used.
The multisine technique is suitable to identify the evolving impedance of LIBs during
charge and discharge as done in [129]. With this technique an impedance spectrum can
be pinned to a speciﬁc time or SOC with a small alternating excitation signal without
changing the SOC of the system, because all frequencies are measured simultaneously.
This measurement technique can be conducted directly with the Solartron CellTest Sys-
tem, because the multisine technique is provided as an option in the delivered software.
Another possibility is to use a measurement setup, that will be called ‘Modular Elec-
trochemical Measurement Setup’, consisting of an Agilent 33250A arbitrary waveform
generator, a Solartron 1287 potentiostat and an Agilent MSO6014A mixed signal oscillo-
scope. This setup will be explained in detail in section 3.6.1.1.
3.5.3. Single-Frequency EIS (SFEIS)
If a speciﬁc characteristic of an electrochemical system can be assessed by the impedance
of a single frequency point, this characteristic can be monitored by SFEIS [130, 131]. It
is provided as feature in impedance software [132]. But the terminology is not consistent
in the literature and there is no comprehensive study giving a general overview of this
method. However, it is simply a modiﬁcation of EIS (or the multisine method limited
to only one frequency). To illustrate the capability of this method, two examples for its
application to fuel cells will be presented in sections 3.5.3.1 and 3.5.3.2. One example for
LIBs including an extension to SFEIS will be announced in section 3.5.4.
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3.5.3.1. Temperature Measurement in SOFC
The operating temperature is a crucial parameter for SOFCs. Both performance and long-
term stability strongly depend on it, but the real temperature at the reaction zone cannot
be measured directly by standard techniques. In this section, a new method for the deter-
mination of the operating temperature by means of SFEIS is presented8.
Motivation
In a test bench under open circuit conditions the temperature can be determined ade-
quately by thermocouples. The housing and the cell are in thermal equilibrium and no
heat source or sink is present.
If a constant current density is adjusted in SOFC mode, both a current density through
the sample and the electrochemical reaction itself cause heat emission, as explained in
section 2.4.2. The temperature within the cell with discernible current densities cannot be
assumed as constant. The heat emitted by the cell increases with the current density, as
can be seen from equations (2.32) and (2.33).
Therefore, it is highly desirable to determine
• the exact temperature at the interface of anode and electrolyte and in the electrolyte
itself, as the majority of heat is emitted there,
• the temperature gradients within the cell to determine the resulting thermal stress,
and
• the dynamics with which the temperature is changing within the cell due to load
changes, in order to identify pronounced thermocycles.
Concept
As mentioned above, thermocouples are not applicable to measure the temperature within
a cell when a current density is applied. Other accessible cell characteristics depend on
local cell temperature, like the polarization resistance Rpol. However, it also shows a
distinct dependence on the current density (see table 5.1 in section 5.3.2), so that the
inﬂuence of the temperature on the polarization resistance cannot be analyzed separately.
The ohmic resistanceR0 of a cell is deﬁned as the intersection of the impedance curve with
the real axis at high frequencies as explained in section 2.3.3.2. It is measured or estimated
in a frequency range, in which all electrochemical processes causing an imaginary part in
the impedance have already decayed. Hence, the impedance is exclusively ohmic. A
change in this ohmic fraction can only be explained by the temperature dependency of the
conductivity of the applied materials, that is of Arrhenius type. This is demonstrated in
ﬁgure 3.10.
It is assumed that the ohmic resistance caused by the electrodes is small compared to the
electrolyte and their temperature dependence is also small. The same accounts for the
ohmic resistance of the contact meshes [67].
8The static measurement has already been published in [133] and the dynamic extension was part of a
student research project at IWE [134].
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Figure 3.10.: (a) Impedance spectra of sample S.3 measured with different loads. (b) Mag-
niﬁcation of the high frequent part of the spectra shown in ﬁgure 3.10(a).
Hence, the shift of the ohmic resistance of electrolyte is mainly responsible for a change
in the measured ohmic resistance, R0. Unfortunately, it is currently not possible to de-
termine the cell temperature by simply measuring the ohmic fraction of the impedance
spectrum of a particular cell, because it cannot be calculated accurately due to remaining
uncertainties such as accurate conductivity, thickness, and the residual ohmic resistance
of the other cell components. Furthermore, it is difﬁcult to measure R0 directly because
this involves high frequencies (f > 1MHz) and low impedance values (|Z| < 100mΩ) at
800◦C, which are difﬁcult to achieve. The idea is not to use the measured or ﬁtted value
of R0, but to use the real part of the impedance at only one given frequency, Re(Z(fT)),
for both a reference curve and a load curve. The frequency must be high enough to avoid
inﬂuence from the polarization processes and low enough to enable consistent measure-
ment results. It can be seen from the parallel shift of the real part of the impedance, which
is shown in ﬁgure 3.11(a) for different current densities, that the frequency range between
100 kHz ≤ f ≤ 200 kHz is suitable. The frequency chosen here was fT = 120 kHz.




































Figure 3.11.: (a) Real part of the impedance of sample S.3 shown in ﬁgure 3.10(a) at
high frequencies. (b) Reference curve: real part of the impedance at fT =
120 kHz in OCV for different furnace temperatures.
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Figure 3.12.: (a) Inverse of the reference curve shown in ﬁgure 3.11(b) depicting the deter-
mined cell temperature under load via SFEIS as explained in section 3.5.3.1
for one operating point. (b) Results for the whole operating range in com-
parison with the temperature measured by thermocouples and simulated by
the FEM model as shown in ﬁgure 3.13 for sample S.3.
1. Determining Re(Z(fT)) for different furnace temperatures at OCV and thus estab-
lishing a reference curve for a particular cell without internal heat production. An
example for such a reference curve is shown in ﬁgure 3.11(b).
2. Measuring Re(Z(fT)) under various constant loads, resulting in heat emission by
the cell for one ﬁxed furnace temperature (load curve).
The temperature can then be determined by using the inverse function of the reference
curve, as demonstrated in ﬁgure 3.12(a).
Results
The results are shown in ﬁgure 3.12(b), where the increase in temperature is plotted over
the applied current density. For comparison, the measured values of the thermocouples
are shown in ﬁgure 3.12(b) plus the results of a simple Finite Elements Method (FEM)
model, where the active area of the A1 cell in the ceramic housing was modeled as heat
source. Details about the used values can be found in [133]. The modeling results are
shown in ﬁgure 3.13.
Application to SOEC
As mentioned in section 2.4.2 the electrochemical reaction in Solid Oxide Electrolysis
Cell (SOEC) mode is endothermic. However, at higher current densities, losses have a
larger effect than the thermodynamics. If equation (2.32) is evaluated with data from the
static SOFC model presented in [13, 104] (see also section 5.3.2), the heat emission shown
in ﬁgure 3.14(a) is obtained.
With the SFEIS method derived in this section, the temperature of the cell was determined
for both SOFC and SOEC mode. The result is shown in ﬁgure 3.14(b) together with the
values measured by thermocouples.
A characteristic current density in SOEC mode is the thermoneutral current density, Jtn.
This is the current density, at which the losses produce as much heat as is consumed by

















Figure 3.13.: Simulation results of the simple FEM model shown in (a) top view and as
(b) cross section through the working cathode.
the endothermic electrochemical reaction. It can be seen, that Jtn = −2.2A/cm2 ﬁts
well for the calculation shown in ﬁgure 3.14(a) and the SFEIS measurement shown in
ﬁgure 3.14(b). Both methods yield a value of Jtn = −2.2A/cm2. It can also be seen that
the overall heat emission is much larger in SOFC mode than in SOEC mode as expected
due to the exothermic or endothermic reaction occurring, respectively. It is also conﬁrmed
that it is not appropriate to measure cell temperature under load using thermocouples.
Dynamic Change in Temperature (SOFC)
One beneﬁt of SFEIS is its quickness. There is no thermal mass like for a thermocouple,
that has to equilibrate with the ambient temperature. With SFEIS, the temperature of the
analyzed material itself is measured. For conducting one SFEIS temperature measurement
for a SOFC, only a few microseconds are required, because the observed frequency is
very high (f > 100 kHz). That enables a dynamic measurement of the cell temperature
upon a change in current density. Sample time is not limited by the measurement itself
but the measurement device and the control software. The fastest sample time could be




































Figure 3.14.: (a) Results of the evaluation of equation (2.32) with model data from
[13, 104] for SOEC mode. (b) Obtained temperature curve for both SOFC
and SOEC operation compared with the values measured externally via a
thermocouple during the corresponding measurement with sample S.4.
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Figure 3.15.: (a) Values for Z(fT) measured with sample S.3 during a current step plus
ﬁtted course. (b) Magniﬁcation of ﬁgure 3.15(a) at the application of the
current step.
achieved by the software Zplot and was Tsample ≈ 1.8 sec. The course of Re(Z(fT)) is
shown in ﬁgure 3.15 for a current density step from J = 0A/cm2 to J = 2A/cm2 at
t = 317 sec. By ﬁtting the obtained values as shown in this ﬁgure, three time constants
could be determined, τ1 ≈ 5 sec, τ2 ≈ 40 sec and τ3 ≈ 500 sec. These were attributed to
the thermal behavior of electrolyte, substrate and ceramic housing, respectively.
3.5.3.2. Dynamic Change of Cathode Resistance upon Gas Variation in SOFC
In [10] the dynamic change of the polarization resistance upon a change in the cathode
gas was investigated. A symmetrical Lanthanum Strontium Cobaltate (LSC) cathode was
operated in synthetic air. Then, 0.037 vol.-% CO2 was added to the gas. The impedance
of the cathode thereupon exhibits a shift, that is too fast to be identiﬁed by full impedance
spectra. Hence, a SFEIS measurement was started before the gas change and continued
over 12 h. After t = 10 h the gas change was reversed, and after t ≈ 11 h the measured
resistance had relaxed to the initial value, as shown in ﬁgure 3.16(a).
































Figure 3.16.: Measurement results showing the dynamic change of the cathode resis-
tance upon gas variation with SFEIS with sample S.5. Figures reproduced
from [10].
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The SFEIS measurement was conducted with 5 frequencies, which were scanned in ro-
tation (f1 = 121 kHz, f2 = 562Hz, f3 = 261Hz, f4 = 82Hz, f5 = 1Hz) as indicated
in ﬁgure 3.16(b). The frequencies f1 and f5 were chosen in order to cover the frequency
range of all known polarization processes (Rpol = Re(Z(f1)) − Re(Z(f5))). The fre-
quencies f2 to f4 were chosen to monitor the individual loss processes. However, it is
difﬁcult to monitor the development of the resistance of individual loss processes by ﬁxed
frequencies because the characteristic time constant τ is changing, as can be seen from
equation (2.21). More details about the results of this experiment can be found in [10].
There are several characteristics, that can be deduced from the course of the polarization
resistance Rpol in ﬁgure 3.16(a), that shall be addressed here. The obtained data is Rpol(t),
a function of time. This data could be used to identify the long-term behavior, i. e. if
there is a saturation point or not. Further, by applying time domain methods that will be
presented in section 3.6, the data can reveal, if there is one or more processes involved,
what share of the whole change in Rpol is to be attributed to them, and what the time
constants for these processes are.
3.5.4. Electro-Thermal Impedance Spectroscopy (ETIS)
The temperature measurement via SFEIS for SOFCs was already presented in sec-
tion 3.5.3.1. In addition to that, heat generation in the system can also be triggered by
expanding this method. This means the amplitude of a single-frequency has to be mod-
ulated periodically to high values. If the heat generation is chosen to be sinusoidal, a
sinusoidal temperature response can be determined by the system response, the actual
SFEIS measurement. If the excitation is repeated successively at different frequencies,
the resulting method is Electro-Thermal Impedance Spectroscopy (ETIS). An introduc-
tion, experiments, the corresponding results, and a discussion of this method are published
in [50].
3.5.5. Nonlinear EIS
If a harmonic excitation signal for EIS is chosen large enough to provoke the system
response to contain higher harmonics, the analysis of them is called NLEIS. As a rule of
thumb the excitation signal should be ten times higher than for linear EIS. An introduction
is given in [135]. More recent results are shown in [136].
The results obtained from NLEIS are difﬁcult to analyze. No standard analysis method is
yet available in the literature. But this does not negate the fact that NLEIS yields more
information about the tested sample than EIS. This is demonstrated in ﬁgure 3.17(a). A
static measurement yields the performance of an electrochemical system, and the individ-
ual processes can be identiﬁed by measuring and analyzing the unique dynamic features
of the involved processes. This is traditionally done by dynamic measurement techniques
like EIS. However, EIS only accounts for the linear response of a process that is not
necessarily linear. Amplitude and phase of the harmonics in the system response carry
additional information, that can give further hints towards an identiﬁcation of the physical
processes in an electrochemical system. This is done in [136], for example.
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Figure 3.17.: (a) Schematic indicating, that EIS contains more information than static
measurement technique, but NLEIS contains even more information about
the system under test. (b) Exemplary scheme of the Fourier transformation
of a base wave and the corresponding higher harmonics.
Novocontrol Alpha AK + POT/GAL 15V 10A
The Novocontrol Alpha AK FRA supports NLEIS. As measurement result the linear
impedance plus information about the harmonics are returned. The impedance and the
higher harmonics are presented as follows. The impedance at the perturbation frequency
ω1 is obtained via equation (3.5). Correspondingly the higher harmonics for a voltage




· ej(θU(ω1)−θI(ωh)) with h = 2, 3, . . . 9. (3.12)
Because of this convention, it is necessary to know the signal U(ω) in order to reconstruct
the signal I(ω).
Zahner
The Zahner IM6 provides a visualization of the Fourier coefﬁcients obtained from both
perturbation and response signal (also in combination with a Zahner power potentiostat,
see section 3.5.1.6). If more than the ﬁrst harmonic can be observed, this indicates, that
the corresponding signal is not in harmonic oscillation but is nonlinear. However, only a
visualization is provided and the Fourier coefﬁcients are not accessible after the measure-
ment. Hence, only a test of the linearity is possible.
3.6. Time Domain Measurements
Time domain methods are often applied in order to analyze the low frequency behavior of
LIBs. For SOFCs, a complete characterization by means of EIS is more common.
This section will introduce general TDM in section 3.6.1. After that, a method to calculate
an impedance spectrum out of time domain data will be presented in detail in section 3.6.2.
9ω1 indicates the perturbation or base frequency. The ﬁrst of the higher harmonics or the second harmonic
is ω2.
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It is based on [110]. A comparison of measurement times for time domain and frequency
domain techniques is provided in section 3.6.3, and at the end of this section a small list
of other important time domain methods will be provided in section 3.6.4.
3.6.1. General Time Domain Measurements
Simply put, a TDM is an experiment in which the system under test is subjected to an
excitation sequence deﬁned in the time domain and the system response is measured. For
the electrochemical measurements in this thesis, current or voltage signals are considered.
The corresponding response signal is the voltage or current, respectively.
The chosen excitation sequence has to ensure that the frequency range of interest is ade-
quately excitated. Excitation signals are discussed in section 3.6.1.2.
The primary result of a TDM is the course of the response signal over time, from which
a corresponding set of time constants can be deduced. These in turn can be used to de-
termine an impedance spectrum, as will be shown in section 3.6.2. Special properties can
also be determined by analyzing only speciﬁc characteristics of the time domain data, if
a specially conditioned excitation signal is applied. Examples here fore include Current
Interrupt (CI), Potential Intermittent Titration Technique (PITT), and Galvanostatic In-
termittent Titration Technique (GITT), as summarized in section 3.6.4. Fitting the time
domain data directly to a pre-assigned model is also a common technique [128].
Integrated solutions for TDMs exist, but the compilation of the input signal is often cum-
bersome (Zahner IM6), limited to a small number of sample points (Solartron 1470/Multi-
stat) or restricted to an inherent scheme (Novocontrol Alpha AK/WinChem). It is currently
not possible to pre-design a sequence in Matlab and transfer it to the measurement devices
mentioned here. Hence, only very basic excitation signals like step or pulse functions can
be realized with these devices conveniently. Another possibility is to use the ‘Modular
Electrochemical Measurement Setup’, which will be introduced in section 3.6.1.1. For
the measurements described in section 2.5.2.2 and 3.6.2, a Novocontrol Alpha-AK FRA
together with a Novocontrol POTGAL 15V 10A potentiostat was used.
3.6.1.1. Modular Electrochemical Measurement Setup
This measurement setup was designed and built at IWE for TDM and multisine measure-
ments (see section 3.5.2). It consists of an arbitrary waveform generator, a potentiostat
and a digital oscilloscope and offers the possibility to create a signal, excitate the mea-
surement object with it, and measure and record both excitation and response signal.
Arbitrary Waveform Generator (Agilent 33250A)
This signal generator has a lot of adjustable pre-deﬁned sequences to design an input
signal for the experiment. Furthermore, it is possible to upload self-designed sequences
containing up to 64000 individual data points. These sequences can be looped at any
chosen frequency within the frequency range of the signal generator (1μHz . . . 80MHz).
Note that the frequency range of the signal generator is not the limiting factor in this
measurement setup. The frequency range of the potentiostat and the electrical connection
are by far more critical. The Agilent 33250A has to be connected to a potentiostat and can
be controlled by a PC via GPIB using Matlab as control software.
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Potentiostat (Solartron 1287)
This potentiostat provides the actual input signal to the electrochemical cell and measures
voltage and current with high accuracy. But it cannot record the measured values. One
great advantage is the fact that the measurement outputs of this potentiostat have the same
ground potential and can therefore be recorded simultaneously by a simple multi-channel
data acquisition unit. Its frequency range is speciﬁed as 1MHz in potentiostatic mode and
30 kHz in galvanostatic mode, but a decrease in the dynamic range is already noticeable
at frequencies higher than 2 kHz. The maximum current is 2A, the voltage range is 10V.
It should be paid attention when connecting the potentiostat to the cell, as it works with
driven shields, so that a connection of the shields at the test bench can cause serious
damage in the potentiostat. The Solartron 1287 can also be controlled via GPIB using
Matlab. But as the potentiostat only works as ampliﬁer, only the measurement range and
the operation mode have to be adjusted before the experiment. Hence, it is also possible
to adjust these parameters with the controls on the front panel.
Oscilloscope (Agilent MSO6014A)
This digital oscilloscope is used for data acquisition. It has four analog inputs that are used
to monitor voltage of the electrochemical cell, current through the electrochemical cell,
the output signal of the signal generator, and the trigger signal of the signal generator. It
should be mentioned that the oscilloscope is a very good device to visualize the measured
signals. However, it is not primarily specialized for a fully automated recording of the
measured values. To conduct a large number of measurement series, a data acquisition
unit in form of a Universal Serial Bus (USB) oscilloscope or a high speed digitizer card
are more appropriate.
3.6.1.2. Excitation Signals
There is a large number of excitation signals which can be used for electrochemical mea-
surements in the time domain [1]. In this section, only the very basic signals are discussed.
White Noise
A classical excitation signal in control theory used for correlation analysis is white noise
[137]. This is a random signal containing in theory all frequencies (f = 0, . . . ,∞). In
practice it is bandlimited, but still contains all frequencies of a certain frequency range
with equal amplitude. Therefore, it is suitable to excitate an electrochemical system in a
large frequency range. However, this technique is not commonly used for electrochemical
systems. This is due to the fact that the time constants of electrochemical system are
spread over several orders of magnitude and the data volume grows extremely large for
an integral identiﬁcation with white noise (cf. the multisine technique in section 3.5.2). A
reduction of data volume as presented in section 3.6.2.1 for a step function is not possible
for white noise.
















Figure 3.18.: (a) Scheme of a step function as excitation signal and (b) the corresponding
Fourier transformation.
Step
Current or voltage steps are commonly used for the identiﬁcation of electrochemical sys-
tems. A step function is depicted together with its Fourier transformation in ﬁgure 3.18. If
the excitation step provided by the potentiostat is fast enough and the measurement time
is long enough, a large frequency range can be analyzed. However, if a large excitation
is chosen in order to obtain a pronounced response signal, the operation point before the
step and after the step are different. Therefore, a step excitation is only sensible, if the
dynamic characteristics of the system before and after the step are alike.
A voltage step as excitation signal is chosen for the TDM for impedance derivation in
section 3.6.2. In that section, the advantages and disadvantages of this excitation signal
are discussed.
Pulse
A pulse excitation consists of two consecutive steps in opposite direction but with equal



















Figure 3.19.: (a) Scheme of a pulse as excitation signal and (b) the corresponding Fourier
transformation.















Figure 3.20.: (a) Scheme of a Gauss pulse as excitation signal and (b) the corresponding
Fourier transformation.
The operating point before and after the excitation is the same in the case of a voltage ex-
citation. For a current excitation applied to LIBs the SOC changes by ΔQ = Δi ·Δt.
In order to design an excitation for a given identiﬁcation experiment, the parameters am-
plitude and duration have to be optimized. The amplitude of the pulse must not be too
large and the pulse must not be too long to ensure that the tested sample does not heat up
signiﬁcantly. For LIBs the charge ΔQ of a current pulse should be small enough to obey
the assumption of the same SOC before and after the pulse. Nevertheless, the system has
to be adequately excitated, that the system response is resolvable for a long measurement
time. This is necessary to evaluate the system behavior at low frequencies.
Gaussian Pulse
One special excitation signal, that is worth mentioning here, is the so-called Gauss pulse,
which is shown in ﬁgure 3.20 together with its Fourier transformation, which is again a
Gauss pulse. It has the best time duration - bandwidth product. This means, it optimizes
the bandwidth of an experiment for a given measurement time as stated in [138]. This will
be further explained in section 3.6.2.2. The mathematical expression for a Gauss pulse is
given in equation (3.17).
This excitation signal is not provided on standard measurement equipment used for this
thesis and no experimental results for the application and evaluation of such an excitation
signal to an electrochemical system could be found in the literature.
3.6.2. Time Domain Measurement for Impedance Derivation











as derived in [139] or by the division of the corresponding Fourier coefﬁcients, as shown
in equation (3.5). For time domain data, these coefﬁcients can be obtained by the direct
application of the Fast Fourier Transformation (FFT) to the excitation and response sig-
nal. FFT is a fast algorithm to perform a DFT. This is done in [140, 141], where this
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method is called Fourier Transformation Electrochemical Impedance Spectroscopy (FT-
EIS). Another possibility is to use the Laplace transformation for this purpose, as was
done in [142].
All these techniques are valid for arbitrary excitation signals. As a consequence, they are
robust against faulty excitation signals, and need only to be optimized to acquire accurate
excitation signals with reasonable measurement times. However, these techniques also
entail two major shortcomings: spectral leakage and aliasing. They are originated by the
fact that the monitored signals are normally nonzero at the end of the ﬁnite monitoring
interval and in the ﬁnite sampling frequency, respectively. A detailed description of these
effects can be found in [137]. Also, the trade-off between information and data volume
is an important issue. An approach to overcome these problems will be presented in this
section.
The excitation signal for this TDM is a voltage step. The proposed algorithm for the
calculation of the impedance spectrum is based on a transformation into the frequency
domain as done by Takano in [143]. He used three data acquisition units to realize a
variable sampling rate, an exponential window function (realized implicitly by applying
the Laplace transformation), and evaluated the time domain data in three sections that
were merged.
Signiﬁcant improvement will be presented in this thesis for the processing of the time
domain data. This is achieved by:
• a variable sampling rate realized on one data acquisition unit (see section 3.6.2.1),
• an optimization of the window function (see section 3.6.2.2),
• a transformation of the time domain data using a straight line sequence (see sec-
tion 3.6.2.3),
• a stepwise evaluation in a large number of sections (see section 3.6.2.4).
3.6.2.1. Data Volume
In order to cover a wide frequency range up to high frequencies with the TDM, a high
sampling frequency is required. This reduces the aliasing and results in a better signal to
noise ratio for high frequencies. On the other hand, a long measurement time is required
in order to evaluate the response at low frequencies (see also section 3.6.2.2).
If these requirements are combined, the resulting data ﬁles become extremely large. That
is why a step-wise reduction of the sampling rate is proposed here. As already mentioned,
a similar approach was used by Takano [143], who used three data acquisition units, that
worked on different sampling rates with the same memory, resulting in different observa-
tion intervals. The impedance spectrum was calculated in three sections – one section for
every data acquisition unit covering a different frequency range.
For the example which will be discussed in section 3.6.2.5 the sampling rate of the mea-
surement device was varied during the experiment according to table 3.1.
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interval in sec sampling rate in Hz
0 . . . 3 2000
3 . . . 33 1000
33 . . . 183 200
183 . . . 783 50
783 . . . 3783 20
3783 . . . 33783 2
33783 . . . 120000 1
Table 3.1.: Measurement intervals for the example for the TDM in section 3.6.2.5 with
corresponding sampling rate.
3.6.2.2. Spectral Leakage
Spectral leakage is the distortion of the Fourier transformation caused by ﬁnite measure-
ment time when the signal still has not properly converged to zero. By stopping the
measurement, all the information contained in the signal at later times is implicitly as-
sumed to be zero. Mathematically the thereby occurring distortion W (ω) of a spectrum
can be described by folding the undistorted spectrum with the Fourier transformation of a
rectangular function of the width Tmeas, which is given by




As W (ω) is oscillating and its absolute value is decreasing slowly towards higher frequen-
cies, the distortion can become remarkably large and occurs in a wide frequency range.
Spectral leaking can be minimized by multiplying the measured data with an appropri-
ate window function with better distortion properties than the implicitly used rectangular
window function. Common window functions in signal processing are Hamming, Black-
man [137], or exponential functions ([143], implicitly). For the problem discussed here,
the optimal window function is as narrow as possible in frequency domain and thereby
– to achieve short measurement times – as fast as possible decreasing to zero in the time
domain. The claim for a narrowband window function is according to the interpretation
of the folding operation as sliding averaging of the undistorted spectrum, weighted with
the spectrum of the window function. According to [144], the property of a function
to fulﬁl both requirements can be described by the so-called time duration - bandwidth
product. It gives an estimate for the relation of the width of a function in the time domain,
the so-called time period Δt, and the width of its spectrum in the frequency domain, the




which is a version of the uncertainty principle. Hence, a small time duration of a function
causes a large bandwidth and vice versa. It is also shown in [144], that the function with
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is the so-called Gaussian pulse,
w(t) = e−bt
2







Therefore, for a given measurement time the Gaussian pulse is the optimal window func-
tion which provides the least distorted voltage and current spectra.
The parameter b of the Gaussian pulse has to be chosen in order to guarantee a small resid-
ual value of the windowed signals at the end of the measurement time to avoid additional
spectral leaking by an implicitly used rectangular window function. It could be shown
experimentally that
b = − 2π
T 2meas
(3.18)
results in a good trade-off between small residual value in time domain and small distor-
tions in the frequency domain [145].
The remaining error rises with decreasing frequencies. Hence, the lowest theoretically
possible frequency of fmin = 1/Tmeas exhibits a large error. This is demonstrated by a
model system consisting of a resistor and a ﬁnite space Warburg element in series. In
Figure 3.21(a) the real and imaginary parts of the impedance are plotted together with the
values calculated from the windowed time domain data of a voltage step. A measurement
time of Tmeas = 105 sec was simulated, corresponding to fmin = 10−5 Hz. The sampling
rate was kept constant at f = 100mHz. Due to the results of this simulation, the min-
imum frequency that can be evaluated with this method is proposed to fmin = 4/Tmeas.
In this case the error is kept lower than 2% (cf. ﬁgure 3.21(b)), which is a relatively low
value for very low frequencies. This error can be avoided by applying a Gaussian pulse
as the excitation signal. This theoretically reduces the error caused by spectral leakage to
nearly zero, because no further windowing of the excitation signal would then be neces-















































Figure 3.21.: (a) Real part and imaginary part of impedance of a model system consist-
ing of a ﬁnite space Warburg element in series with a resistor for the ideal
case (dotted line) and calculated with windowing of time domain data with
a Gaussian pulse given by equation (3.17) and the parameter a deﬁned ac-
cording to equation (3.18) (continuous line), (b) error in the real and imagi-
nary part.
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bandwidth product. It shows the best concentration of signal energy in the low frequency
range for a given measurement time – an ideal feature for low frequency measurements.
A Gaussian pulse as excitation signal was already considered in [138], however, as al-
ready stated in section 3.6.1.2, no experimental results for the realization and evaluation
of TDMs with this excitation signal could be found in the literature.
3.6.2.3. Aliasing
To minimize aliasing effects during transformation, a piecewise linear discrete transfor-
mation algorithm was developed. This algorithm connects the discrete measurement
points by straight lines to a straight line sequence and thus directly reconstructs a con-
tinuous signal without the need for any a priori assumptions. This circumvents the error
originating from the numerical evaluation of the Fourier integral through DFT. This matter
was studied in detail in [146].
The sequence is transformed directly by applying an algorithm derived from adequate
correspondences of the Fourier and Laplace transformation, as can be found in [139].
This algorithm is based on an algorithm for equally spaced measurement points from
[147], but was rewritten for non-equally spaced measurement points as follows.
The time function hˆ(t) of a straight line sequence for non-equally spaced measurement
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last straight line sequence
, (3.19)



































i=1 Δti . (3.20)
This formula allows for the direct calculation of the Fourier integral of the straight line
sequence out of measurement points hn and the corresponding time intervals Δtn between
them. In contrast to a numerical evaluation of data points with the Fourier or Laplace
integral, there is no numerical error in this transformation, as it represents the analytical
solution of the Fourier transformation of the straight line sequence.
The impedance Z(ω) is then calculated via equation (3.13), with U(ω) and I(ω) being
the transformed straight line sequences obtained from equation (3.20) for the measured
voltage and current signal, respectively.
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3.6.2.4. Evaluation in Sections
The calculation of the impedance spectrum is done in as many sections as possible. The
selection of calculation intervals is thereby not restricted to the intervals given in table 3.1.
For noise reduction the number of intervals is further increased. For the experiment shown
here, 38 calculation intervals (t0,k, tend,k) were chosen as follows:
t0,k = 0, tend,k = 10
−2+ k
5 ∀k = 0, . . . , 38. (3.21)
Similarly, the number of sections Takano uses for the calculation of the impedance spec-
trum is determined by the number of different sampling frequencies [143]. This has the
purpose of reducing aliasing: When the sampling rate of a data signal is reduced during
the measurement time, the lowest included sampling rate flow produces a damped repe-
tition of the spectrum exactly at flow, if the entire data set is transformed. According to
the Shannon theorem, no frequency higher than half of the sampling rate can be analyzed
without aliasing.
Beyond that, further increasing the number of sections has beneﬁts in noise reduction:
This can be explained by the Fourier integral. After a certain time T1, no further informa-
tion for frequency f = f(T1) but only noise is added by continuing the integration. This
time T1 cannot be speciﬁed a priori. Therefore a large number of intervals was evaluated,
so that the noisy high frequent part of each interval can be replaced by the low frequent
part of the subsequent interval.
Note that all measured data points in the corresponding interval are used for calculation.
The algorithm used for transformation in this work (see section 3.6.2.3) can handle non-
equally spaced measurement points. Hence, no down-sampling of the ﬁrst intervals to the
slowest sampling rate within the calculation interval – in order to obtain equally spaced
measurement points – is necessary.
The obtained 38 sections of the spectrum are merged by a simple algorithm that veriﬁes
the agreement of the ﬁrst derivation of the absolute value of the impedance. This algorithm
also speciﬁes the transition frequency and by that deﬁnes the relevant frequency range for
each section. It also guarantees a smooth transition by a simple weighting function.
3.6.2.5. Example for an Impedance Spectrum Calculated from Time Domain Data
The ability of the presented technique is demonstrated by experimental data of a com-
mercial Li-ion pouch bag cell10 with a capacity of Q = 120mAh. The starting conditions
of 95 % SOC at a constant ambient temperature of 21◦C were adjusted and the cell volt-
age settled at UOCV = 4.1882V after 3 days, so that all processes in the relevant fre-
quency range could be assumed to have decayed. First an impedance spectrum (EIS 1)
was recorded using a Novocontrol Alpha-AK FRA together with a Novocontrol POT/GAL
15V 10A in a 4-wire-setup. The excitation was chosen to Uˆ = 10mV. The frequency
range was f = 33.4μHz . . . 10 kHz. There was a delay of one period before three periods
were recorded the for impedance calculation for every frequency point.
The focus for this measurement was set on accuracy. Therefore less frequency points
were measured with longer integration time than for a standard cell characterization. This
10Sample L.2, as listed in section A.
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Figure 3.22.: Measurement results of the TDM with sample L.2. (a) Nyquist plot of
the high frequent part and (b) logarithmically scaled Nyquist plot of the
impedance spectra of a commercial LIB obtained by EIS (EIS 1 and EIS 2)
and the TDM proposed here; good agreement of EIS 2 and TDM is shown;
the accuracy of the measurements is demonstrated by Kramers-Kronig test
in ﬁgure 3.23.
added up to a measurement time for EIS 1 of approximately 2 days. Afterwards, the cell
was again held for 2 days at U = 4.1882V. Then, the TDM was started. At tstart = 0, a
voltage step of ΔU = −50mV was applied using the same measurement device. Current
and voltage were monitored for 1.5 days. The sampling frequency was varied in intervals
as shown in table 3.1.
Afterwards, a voltage step of ΔU = 50mV was applied to restore the starting conditions.
When the cell had settled at U = 4.1882V after 3 days, another impedance spectrum
(EIS 2) was recorded with the same speciﬁcations as EIS 1. To reduce measurement time,
EIS 2 was stopped after reaching f = 680μHz after approximately 2 h.
The time domain data was processed by a Matlab script as described above. The obtained
spectrum covers the frequency range from f = 33μHz . . . 9.5Hz with 15 PPD. EIS 1
covers the frequency range from f = 33μHz . . . 10 kHz, whereas the lowest frequency
measured for EIS 2 is f = 680μHz.
A comparison of the data obtained by EIS and TDM is shown in ﬁgure 3.22(a) (high
frequent part) and ﬁgure 3.22(b) (whole spectrum as logarithmic Nyquist plot). It can
be observed, that TDM and EIS 2 are in very good agreement, while EIS 1 shows a
considerable deviance.
To analyze this fact, the data quality of the three spectra was tested by the Kramers-
Kronig test presented in section 4.3.2.2. The residuals obtained by this test are depicted in
ﬁgure 3.23 and give an account of causality, linearity, stability and ﬁniteness of the tested
spectrum.














































Figure 3.23.: Kramers-Kronig residuals for EIS 1, TDM and EIS 2 shown in ﬁgure 3.22,
and for the merged spectrum (MS) of TDM and EIS 2.
The following conclusions can be deduced from the results of the Kramers-Kronig test:
• The residuals of EIS 1 show a systematic deviation at low frequencies. Therefore,
the tested sample was not stable during the measurement (duration 2 days).
• The residuals of TDM and EIS 2 only show minor noise over the whole frequency
range indicating that the criteria of causality, linearity, stability and ﬁniteness were
met for these measurements.
The reason for the unstable behavior of EIS 1 during 2 days is yet unclear, but it must
be considered that it is linked to the measurement technique. Probably it was caused by
a current drift or inaccurate excitation signal, because the temperature was kept constant
throughout the whole experiment and the settling time before the measurement was suf-
ﬁcient. During the 120000 sec (1.5 days) of TDM, the 2 days settling time and the 2 h of
EIS 2 the system was considerably stable. This is demonstrated by the low residuals of
both TDM and EIS 2 and the very good accordance of these two measurements. Hence,
only by the TDM it was possible to obtain a good impedance spectrum at the lowest
observed frequencies.
It should be noted that even though a spectrum calculated via Fourier transformation
should always fulﬁl the Kramers-Kronig test, this test is sensible for the here proposed
TDM, because the spectrum is composed of different sections that are the result of the
evaluation of different monitoring intervals, that have been merged by a simple weighting
algorithm.
It also should be mentioned that in [148] similar results for the impedance spectrum of a
cell with comparable material composition were reported.
3.6.2.6. Conclusion
The good accuracy of the TDM was already demonstrated in section 3.6.2.5. Another
advantage of the TDM is the high frequency resolution, that can be observed in ﬁ-
gure 3.22(b). With this technique 15 frequency points are evaluated per decade as a stan-
dard. A doubling of frequency points is also possible causing only a longer calculation
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time. So a higher frequency resolution does not go along with a longer measurement time,
as it is for EIS.
At high frequencies, time domain techniques face the critical issue that the excitation
signal has to be adjusted fast with very good accuracy by the potentiostat. This is a more
critical task than providing a harmonic oscillation at high frequencies as standard FRAs
do. The sampling rate of the data acquisition equipment must also be correspondingly
high and accurate at the same time.
Therefore, EIS has advantages at higher frequencies, where it has a better signal-to-noise
ratio because the whole signal energy of the excitation signal is concentrated in one fre-
quency. The overall signal energy is limited for all techniques, because it has to fulﬁl
the linearity condition of the test sample. As the measurement time is not critical above
10Hz, EIS is preferred for frequencies higher than 10Hz. It is possible to measure the
frequency range from 1MHz to 10Hz with 15 PPD and at least 10/100 delay/integration
periods in less than 2min.
As the main conclusion, a combination of TDM and EIS is considered as the optimum
technique to evaluate a large frequency range of electrochemical systems, resulting in
a merged spectrum (MS). The Kramers-Kronig residuals for MS are also shown in ﬁ-
gure 3.23. The merger of MS was realized by the same technique as explained in sec-
tion 3.6.2.4.
The measurement time of the whole measurement adds up to to Tmeas,TDM = 4/fmin for
the TDM plus approximately Tmeas,EIS = 2min for EIS (that is less than 1 % of the total
measurement time, if frequencies below 20mHz shall be examined).
Potential for a further reduction of measurement time of the TDM is given by the appli-
cation of a Gaussian pulse as excitation signal as described in section 3.6.2.2.
3.6.3. Comparison of the Measurement Times for Time Domain Mea-
surements and Impedance Spectroscopy
The TDM takes up less measurement time when compared to EIS, as is also concluded
in [128, 149]. However, the time-savings depend on the measurement parameters chosen
for the two methods. Generally, a settling time has to be provided for the system for
both measurements, so that all relevant processes in the observed frequency range have
decayed.
Beyond that, a delay period is important for an accurate result using EIS. This is demon-
strated by the following theoretical consideration. An electrochemical system – in this
example a RC circuit (R = 1Ω, C = 500mF, fRC = 1/(2πRC) = 330mHz, cf. ﬁ-
gure 3.24(a)) in series with an ohmic resistor – is assumed to be in harmonic oscilla-
tion. At the time t1 the frequency of the perturbation signal is switched from frequency
f1 = ω1/(2π) to f2 = ω2/(2π), in order to evaluate the subsequent frequency. Surely the
system will not immediately oscillate harmonically with frequency f2.
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Figure 3.24.: (a) Nyquist plot showing the comparison of a model system consisting of
a RC circuit in series with an ohmic resistor and the results of the simula-
tion of impedance spectroscopy measurements on this model system without
noise, applying the corresponding delay periods (D) and integration periods
(I). (b) Relative error in the real and imaginary part of the impedance in the
simulation of the impedance spectroscopy measurement of the model sys-
tem shown in (a) resulting from the corresponding measurement parameters
applied.
In order to analyze this behavior, the deviation Δi from the harmonic oscillation is calcu-




























As can be seen, the magnitude and the duration of this term depend on
1. the values of R and C;
2. the ratio of f1 and f2; therefore, the deviation term grows, if less frequency points
per decade are measured;
3. the distance of f1 and f2 from the characteristic frequency fRC of the system; the
deviation term has its maximum in the proximity of fRC.
These statements are also emphasized by the simulations shown in ﬁgure 3.24(a). The
error-free impedance response is depicted together with the calculated result of an
impedance measurement. In ﬁgure 3.24(b) the corresponding errors are plotted. The
measurement parameters for these simulations were chosen as follows:
• 5 PPD (points per decade), 0 D (delay periods), and 1 I (integration period);
• 10 PPD, 0 D, and 1 I;
• 10 PPD, 1 D, and 1 I;
without applying measurement noise. It can be observed that the error is signiﬁcant with-
out delay periods and gets worse when only few points per decade are measured.
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type PPD Tmeas in h Tmeas,EIS/Tmeas,TDM
TDM 15 111 -
EIS 5 147 1.32
EIS 10 266 2.40
EIS 15 386 3.48
Table 3.2.: Theoretical measurement times for EIS with a different number of
PPD compared with the time domain method presented in this thesis
(f = 10μHz . . . 10Hz). One delay period and one integration period was cho-
sen for EIS. Note that this is the minimum time to guarantee a consistent result.
Also, it should be mentioned that a longer integration time reduces the inﬂuence of mea-
surement noise. Therefore, a measurement time of two periods (one as delay and one for
integration) is seen as the minimum time for each frequency point for EIS. This corre-
sponds to Barsoukov’s comparison of the measurement time of his TDM with the mul-
tisine technique and EIS in [128]. It is argued in [128] that the TDM presented there
requires only 12% of the measurement time compared to EIS. However, it has to be noted
that this value is only possible, if the system satisﬁes the assigned model and the measured
data can be extrapolated beyond the monitored measurement time.
With the method proposed in section 3.6.2 – without any model assumptions – the mini-
mum measurement time Tmeas for a desired minimum frequency fmin with a step function
as excitation signal can be estimated to Tmeas = 4/fmin as shown in section 3.6.2.2. In
table 3.2 this measurement time is compared with that of EIS for different measurement
parameters. Compared to EIS the measurement time could be reduced by 71.2% by the
TDM for the same frequency density without any a priori assumptions.
3.6.4. Other Time Domain Methods
There is a large number of speciﬁc TDMs as already mentioned in section 3.6.1.2. Three
of them shall be addressed brieﬂy in this section because they have attracted some atten-
tion in recent years.
3.6.4.1. Current Interrupt (CI)
One realization of a TDM is the so-called CI technique. Here fore the (high) current drawn
from a system is simply cut off at a certain time and the voltage response is measured. This
technique is proposed for the determination of the impedance of low impedance systems
such as Proton Exchange Membrane (PEM) fuel cell stacks at high frequencies [150]. It
is favored for this purpose to avoid inductive effects presenting a problem for Alternating
Current (AC) methods.
CI is also proposed for fast diagnosis of electrochemical cells with large time constants.
This is done by directly ﬁtting the time domain data to a pre-assigned Equivalent Circuit
Model (ECM) as described for the CI technique in [151]. The point at issue for these
methods is that the choice of the ECM is based on assumptions determined before the
measurement as discussed in section 3.6.3.
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In [152], it is reported how a CI measurement can be conducted through a power electron-
ics control element included in a test bench.
3.6.4.2. Galvanostatic Intermittance Titration Technique
There are two special techniques to determine diffusion coefﬁcients in LIBs in the time
domain. For the ﬁrst one, GITT, a current pulse is applied to the battery and the voltage
response is measured.
Due to the current pulse the voltage rises because of the thermodynamic activity of the
inserted species [153]. It is shown, how the diffusion coefﬁcient can be determined from




The second technique to determine diffusion coefﬁcients in LIBs with an experiment in
the time domain is PITT [154].
Here a voltage step is applied that is causing Li ions to adsorb immediately on the elec-
trode surface reassuring chemical and electrical equilibrium. Due to the high concen-
tration gradient within the electrode, the outer compensation current is maintained. The
concentration gradient decays over time, so that the current also decays. If the measured
current is plotted logarithmically over the time, the diffusion coefﬁcient can be identiﬁed
from the slope of the obtained diagram, if the exact thickness of the electrode is known.
3.7. Measurement of Further Physical Quantities
The correlation between current and voltage in electrochemical systems is the most im-
portant for their characterization. However, the identiﬁed model equations mostly depend
on other external physical quantities, too, that are interpreted as operating parameters or
ambient conditions.
For batteries they are limited to the ambient temperature. The Current/Voltage (C/V)
characteristics of fuel cells depend on more operation parameters. These are:
• temperature,
• anodic gas composition (including ﬂow and pressure), and
• cathodic gas composition (including ﬂow and pressure).
In order to obtain reproducible measurement results, these quantities have to be monitored
during each experiment, too. For this reason, this section will give a brief introduction into
the basics of the measurement of these further physical quantities.
3.7.1. Temperature Measurement
Generally, there are several well-established techniques to measure a temperature. But
the applicability of these techniques depends on the ambient conditions and the temper-
ature range of the test setup. If the temperature at the reaction zone of a SOFC shall be
measured, several problems emerge. The sensor has to be inert for oxidizing and reducing
gas atmospheres. As all these requirements are impossible to meet, the best suiting of the
following options has to be chosen.
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Thermocouple
Thermocouples work on the principle of the Seebeck effect [155]. Every electronic con-
ductor has a Seebeck coefﬁcient that speciﬁes the thermovoltage of the conductor due to
a temperature difference between the two ends of a wire. If two materials with different
materials are combined, the corresponding thermovoltage can be measured.
The advantages of this technique are the wide temperature range from absolute zero to
the melting point of the materials applied, a variety of material combinations for different
sensitivities at different temperature ranges, the inertness if noble metal is used, and the
simple measurement setup without the need of a power supply.
Thermocouples of type ‘S’ are used in the SOFC test benches as a standard.
PTC / NTC
Another method to measure the temperature is to use the effect of the change in resistance
of a material due to a temperature change. Materials with Positive Temperature Coefﬁ-
cient (PTC) and Negative Temperature Coefﬁcient (NTC) exist and are applied for the
corresponding sensors. All of these have to impress a current into the sensor and measure
the voltage drop.
A variety of materials is applicable for different applications. The well-known
Pt100/Pt1000 sensor is made of platinum, which has a positive temperature coefﬁcient
and is used in many applications.
Pyrometer
The pyrometer is an elegant way to measure the temperature on the surface of a body. It
has a wide temperature range and can determine surface temperatures without contacting
the measurement object. However, due to high costs and the difﬁcult installation in a test
bench, thermocouples are preferred for the temperature measurement in the test benches
at IWE.
Impedance Spectroscopy
In section 3.5.3, it was shown how the temperature of a SOFC in operation can be deter-
mined by SFEIS.
In the case of the SOFC, the advantage of this type of measurement is that the temperature
is determined directly at the electrolyte by its ohmic resistance. The spot, where the
temperature is determined, is directly in the thin electrochemically active cell compound
and is not affected by the cooling of the gas ﬂow, as it would be if determined at the
cell surface. The integration of a passive temperature sensor at this spot is not possible,
because of the harsh conditions and the limited space.
The major drawback for this technique is the need of a reference curve and a FRA as
described in section 3.5.3.
3.7.2. Gas Flow and Composition Measurement
A few remarks on gas composition measurement and gas ﬂow measurement shall be given
here.
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3.7.2.1. Gas Composition Measurement
As shown in section 2.3.1, the OCV of a fuel cell depends only on temperature and the gas
compositions at the anode and cathode side. This fact can be used to measure the shares
of a binary gas composition. For SOFCs in H2/H2O operation and the assumption of
ambient air on the cathode side, the ratio of H2 and H2O can be calculated by the Nernst
equation (2.13) for a given operating temperature. This is done via the OCV probes
described in section 3.2.1.
More complex gas compositions are measured with gas chromatographs as a standard.
Those devices allow the determination of different gases included in the observed gas
ﬂow. However, steam has to be removed from the analyzed gas, because the gas chro-
matographs usually work at ambient temperature and the steam would then condense in
the gas chromatograph or in the pipes leading to it. This is why steam cannot be measured
as a gas component by gas chromatographs. The interested reader is referred to [48] for
a more detailed introduction to the working principle and the interpretation of measured
data of gas chromatographs.
3.7.2.2. Gas Flow Measurement
The mass ﬂow controllers in the SOFC test benches also have to measure the gas ﬂow in
order to be able to control it adequately. This is done by thermal mass ﬂow meters. The
measurement principle works as follows: heat is introduced into the gas ﬂow stream that
shall be determined. At a second position downstream the gas ﬂow, they measure how
much heat has been dissipated with a temperature sensor.
The heat dissipation can be correlated to the mass ﬂow of the gas, if the heat capacity
of the gas is known. This is one reason, why mass ﬂow controllers have to be calibrated
for one special gas. The other reason is the chemical compatibility of the applied sealing
materials and the gas.
4. Analysis of Measurement Data
In chapter 3 different measurement techniques have been presented. The impedance spec-
trum is regarded as central result of the techniques, because it can be obtained both by time
domain and frequency domain techniques (cf. sections 3.5.1 and 3.6).
In this chapter different possibilities of how to draw performance characteristics,
model parameters, general system dynamics parameters and physical properties out of
impedance spectra will be shown.
But ﬁrst of all, it is essential to deﬁne the operating point, in which the spectrum is
recorded. Therefore, the chapter starts with the analysis of static measurements in sec-
tion 4.1. After that, the analysis of impedance spectra is discussed in detail. This starts
with their visualization in section 4.2, before the Distribution of Relaxation Times (DRT)
is introduced as powerful tool for the identiﬁcation of electrochemical processes in sec-
tion 4.4. Methods how to verify impedance spectra are discussed in section 4.3. In sec-
tion 4.5 the Equivalent Circuit Model (ECM) method is presented, as it is conducted as a
standard to obtain impedance contributions of different processes to the spectra. This is
followed by the presentation of some new approaches consulting the DRT in order to con-
duct a pre-identiﬁcation of impedance spectra (section 4.5.2) and to stabilize the ﬁt and to
gain a better resolvability of the electrochemical processes in the ﬁt by applying the DRT
as additional quality criterion (section 4.5.4)1. This is seen as valuable contribution to
draw additional information out of impedance data compared to standard techniques such
as Complex Nonlinear Least Squares (CNLS) ﬁt, and to lead to a better understanding of
electrochemical systems.
4.1. Analysis of Static Measurement Data
Despite the amount of information contained in an impedance spectrum, analyzing the
static measurement data should not be omitted, because it is deﬁning the operating point of
the electrochemical system. This is information that cannot be drawn from an impedance
1This method has already been published in [156].
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spectrum alone. Therefore, the analysis of the Open Circuit Voltage (OCV) is discussed
brieﬂy in section 4.1.1. The performance of an electrochemical system is still most conve-
niently analyzed via Current/Voltage (C/V) characteristics as explained in section 4.1.2.
4.1.1. OCV
The OCV alone can provide essential information about the system under test. As already
stated in section 2.3.1, no distinction is made between the theoretical cell voltage and the
terminal voltage under open circuit conditions, UOCV. The difference between them is
mostly due to residual electronic conductivity in the electrolyte. When gaseous reaction
partners are involved, gas leaks in the measurement setup or in the electrolyte can also
result in a lower UOCV. However, these differences are very small for the considered
systems and measurement setups.
The residual conductivity is small for Lithium-Ion Battery (LIB) electrolytes as can be de-
duced from the low self-discharge rate [12]. At technically relevant operating conditions,
the Yttria Stabilized Zirconia (YSZ) electrolyte for Solid Oxide Fuel Cells (SOFCs) also
shows an electronic conductivity, but one that is several orders of magnitude lower than
the ionic conductivity and can therefore be neglected [31].
The further characteristics will be discussed separately for SOFCs and LIBs.
4.1.1.1. SOFC
The OCV for SOFCs is determined by the oxygen partial pressure difference between
anode and cathode. As pointed out in section 2.3.1, the theoretical voltage of a fuel cell is
given by the Nernst equation (2.12) and (2.13), respectively.
For fuel cells in H2/H2O operation, the measured OCV does not correspond well to the
voltage calculated by equation (2.13) with respect to the gases supplied to anode and
cathode. This can be attributed mostly to minor gas leaks in the test bench. Ambient
air leaks into the ceramic housing, increasing the pO2 on the anode side. This results in
a decrease of the ratio of pO2,cathode and pO2,anode and leads to a decrease in cell voltage
given by equation (2.12). The cathode gas is not critical, because mostly ambient air is
used here and a gas leak to the outer gas atmosphere has no inﬂuence on the measurement.
A leaking of anode gas to the cathode side, or vice versa, is not considered here because
of the design of the ceramic housing. Nevertheless, this would have the effect of a voltage
decrease for the anode as described above, and no effect on the cathode side, as ambient
air contains a share of 21% H2O and a minor leak would not affect this value signiﬁcantly.
The desired gas atmospheres on anode and cathode side can be adjusted via the measured
OCV. The OCV can be measured very accurately as shown in section 3.3.1 and represents
reliably the oxygen partial pressure gradient between anode and cathode. The desired gas
composition can be adjusted through the O2 content in the anode gas, which reacts with H2
to produce H2O in the burning chamber (see section 3.1.2). When the calculated voltage
for the desired gas composition is reached, this gas composition can be assumed as the
current operating condition of the tested cell. The largest deviation is expected at very
dry conditions, when only hydrogen is supplied to the anode. Typical leakage rates for
these conditions are below 0.5% for the test benches used at Institut für Werkstoffe der
Elektrotechnik (IWE).
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4.1.1.2. LIB
For LIBs, the OCV is the key quantity to determine the State of Charge (SOC) of the cell,
given it is in steady state. The accuracy hereby strongly depends on the characteristics of
the voltage over OCV curve. For the cathode material, LiFePO4 for example, a relatively
ﬂat curve is obtained so that an accurate determination of the SOC is more difﬁcult than
for the steeper curve of the cathode material Nickel Manganese Cobaltite (NMC).
4.1.2. C/V – Charge Characteristics
The measurement of the C/V characteristics of fuel cells and batteries differs fundamen-
tally because of the ﬁnite reservoir of charge carriers in batteries and the inﬁnite reservoir
of charge carriers in fuel cells (cf. section 2.1).
4.1.2.1. SOFC
A constant current excitation results in a steady-state operation for fuel cells. The C/V
curve of a fuel cell reﬂects the performance of the cell in the operating point. But the
actual measure of the performance is subject to ambiguity. Different physical values can
be consulted to express the performance, as pointed out earlier in section 2.3.4. There, the
power density and the power loss density were proposed as adequate measures to judge
the performance of a fuel cell.
The performance analysis then consists of the deﬁnition of an operating point and a C/V
measurement at that speciﬁc operating point.
The operating point is commonly deﬁned by temperature, and anode and cathode gas
compositions. The gas ﬂows and the size of cell must also be equal to enable a direct
comparison of the corresponding values. If not, detailed performance modeling becomes
necessary to obtain performance values independent of these quantities. An approach
applying impedance modeling for this purpose will be introduced in chapter 5.
4.1.2.2. LIB
For LIBs a constant current excitation changes the SOC, as pointed out in section 2.3.2.2.
Instead of C/V characteristics, the performance can be analyzed by measuring the charge
and discharge characteristics. A battery is subjected to charge/discharge cycles and the
difference between the charge and the discharge curve gives a good measure of the per-
formance and efﬁciency of the cell.
A more detailed analysis of the performance of LIBs can be found in [129]. The eval-
uation of the sophisticated measurement techniques like Cyclic Voltammetry (CV) and
Incremental Capacity Analysis (ICA) will not be discussed in this thesis. The interested
reader is referred to the references given in section 3.4.
4.2. Visualization of Impedance Spectra
Once an impedance spectrum of an electrochemical system is obtained, it has to be an-
alyzed. Three common ways to display measured or modeled impedance spectra exist.
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Figure 4.1.: (a) Nyquist plot of a measured impedance of a SOFC at 800 ◦C with a si-
mulated reformat as fuel gas on the anode side and air as cathode gas and an
offset current density of 0.5A/cm2 (sample S.6). (b) Imaginary part of the
measured impedance shown in ﬁgure 4.1(a) (in blue) and corresponding DRT
(in red).
The one preferred by most researchers is the so-called Nyquist plot. The negative imagi-
nary part of the impedance, −Z ′′, is plotted over the real part of the impedance, Z ′. The
advantage of this display type is that an ideal polarization process is represented by a
semi-circle, often referred to as ‘arc’, that is easy to detect in the Nyquist plot. However,
no information about the frequency is given by a Nyquist plot itself. As an example the
Nyquist plot, one of the impedance spectra analyzed in this thesis is shown in ﬁgure 4.1(a).
The second possibility to display an impedance spectrum is the Bode plot. It consists of
two separate diagrams, the ﬁrst showing the logarithmically scaled absolute value of the
impedance over the logarithmically scaled frequency, and the second showing the phase
angle either in rad or degree over the logarithmically scaled frequency.
The third possibility shown here is also presented by two individual diagrams with the
same x-axes as before, but in the ﬁrst diagram showing the real part of the impedance and



























Figure 4.2.: (a) Absolute value and (b) phase angle of the measured impedance shown in
ﬁgure 4.1(a).
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Figure 4.3.: (a) Real part and (b) negative imaginary part of the measured impedance
shown in ﬁgure 4.1(a).
in the second showing the negative imaginary part of the impedance.
When comparing ﬁgures 4.2 and 4.3, it is apparent that the display types are similar.
Furthermore, the absolute value and the real part of the impedance are not very helpful
to identify polarization processes, whereas the phase angle and the imaginary part of
the impedance clearly show two polarization processes for this example. In contrast to
the Nyquist plot in ﬁgure 4.1(a), they also provide information about the characteristic
frequencies of these processes. However, in the frequency range between 1 and 1000
Hz, little information about possible polarization processes can be extracted from these
diagrams.
4.3. Validation of Impedance Spectra
An impedance spectrum is obtained from the Frequency Response Analyzer (FRA) as
a list of complex values, one data point for every frequency that was measured. These
points constitute a non-parametric model of the measured system. Nevertheless, there is
a certain relation between these points, the Kramers-Kronig relation, that can be used to
validate the measured impedance data.
First, general errors and deviations that are apparent without detailed analysis will be dis-
cussed in section 4.3.1. In section 4.3.2.1 the Kramers-Kronig relation will be introduced
brieﬂy. A viable technique to actually verify impedance data was proposed in [157] and
will be summarized in section 4.3.2.2. Another possibility for this veriﬁcation based on
the DRT (see section 4.4) was proposed in [158] and will be addressed in section 4.4.1.
4.3.1. Obvious Deviations in Impedance Spectra
Displaying impedance data as Nyquist plot provides the possibility of a visual inspection
of the measured data. The following aspects should be considered for every impedance
spectrum.
• Measurement noise. A rough course of the Nyquist plot is an indicator for mea-
surement noise, that can have various origins. The most common ones are an inap-
propriate measurement range, an unstable system and electromagnetic interference
from other devices in the test bench or the laboratory.















Figure 4.4.: Schematic Nyquist plots of impedance spectra showing (a) activation and
(b) degradation during impedance measurement.
• Inductive artifacts. At very high frequencies, nearly every measurement setup pro-
duces inductive artifacts. They are indicated by a change from capacitive behavior,
which is the standard behavior for a passive electrochemical system (see also sec-
tion 2.3.3.2 and 2.3.3.3), to inductive behavior. If the intersection with the real axis
occurs at relatively low frequencies, the measurement setup should be optimized.
It should be noted that inductive effects are more pronounced for systems with low
impedance values, because a larger current is needed to provoke the same voltage
excitation.
• Time variance during measurement. There are various reasons for time variant
or non-stable behavior of the tested sample. The most often encountered effects in-
clude the temperature not being in equilibrium with the surroundings, heating due
to too high of a perturbation signal, and degradation or activation over time. Such
a behavior is commonly detectable in the low frequent part of the spectrum, be-
cause a longer measurement time is needed there for every measurement point and
time variance is more pronounced. Possible courses of the impedance are shown in
ﬁgure 4.4.
Besides these, smooth and accurate looking spectra can also contain other errors. This
can be analyzed by the method introduced in sections 4.3.2.1 and 4.3.2.2.
4.3.2. Kramers-Kronig Test
The Kramers-Kronig test is a powerful tool to test the quality of a measured spectrum. The
theory behind this test will be explained in section 4.3.2.1. Then a practical realization
of this test for ﬁnite measurement data is presented in section 4.3.2.2. Another possible
method to obtain a quality criterion related to the Kramers-Kronig test with the help of
the DRT is shown in section 4.4.1.
4.3.2.1. Kramers-Kronig Relation
Consider a measured impedance represents a dynamic system, that fulﬁls the following
criteria:
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• Causality. The measured response signal is exclusively caused by the perturbation.
• Linearity. The system was measured in the linear regime.
• Stability. The sample did not change its electrochemical properties during the mea-
surement.
• Finiteness. The impedance values must be ﬁnite for both ω → 0 and ω → ∞.
There are two exceptions for this criterion:
– Purely inductive behavior for ω → ∞ is not ﬁnite yet constitutes a valid
impedance.
– A LIB shows capacitive behavior (Im(Z(ω → 0)) → −∞) and is also part of
a valid impedance spectrum.
In this case the impedance complies to the Kramers-Kronig relation. This means, the
imaginary part of the impedance can be reproduced by the real part of the impedance and
vice versa. This has been derived and explained in many publications [36, 122], where
the equations of the Kramers-Kronig relation are also presented.
A practical way of illustrating the Kramers-Kronig relation is a simple RC circuit (see sec-
tion 2.3.3.2). The course of the real part of the impedance is a function of the parameters
RRC and CRC. Since this also accounts for the imaginary part, the two courses are con-
nected by a mathematical transformation. This is similarly the case for every impedance
response that fulﬁls the above mentioned criteria.
4.3.2.2. Kramers-Kronig Test by Boukamp
The Kramers-Kronig relation has been explained for an RC circuit in section 4.3.2.1. As
the impedance response of an RC circuit complies the criteria for the Kramers-Kronig
relations, so too does every impedance response that can be reconstructed by a series
connection of RC circuits. This is the idea behind the Kramers-Kronig test proposed in
[157].
In order to conduct this test, a number of RC circuits, n, has to be chosen. The values of
the characteristic time constant, τn, must also be predeﬁned. They are usually logarith-
mically spaced and cover the frequency range of the measurement. Then the ECM (see
section 4.5) consisting of the series connection of the n RC circuits plus a resistor R0 is
ﬁtted to the measurement data. Because the value for each τn is ﬁxed, the ﬁt is linear in
its parameters Rn and R0.
For systems with capacitive behavior (like LIB) or if pronounced inductivities are visible
in the tested spectrum, the ECM can be expanded by a capacitor or an inductor, respec-
tively. These elements violate the criterion of ﬁniteness, but can be caused by a causal,
linear, and stable system, as stated in section 4.3.2.1.
The residuals between measured and ﬁtted ECM give a measure of the applicability of the
Kramers-Kronig relations and are called Kramers-Kronig residuals.
• Low residuals indicate good measurement quality and that the criteria listed in
section 4.3.2.1 are complied.
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• Randomly distributed residuals show that a certain measurement noise is present
during measurement, but the criteria in section 4.3.2.1 are basically satisﬁed.
• Systematically distributed residuals can occur for two reasons: a serious violation
of the criteria for the Kramers-Kronig relations or the number of RC circuits n was
chosen too small (see below).
Simulations with different numbers of RC circuits showed that:
• a low number for n < nopt leads to poor ﬁt results with large systematic deviations,
i. e. large systematic residuals,
• at a certain number nopt the residuals converge to a certain level,
• for a larger numbers of RC circuits n > nopt the values for Rn start oscillating
around zero. This is also stated in [157]. It is further argued, that this does not
violate the test criterion.
It should be noted that the number of RC circuits is the crucial parameter for this test.
Residuals for different measurements are only to be compared, if the ﬁt was conducted
with the same number of elements. It is further recommended to determine nopt iteratively.
This test has been implemented in Matlab at IWE.
4.4. Distribution of Relaxation Times (DRT)
A Debye polarization process is fully characterized by its time constant τ and its polariza-
tion loss R [21]. In an ECM, this process is represented by an RC circuit, as introduced in
section 2.3.3.2. Certain processes with relaxation times that are distributed around a main
value can be described by a parallel combination of an ohmic resistance and a Q element
(see section 2.3.3.5). When choosing an ECM, one assumes a certain number and type of
dispersion processes in the cell, which is often subject to ambiguity. Several ECMs must
be tried until an adequate ECM is found. An alternative to this indirect approach is to
use an arbitrary DRT. This corresponds to a ‘general’ equivalent circuit consisting of an
inﬁnite number of ‘differential’ RC circuits in series. The measured impedance Z(ω) can
then be expressed by an integral equation containing the distribution function γ(τ)2:






where R0 represents the ohmic resistance, and Rpol is the total polarization resistance as
shown in ﬁgure 2.15(a). The expression γ(τ)/(1 + jωτ)dτ speciﬁes the fraction of the
overall polarization with relaxation times between τ and τ + dτ . This implies that the
area under each peak in the DRT equals the polarization resistance of the corresponding
loss mechanism. In practice, the continuous function γ(τ) is approximated by the discrete
function






2In the literature, it is often distinguished between the two distribution functions γ(τ) and g(τ) [36, 159],
the former being the analytically calculated and the latter being the numerically approximated one.
However, in this thesis, only the approximated distribution will be used with the denomination γ(τ).
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with predeﬁned values for τn, which are logarithmically distributed as a standard. For






with Δlnτn = ln τn+1 − ln τn, n = 1, . . . , N − 1 (4.3)
is used. The calculation of the values for γn is not a trivial task [36]. It can performed via
Tichonov regularization [161, 162] and yields good results for the approximation of Z(ω)
in equation (4.2). More detailed information about the DRT can be found in [18, 36].
The beneﬁt of this function can be observed in ﬁgure 4.1(b), where the negative imaginary
part of the impedance taken from ﬁgure 4.1(a) is compared to the DRT calculated from the
identical impedance. In this ﬁgure the DRT exhibits the two main polarization processes
that can also be identiﬁed by the imaginary part of the impedance (cf. ﬁgure 4.3(b)) at ap-
proximately 0.4 and 10000 Hz. However, in the frequency range between 1 and 1000 Hz,
where no distinct information about the involved polarization processes can be extracted
from the imaginary part of the impedance, the DRT clearly shows three separated peaks
corresponding to three polarization processes. This characteristic is beneﬁcial for the
analysis of impedance spectra, which will be demonstrated in section 4.5.4.
4.4.1. Kramers-Kronig Test with the Help of the DRT
When comparing the γn values for the DRT in section 4.4 and the Rn values for the
Kramers-Kronig test in section 4.3.2.2, it becomes apparent that the only difference is
the method in which these values are obtained, the Tichonov regularization or a linear ﬁt,
respectively. Therefore, the DRT method yields a smooth curve, whereas the values for
Rn plotted over τ do not.
For any DRT, a back calculation with the help of equation (4.2) can be performed.
The result is Zmod(ω). A residual plot comparing measured impedance Z(ω) with the
impedance calculated from the corresponding DRT Zmod(ω) yields similar information as
the Kramers-Kronig test and can also be consulted to rate the quality of the spectrum with
the same criteria as the Kramers-Kronig test in section 4.3.2.2. This is discussed in detail
in [157].
4.5. Equivalent Circuit Modeling
An ECM tries to reproduce the impedance response of an electrochemical system with
a composition of electrical equivalents (see also sections 2.3.3.2 and 2.3.3.5). The ECM
should always contain the minimum number of circuit elements possible to represent the
measurement data adequately – this facilitates both the parameter identiﬁcation and the
physical interpretation of the ECM. At best, each subcircuit should represent an electro-
chemical process. An accurate parameterization yields important information about this
process, as demonstrated in ﬁgure 4.5:
• The polarization resistance of a subcircuit represents the portion of the whole
polarization resistance, Rpol, that this particular loss process is responsible for.
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R = 1.0 R = 0.7
Ĳ = 5.0 · 10-4
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Figure 4.5.: (a) Example of an ECM consisting of a resistor R and two RQ circuits.
(b) Impedance of the ECM from ﬁgure 4.5(a) depicted together with the
impedance of the single impedance contributions.
• The characteristic frequency yields valuable information about the speed of the
corresponding process and can thereby help to identify a physical effect behind it.
• The attainable precision gives a measure of how adequate the ECM actually is.
The stepwise identiﬁcation of the loss processes of a SOFC single cell by means of a phys-
ically motivated ECM is demonstrated in [18]. The evaluation of a whole measurement
series over time can attribute the degradation to a speciﬁc loss process [91].
The parameterization of an ECM is commonly done by ﬁtting the parameters of a pre-
designed ECM to impedance data obtained from measurement, as will be explained in
section 4.5.1. Since this is not a trivial task, sections 4.5.2 to 4.5.4 present three possibili-
ties to facilitate the ﬁt procedure. Different ﬁt algorithms for the different approaches are
discussed in section 4.5.6. In section 4.5.5 a batch ﬁtting approach is presented which is
based on the methods derived in sections 4.5.2 to 4.5.4. With this approach, it is possible
to parameterize a complete measurement series automatically.
4.5.1. Complex Nonlinear Least-Squares Fit
In the case of a linear ﬁt problem, the quality criterion is a quadratic function with one
global minimum that can be calculated analytically [137]. But even for the ﬁt of the most
simple subcircuit representing a polarization process – the RC circuit – the ﬁt problem is
nonlinear and complex. It is nonlinear because the impedance Z(ω) exhibits a nonlinear
dependency on both parameters RRC and CRC. It is further complex because the quality
criterion consists of two parts – one for the real part of the impedance and one for the









where the vector a contains all free parameters of the ﬁt problem. The main challenge
of the CNLS ﬁt is the consistent minimization of the quality criterion deﬁned by equa-
tion (4.4). The initial values for the ﬁt play a very important role in the ﬁtting procedure.
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These have to be more accurate the more complicated the ECM is. Only in this way can
it be guaranteed that the ﬁt converges in the global minimum and not in a local one. Spe-
cial algorithms are also needed for this task: two will be introduced in section 4.5.6. A
detailed introduction into CNLS ﬁt and guidelines for how to choose the ﬁtting parame-
ters (number of iterations, weighing functions, complex, real only or imaginary only ﬁt)
is given in [163]. A recommended and widely used software tool is Zview. Its manual
also gives a good overview of CNLS ﬁtting and the independent quality criteria described
here. Nevertheless, for the ﬁts in this thesis, a powerful new technique is presented in
section 4.5.4.
4.5.2. Pre-Identiﬁcation via DRT
As demonstrated in ﬁgure 4.1(b), the DRT is a very good type of visualization for dis-
playing the individual processes occurring in the electrochemical system. This is why a
pre-identiﬁcation via DRT is a valuable tool for evaluation of the number of processes
measured in the impedance spectrum. As a rule, it can be stated that if two or more
expected processes do not appear separated in the DRT, they are unlikely to be deconvo-
lutable via CNLS ﬁtting. In some cases, processes can be visualized by the DRT that are
not visible in the Nyquist plot, as they are hidden by larger processes or because a number
of processes appear as one smeared process in the Nyquist plot (cf. ﬁgure 4.1(b)). The
DRT can thus be consulted in order to develop an appropriate ECM, as was done in [18].
Once an ECM is determined, the DRT can be used to identify suitable initial values for
the CNLS ﬁt. First, the characteristic frequencies of the polarization processes can be
identiﬁed via the DRT. This can also be done using the imaginary part of the impedance,
since the peaks indicate the characteristic frequencies. However, a higher degree of sep-
aration of the peaks in the DRT, as shown in ﬁgure 4.1(b), enables easier identiﬁcation
of the peak frequencies for complicated systems. As mentioned before, the area under
each peak is proportional to its fraction of the total polarization resistance. With this
information, initial values for the resistances in the ECM can also be estimated.
4.5.3. Consistency Check of Fit via DRT
The DRT also yields the possibility to double-check the obtained values from the ﬁt pro-
cedure. When calculating the DRT of the impedance of the ECM parameterized with the
obtained ﬁt result and comparing this DRT with the DRT of the measurement, system-
atic errors like invalid characteristic frequencies or deviating resistances can be visualized
as demonstrated in ﬁgure 4.6. The measured impedance from ﬁgure 4.1 is shown again
together with a corresponding ﬁt result that was obtained with rather bad initial values
by Zview. The ﬁt result reproduces the measured impedance in an acceptable way, but
the DRTs of these impedance curves in ﬁgure 4.6(b) dramatically reveal that the obtained
parameter set does not represent a valid solution of the ﬁt problem. Therefore, it is pro-
posed to double-check the obtained parameter sets with this method before using them for
further calculations.
4.5.4. DRT as additional Quality Criterion
The surplus of information of the DRT can also be used directly in the ﬁt algorithm itself.
It has to be kept in mind that all information for the calculation of the ﬁt result of the
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Figure 4.6.: (a) Nyquist plot of measured impedance from ﬁgure 4.1 (in red) and corre-
sponding ﬁt result obtained by Zview with bad initial values (in orange). (b)
DRTs of measured impedance from ﬁgure 4.1 (in red) and of ﬁt result shown
in ﬁgure 4.6(a) (in orange).
standard ﬁtting procedure is the real and the imaginary part of the impedance as shown
in ﬁgures 4.1 to 4.3. This may work out well for clearly separated processes like the
two mentioned in the description of ﬁgures 4.1 to 4.3 in section 4.2, but it is apparent
that a clear assignment of characteristic time constants and corresponding resistances for
the frequency range between 1 and 1000Hz is not trivial. The data of the DRT depicted
in ﬁgure 4.1(b) seems to be more appropriate to perform this task. As mentioned in
section 4.5.3, a comparison of the DRTs of measured and modeled impedance can yield
additional information about the quality of the ﬁt. The idea behind the technique proposed
in this study is to expand the quality criterion for the ﬁt by the difference of these two















Because of the increased complexity of the quality criterion, the Levenberg-Marquardt al-
gorithm (see section 4.5.6.1) fails for this task and was substituted by a simplex algorithm
(see section 4.5.6.2). Figure 4.7(a) shows the obtained ﬁt result with the new quality crite-
rion and the new ﬁt algorithm. For the ﬁtting procedure, the same initial values were taken
as for the ﬁt shown in ﬁgure 4.6(a). It can be observed that not only is the Nyquist plot in
ﬁgure 4.7(a) reproduced with good accuracy, but also the comparison of the correspond-
ing DRTs shows little deviation. As can be seen from the residual plot in ﬁgure 4.8(a),
the only signiﬁcant deviation occurs for very high frequencies and can be interpreted as
measurement artifact due to inductances that originate from the cell connections at high
frequencies. The inductive behavior is not modeled in the applied ECM and therefore
appears as a deviation in the residual plot. Another minor deviation can be observed at
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Figure 4.7.: (a) Nyquist plot of measured impedance from ﬁgure 4.1 (in red) and corre-
sponding ﬁt result obtained by by the here proposed ﬁtting procedure with bad
initial values (in orange). (b) DRTs of measured impedance from ﬁgure 4.1
(in red) and of ﬁt result shown in ﬁgure 4.7(a) (in orange).
around 1000Hz. This is the frequency above which a special high pass ﬁlter in the mea-
surement device is activated. The noise between 70 and 1000Hz is due to a characteristic
noise in the imaginary part of the impedance that is observed frequently for such low
absolute impedance values in this frequency range. Again, it can be stated that the devi-
ation results from a measurement artifact and not from a poor ﬁt result. This can also be
shown by the similar residuals in ﬁgure 4.8(b) obtained by the comparison of the mea-
sured impedance in ﬁgure 4.1(a) and the impedance calculated from the corresponding
DRT in ﬁgure 4.1(b), as explained above.
Figure 4.8(b) shows, that the deviation of the measurement from the causal, stable, and
linear system determined by the DRT3 are of the same quality and appear in the same
frequency range as the ﬁt residuals in ﬁgure 4.8(a). This means that the ﬁtting procedure
has even compensated for measurement artifacts revealed in ﬁgure 4.8(b). This robust-
3The ability to validate impedance data via the DRT has been subject to section 4.4.1.






































Figure 4.8.: (a) Residuals of the ﬁt result shown in ﬁgure 4.7(a). (b) Residuals of the
measured impedance (ﬁgure 4.1(a)) and the impedance calculated from the
corresponding DRT (ﬁgure 4.7(b)).
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Figure 4.9.: (a) Nyquist plot of the same cell as in ﬁgure 4.1(a) but with an offset current
density of J = 1.0A/cm2 (in red) and corresponding ﬁt result (in orange)
obtained by the here proposed ﬁtting procedure with the ﬁt result shown in
ﬁgure 4.7(a) as initial guess. (b) DRTs of measured impedance (in red) and
of ﬁt result (in orange) shown in ﬁgure 4.9(a).
ness is highly beneﬁcial for a consistent batch-ﬁtting for measurement series, as will be
explained in section 4.5.5.
4.5.5. Batch Fitting
A batch-ﬁtting procedure yields ﬁt results not only for one spectrum but a whole measure-
ment series, normally a variation of one operating parameter or simply the measurement
time. After ﬁtting the ﬁrst spectrum of this series, the ﬁt result is taken as an initial
guess for ﬁtting the next spectrum in line and so forth. It is obvious that a very robust
ﬁtting procedure is needed in order to guarantee consistent ﬁtting throughout the whole
series, as a deviation in one of the ﬁrst spectra is not likely to be compensated in later
ﬁts. In ﬁgure 4.9(a) the Nyquist plot of a spectrum with increased offset current density
of J = 1.0A/cm2 (compared to J = 0.5A/cm2 in ﬁgure 4.1(a)) is depicted together with
the corresponding ﬁt obtained by the proposed method. The ﬁt result shown ﬁgure 4.7(a)
was taken as initial value.
Both impedance and the DRTs show little deviations and enable the ﬁtting of another
spectrum measured at a further increased current density of J = 1.5A/cm2 with the same
procedure. The results are shown in ﬁgure 4.10.
Again these ﬁgures show a very good accordance in ﬁt and DRT, apart from the induc-
tive effects that cannot be reproduced because of the lack of a corresponding model. In
ﬁgure 4.11(a) the whole measurement series together with the ﬁts plus the corresponding
residuals are depicted. Apart from the deviation due to the inductive artifacts, the resid-
uals are very small with similar characteristics as the residuals shown in ﬁgure 4.8(a). In
fact, the characteristic deviations that were discussed in the previous section appear again
in this residual plot. This underlines the statement that these deviations can be explained
by measurement artifacts.
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Figure 4.10.: (a) Nyquist plot of the same cell as in ﬁgures 4.1(a) and 4.9(a) but with an
offset current density of J = 1.5A/cm2 (in red) and corresponding ﬁt results
(in orange) obtained by the here proposed ﬁtting procedure with the ﬁt result
shown in ﬁgure 4.9(a) as initial guess. (b) DRTs of measured impedance (in
red) and of ﬁt result (in orange) shown in ﬁgure 4.10(a).
4.5.6. Fit Algorithms
In this section, two optimization algorithms are introduced brieﬂy. The Levenberg-
Marquardt algorithm in section 4.5.6 is a widely used algorithm for CNLS ﬁtting prob-
lems. In section 4.5.6.2 the Nelder-Mead method is presented. This method is often also
called downhill simplex method or simplex algorithm and is a search algorithm with-
out the need of derivatives. It is therefore well applicable for the method described in
section 4.5.4.
4.5.6.1. Levenberg-Marquardt
The Levenberg-Marquardt algorithm is often applied for CNLS ﬁtting problems [22].
This algorithm yields good ﬁt results, as it combines the advantages of steepest gradient


































Figure 4.11.: (a) Measurement series as shown in ﬁgures 4.1(a), 4.9(a) and 4.10(a) with an
offset current density of J = 0.5, 1.0, 1.5A/cm2 (in red) and corresponding
ﬁt result (in orange) obtained by the here proposed ﬁtting procedure. (b)
Residuals for the three ﬁts shown in ﬁgure 4.11(a).
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descent when far away from the minimum, and of the Gauss-Newton-algorithm for good
and fast convergence when near the global minimum [164, 165, 166]. The search direction
is actually a cross between the Gauss-Newton direction and the steepest descent direction.
This algorithm yields very accurate and fast convergence if the Jacobian matrix for all ﬁt
parameters is provided. If not, the algorithm can calculate them numerically but thereby
loses performance.
4.5.6.2. Nelder-Mead Method or Simplex Algorithm
A simplex is the convex hull of n + 1 verteces in the n-dimensional space. It is the
minimum representation of a full-dimensional object, i. e. a triangle in the plane or a
tetrahedron in the 3-dimensional space.
The Nelder-Mead method starts with a simplex in the parameter space. By searching
external positions with lower values for the quality criterion and by canceling the vertex
with the highest value for the quality criterion, the simplex moves towards the minimum
of the quality criterion. If no favorable external position can be found, the simplex is
reﬁned and shrinks.
This way it is possible to ﬁnd the solution of a nonlinear optimization problem without
calculating the Jacobian matrix [167, 168].
4.6. Other Analysis Techniques for Impedance Spectra
A number of other possibilities exist to extract more information out of impedance spec-
tra. Differential Impedance Analysis (DIA) calculates a new function out of the real and
imaginary parts of the impedance plus their ﬁrst and second derivatives [169]. However,
the calculation of derivatives of measurement data is always suspect, as noisy data leads
to large artifacts in the derivative. This is probably the main reason why this method is
not widely used in electrochemistry.
In [170] it is proposed to plot the difference in the imaginary part of two impedance spec-
tra, provided that a measurement series of impedance spectra has been recorded upon
variation of one speciﬁc operating parameter. At best this variation should trigger only
one polarization process. The polarization processes can then be analyzed in detail by the
proposed technique. This method has been called Analyzing the Difference in Impedance
Spectra (ADIS) in [171] and was expanded to a more sophisticated technique by introduc-
ing some rules for its application. One of the spectra, preferably that for the minimum or
the maximum of the varied operating parameter, is declared as reference and the imaginary
part of this spectrum is subtracted from all other spectra. This yields quite a good visual-
ization of the consequences of the parameter variation and can help to identify different
polarization processes much better than with a single spectrum. However, the correspond-
ing polarization process must be sensitive enough to produce a detectable change. This
may not be possible for some processes. The effort for this method is also quite high, as a
whole measurement series is needed and not only a single impedance spectrum.
5. Impedance Modeling of
Electrochemical Systems
In the preceding chapters 3 and 4 methods have been introduced to obtain important prop-
erties of electrochemical systems. The methods are suitable for small-scale systems and
can yield important information about the performance and efﬁciency of the tested system
as well as their dependencies on operating parameters.
However, it is important to note that a small-scale system is a model system designed for
characterization purposes in a laboratory environment and not intended for commercial
application. Large-scale systems are needed to provide enough power or energy to be
technically relevant. The differences between small- and large-scale systems will be elu-
cidated in section 5.1. Accordingly, different approaches and model types are needed for
both types of systems, namely micro-models and macro-models.
The research group of Bessler focuses on the so-called ‘multi-scale model’ approach,
where even effects on the atomistic scale are considered [105, 172]. The parameters are
then inserted into the next scale and homogenized for faster calculation. This scale-up step
is repeated until the desired system level is reached. Among others, impedance models
are also proposed [96].
In this thesis, a more self-contained approach based on impedance models will be pre-
sented. Impedance models are a good basis for a modeling framework, as they combine
static and dynamic behavior of the system with a short calculation time suitable for real-
time simulation in the time domain. In section 5.2 impedance models will be introduced.
An approach to apply these impedance models to macro-models is subject to section 5.3.
Hence, the main content of this chapter is the introduction of an impedance model frame-
work that is applicable to simulate a Solid Oxide Fuel Cell (SOFC) stack statically and
dynamically. The static model is appropriate to give an estimate for the expected power
output of a SOFC stack. It does not require measurements on complete stacks. It is suf-
ﬁcient to parameterize the model only with single cell measurements on A1 cells (see
ﬁgure 3.1). These measurements must include the complete relevant operation parame-
ter ﬁeld which will be present at any position in the stack. It will be demonstrated by a
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comparison of modeling and measurement that the model parameterized withA1 measure-
ments produces accurate results for the simulation of an A16 cell for different operating
points.
As will be shown in section 5.3.2, the individual losses of a SOFC can only be separated
with the help of dynamic measurements like Electrochemical Impedance Spectroscopy
(EIS) and corresponding analysis methods. In a micro-model a change in the impedance
spectrum can easily be attributed to an individual loss process, if an adequate Equiva-
lent Circuit Model (ECM) is available [91]. For stacks this task is more difﬁcult due to
the difﬁcult technical realization of dynamic measurements on the stack and the lack of
appropriate dynamic models for SOFC stacks.
However, it will be shown that the dynamic micro-model can also be scaled up to identify
the electrochemical losses (section 5.3.5)1 and – within limits that will be discussed –
reproduce the impedance of a larger cell (section 5.3.6). Attention must be turned to
the Gas Conversion Impedance (GCI) which only needs to be considered for large-scale
systems. This will be discussed in detail in section 5.3.7.
The model framework presented in this chapter is aimed for application in a diagnosis
system for SOFC stacks, but it also allows to predict the stack performance out of single
cell measurements with minimal computational effort.
It should further be mentioned, that this approach is primarily intended for SOFCs in
H2/H2O operation. The framework itself is not restricted to this setup, but the model
presentation in section 5.3 will leave out Lithium-Ion Batterys (LIBs) and other fuel gas
compositions for SOFCs in order to keep the presentation comprehensive. For the ob-
tained model the SOFC and its particularities as modeled electrochemical system play
also an important role.
5.1. Small/Large-Scale Systems and Micro/Macro-Models
Simple model systems are generally used for the identiﬁcation of the governing processes
taking place in electrochemical systems, as the number of involved processes should be as
small as possible for their identiﬁcation and subsequent modeling. On the other hand, it is
sensible to characterize technically relevant structures, because the applied materials may
show altered properties when embedded in a complex system compared to their behavior
in model systems [66].
This chapter concentrates on SOFCs as a practical example for these proposed methods.
As pointed out above, A1 cells are used to model small-scale system behavior, on which
the identiﬁcation of the relevant processes is conducted. A short deﬁnition of small-scale
systems and the corresponding model is given below.
• Small-scale system. A small-scale system is the smallest sensible device that al-
lows for a complete characterization of all individual processes in a given electro-
chemical system. The only difference to technically relevant systems is its size.
One beneﬁt of reduced size is that homogeneous operating conditions can be easily
1This section is based on the results already published in [173].
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adjusted over the whole electrochemically active area. Other advantages are re-
duced costs compared to larger systems and the easier fabrication of samples with
homogeneous properties.
• Micro-model. The corresponding model to a small-scale system taking into ac-
count all individual processes of a given electrochemical system. Only spatially
static operating parameters are used as input parameters and no spacial distribution
of output quantities is provided.
The range of possible model approaches is quite large for small-scale systems. But for
technically relevant systems with distributed parameters, these are often not applicable
due to the increased complexity. This comprises spatially distributed input and output
parameters and the interaction of small sections within the system with the rest it. Hence,
technically relevant systems are treated as another category of systems and the terminol-
ogy for these large-scale systems as well as the corresponding macro-models is introduced
in the following.
• Large-scale system. A large-scale system is an electrochemical system, in which
all possible processes and reactions take place, that are supposed to take place in
a commercial electrochemical system of the same type such as a SOFC stack. All
relevant quantities have to be considered as distributions in all relevant dimensions.
The size and complexity of these systems reach from large laboratory style test cells
to full commercial products or prototypes.
• Macro-model. This is a model for a large-scale electrochemical system and takes
into account all processes likely to occur in a commercial product. All relevant
quantities are given as distributions in all relevant dimensions. It can be constructed
on the basis of a small-scale model but has to be expanded by one or more dimen-
sions. Usually, Finite Elements Method (FEM)-based models are designed for this
purpose.
5.1.1. Small-Scale Systems
The purpose of these systems has already been mentioned. The micro-models developed
for these model cells can be stunningly precise and help to understand their behavior.
However, the general rule is that the more precise the model, the more complex it usually
is. Because of the large differences between small-scale systems for SOFCs and LIBs,
they are discussed separately in the following subsections.
5.1.1.1. SOFC
In SOFC research, single-cells of different dimensions are common. But further simpliﬁed
test samples are manufactured to reﬁne identiﬁcation of fundamental processes in these
cell conﬁgurations. For example model anodes can be used to identify the processes
on the anode on the atomic level [75]. Symmetrical cathodes are selected to measure
and analyze the electrochemical reaction on the cathode side of the SOFC [10, 31, 135].
Measurements can be conducted in a much simpler test setup, because ambient air can be
supplied to both sides of the sample and therefore traditional sources of errors such as gas
tightness are not an issue. However, these model systems are not full cells, and they are
not considered in this thesis.
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The single-cells used at Institut für Werkstoffe der Elektrotechnik (IWE) as small-scale
systems have a square-shaped active electrode area of A1 = 1 cm2 (see ﬁgure 3.1). This is
seen as good trade-off between a tolerable variation of operating conditions along the gas
channel and negligible edge effects. But a small single-cell does not ensure homogenous
operating conditions alone. The gas supplied has to be uniformly provided and the ﬂow
must be adequately large. Only under these preconditions, a reproducible measurement
can be achieved and guaranteed.
5.1.1.2. Li-Ion Batteries
Button cells are often used to characterize components of Li ion batteries. They have a
small electrode area and the housing shows a good thermal conductivity, so that every part
of the cell is well connected to the current collector and the operation temperature is kept
equal all over the active area. The EL-Cell offers special re-usable cell housings with an
electrode area of A = 2.54 cm2. Also so-called Swagelok cells are used. Here gas pipe
adaptors are used as housings, taking advantage of the their gas tightness and robustness.
However, it has turns out that several problems arise with this type of housing. Corrosion,
long term degradation, and lacking reproducibility were drawbacks in attempts to apply
these housings for basic research. Unfortunately, such results seldom get published in the
literature, so no reference can be given for these ﬁndings.
5.1.2. Large-Scale Systems
However accurate a micro-model can get, a technically relevant system will most likely
not fulﬁl the requirements to assume constant operating parameters. For example the core
temperature of a prismatic LIB is supposed to be higher than its surface temperature, due
to the losses (see section 2.4.2) and the entropy change during cycling.
The system with homogeneous operating parameters becomes a system with distributed
parameters, as it is expanded by at least one additional dimension. These are the di-
mensions, in which the change in relevant operating parameters occurs. Examples of
large-scale systems relevant for this thesis can be found in the following subsections.
5.1.2.1. SOFC
The most prominent and also most often used commercial system is the so-called SOFC
stack. Several planar layers are mounted on top of each other, separated by a bipolar
plate that provides electrical connectivity and separates the gas volumes [11]. In a ﬁrst
approximation the gas supply and operating temperature can be assumed equal for all gas
channels in the stack, but a non-negligible variation of operating parameters occurs along
these gas channels as will be explained in section 5.3.4.
Many researchers and industrial companies focus on another type of a SOFC: tubular
cells. As they are not subject to this thesis, the reader is referred to [174] for a good
introduction into manufacturing, characteristics and performance of such systems.
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5.1.2.2. LIB
As the capacity of a LIB scales with the cell area, commercial LIBs require a large cell
area. The approaches to achieve this include the three most often used designs for LIBs:
pouch cells, prismatic cells and round cells (see also section 2.2.1.4). But no adequate ref-
erence can be given for a critical discussion about small-/large-scale systems and micro-
/macro-models at this point.
5.1.3. Micro-Models and Macro-Models
As stated in section 5.1.1, even small-scale models can be quite complex. The structure
is commonly deﬁned by the quality (type and complexity) of the governing equations.
Therefore a scale-up of models for technically relevant systems is not an option for most
modeling approaches.
However, the identiﬁed electrochemical relations apply also for large-scale systems. A
classical way to implement a model that accounts for a spatial distribution of operating
parameters is a FEM model. In this approach, the governing equations are evaluated at
special points in a mesh that is generated in the geometrical structure of the system. FEM
simulations are capable of providing a large number of physical and chemical quantities
at each position inside the model and can therefore give a good insight into the system,
but they require a complex software framework such as Comsol Multiphysics.
The macro-models presented here are constructed in a different way. They take the micro-
model as basis and expand it by adding distributed variables, that account for the shift in
operation parameters within the large-scale system. The most prominent example of such
an expansion is the gas channel in a SOFC system. Here, one additional dimension is
added to account for the changes in operating conditions alongside this dimension. This
example will be discussed in detail in section 5.3.
Macro-models that can be found in the literature are commonly designed for a single
characteristic or physical quantity. Often the whole cell area is homogenized and one
single Area Speciﬁc Resistance (ASR) is used for both ohmic and polarization resistance
[175].
5.2. Introduction into Impedance Modeling
The physical and chemical processes that occur in electrochemical systems have many
different natures and comprise many research areas. However, if they are relevant during
operation, they will produce a voltage response for a given current excitation and vice
versa, because of the inhibited impedance.
That said, the impedance of an electrochemical system can be used for two major pur-
poses:
• Identiﬁcation. It was already shown with the help of the ECMs in section 4.5, that
impedance analysis is a substantial means for the identiﬁcation of electrochemical
processes occurring in the system.
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• Simulation. Furthermore, an impedance model2 is usually a very simple mathemat-
ical expression that reﬂects a deterministic dynamic relation between voltage and
current density. Within a speciﬁc operation area, it is easily applicable for a time
domain simulation of the system, as required for various purposes [109]. If a lin-
ear operating area cannot be assumed, the parameters of the ECM can be adjusted
according to the current operation area in time, resulting in a time variant system.
The ﬁrst of these purposes has long been known and long been applied for a large variety
of electrochemical and other technical, dynamic systems.
The second one becomes more and more important, as time domain simulations are a
classical way to simulate the powertrains of automotive vehicles – one of the largest in-
dustrial sectors worldwide. Within the last ten years, with the development of fuel cells
and batteries, large car manufacturers try to include electrochemical systems in their time
domain powertrain simulations. Thus, in parallel with the starting commercialization of
these systems for automotive applications, the need for fast and easily implementable
models for time domain simulations of fuel cells and batteries arises.
As already stated, impedance models are quite simple in their structure and apply only
a small number of parameters. They have the potential to be applied for big systems
like battery packs or fuel cell stacks. Therefore a comprehensive approach to derive an
impedance model for large-scale systems is proposed in this thesis.
5.3. Impedance Model for SOFC Stacks
In this section a dynamic electrochemical model for a SOFC stack is derived step by
step. Some of these steps include preceding work by other authors of the IWE. In these
cases, adequate reference is given. The different steps yield very elaborate models that
have their own valuable application. But an impedance model alone only reproduces the
dynamics of an electrochemical system. Hence, an underlying static model has to be
designed ﬁrst. In section 5.3.1 the calculations, that are needed to provide the necessary
information for a static micro-model, are introduced. This is expanded to a large-scale
model in section 5.3.4.
In section 5.3.1 also a static micro-model is introduced that accounts for the static behavior
of a small-scale system. Based on an ECM, a micro-model is introduced in section 5.3.2,
with which the electrochemical losses can be calculated. The dynamics of a small-scale
system can be simulated by the dynamic micro-model in section 5.3.3, which is based
on the electrochemical impedance of a small-scale system. In section 5.3.4, the static
micro-model from section 5.3.1 is expanded to a static macro-model. Correspondingly,
the same is done with the model from section 5.3.2 to calculate the electrochemical losses
for large-scale systems in section 5.3.5. Last, an attempt to derive a dynamic macro-scale
impedance model is described in section 5.3.6.
2Impedance model is used here as a more general expression than ECM, because a general impedance
model can be given by any complex function and is not restricted to a ECM. Nevertheless, impedance
models discussed in this thesis will all be ECMs.
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5.3.1. Static Micro-Model for SOFC (Behavior Model)
The model derived in this section is intended for an A1 SOFC single cell in H2/H2O op-
eration. Constant operating conditions including time invariance for the cell are assumed.
The assumption holds true or causes negligible errors for the applied Anode Supported
Cells (ASCs) for all relevant operating parameters as announced in the following list:
• Temperature. There is no evidence, that the temperature of the whole active area of
the electrodes and the electrolyte can be assumed constant, but there are strong indi-
cations, that underline the fact, that no signiﬁcant temperature gradient is expected
neither alongside nor across the cell:
– The waiting time after a temperature change or load change is always long
enough to ensure, that the whole cell is in thermal equilibrium.
– The heat produced by cell reactions is small compared to the heat capacity of
the overstochiometric gas ﬂow, that is used as a standard in the test bench3.
– It is further assumed, that the temperature rise due to increased current densi-
ties is not large. But it might have an impact on the results of the comparison
of simulation and measurement for the macro-model. In this case it is assumed
that the rise in temperature for both the small-scale and the large-scale system
are comparable, so that the model is adequately parameterized.
• Cathode gas. The cathode gas used in this thesis is air with a ﬂow rate of
Qgas = 250ml/min. The equivalent current density that can be maintained with the
corresponding ﬂow of O2 molecules is I > 7A. So the gas concentration at I = 3A
would consume less than half of the O2 in the cathode gas and would change the
oxygen partial pressure from pO2,inlet = 0.21 atm to pO2,outlet = 0.105 atm. Such
a change has very little consequences for the electrochemical properties of the cell
operation and is neglected here [39].
• Anode gas. It has been shown in [176], that the maximum impact of anode gas
consumption in H2/H2O operation is ηGC < 3mV for Qgas = 250ml/min and is
therefore in the accuracy range of the proposed electrochemical model.
The static behavior is commonly analyzed via Current/Voltage (C/V) curves, which were
introduced in section 2.3.2.1. It can be measured by adjusting temperature, pH2O and
slowly varying the current density. A typical performance map obtained from a measure-
ment at T = 800 ◦C, pH2O = 0.05...0.80 atm and J = 0...2A/cm
2 is shown in ﬁgure 5.1.
C/V measurements have been conducted down to a minimum cell voltage of Uop = 0.7V
to prevent cell damage. A corresponding behavior model can easily be deduced, as the
C/V curves depend almost linearly on the current density for a wide range of operating
parameters. In order to demonstrate this fact, a linear plane was ﬁtted to the performance
map in ﬁgure 5.1. In ﬁgure 5.2 the deviation of measured values and linear ﬁt are plotted
over the operating conditions pH2O and J .
The C/V characteristics yield the electrochemical losses for every operating point, ηtot.
They are given by the difference between theoretical cell voltage and measured terminal
3Some exceptions apply for the measurements reported in section 2.5.2.2.
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Figure 5.1.: Measured performance map of sample S.7a; the following operation param-
eters were chosen: pH2O = 0.05...0.80 atm, J = 0...2A/cm
2, T = 800 ◦C.
The dashed line indicates the distributed operating conditions of the cell at
Uop = 0.8V.
voltage, as described by equation (2.28). In ﬁgure 5.3 they are plotted over the oper-
ating parameters together with the corresponding output power density Ptot (see equa-
tion (2.27)).
The electrochemical efﬁciency can be calculated by the quotient of Uop and UOCV in
every operating point. This is shown in ﬁgure 5.4. It can be seen that the best efﬁciency
is obtained for very low current densities, however, the power density of a system in this
operating point is very low. As a consequence, larger systems are needed to provide equal
output power to a system operated at higher current densities. It will be demonstrated in
Figure 5.2.: A linear plane was ﬁtted to the parameter map shown in ﬁgure 5.1 for
pH2O = 0.3...0.6 atm, J = 0.3...1.2A/cm
2; this ﬁgure shows the deviation
of the measured values from this linear plane in mV. The dashed line indi-
cates the distributed operating conditions of the cell at Uop = 0.8V.
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Figure 5.3.: (a) Power density calculated from the parameter map in ﬁgure 5.1 with
Ptot = Uop · J and (b) corresponding power loss density calculated via
Ploss = (UOCV − Uop) · J . The dashed line indicates the distributed oper-
ating conditions of the cell at Uop = 0.8V, respectively.
detail later, that the performance of a technically relevant system cannot be characterized
by a single operating point.
Another critical point in this context is that a behavior model found to reproduces the C/V
characteristics adequately does not provide more insight into the individual loss processes
involved, but only yields the sum of all losses. In section 5.3.2 an approach, that provides
this additional information, is proposed. It is based on the ECM developed by Leonide
[39].
Figure 5.4.: Electrochemical efﬁciency determined from the measured parameter map in
ﬁgure 5.1 (η = Uop/UOCV). The dashed line indicates the distributed operat-
ing conditions of the cell at Uop = 0.8V.
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5.3.2. Static Micro-Model for SOFC (Detailed Electrochemical
Model)
The identiﬁcation of electrochemical losses for SOFCs has quite a long history in SOFC
research. The corresponding literature reaches from early approaches on electrolyte sup-
ported cells to advanced models for ASCs. A large variety of models with also different
results can be found.
It has already been described in section 3.5.1, that EIS is a suitable technique to identify
different loss contributions in one operation point. In [39] an impedance based approach
to separate the loss contributions of the electrochemical processes that occur during oper-
ation of a A1 ASC, as described in section 3.2.1 was presented. The identiﬁed processes
are arranged following their characteristic frequency in table 5.1.
This model was obtained by detailed impedance analysis including a very large number of
experiments with a variation of all operating parameters [39]. The model accounts for the
losses of the cell operated at Open Circuit Voltage (OCV). It is assumed, that under load
no further processes occur, because temperature and gas conversion effects are neglected
for this micro-model, as pointed out in section 5.3.1.
Starting from this, there are two major routes to identify the overall loss contribution of the
individual loss processes. They are visualized in the schematic shown in ﬁgure 5.5. The
basis is the identiﬁcation of loss processes in OCV, which was already conducted in [18,
39]. From there, two routes are viable to obtain the losses under load: the measurement
route and the modeling route. Both will be explained in the following subsections.
5.3.2.1. Measurement Route
The measurement route is the more straightforward of the two routes, but involves a lot of
ﬁtting. The ﬁtting can be automated by the approach presented in section 4.5.5.
element fchar, ASR dependency physical origin
R0 R0 > 1MHz, T ohmic resistance
40 . . . 850mΩcm2 (electrolyte)
P1C RQ 0.3 . . . 10Hz, pO2 , gas diffusion in the pores
2 . . . 100mΩcm2 T (low) of the cathode structure
P2C Gerischer 2 . . . 500Hz, pO2 , T oxygen surface exchange
10mΩcm2 . . . 2Ωcm2 kinetics and O2−-diffusivity
in the cathode bulk material
P1A GFLW 4 . . . 10Hz, pH2O, pH2 , gas diffusion in the
25 . . . 150mΩcm2 T (low) anode substrate
P2A RQ 200Hz . . . 3 kHz, pH2O, (P2A + P2A) gas diffusion
see P3A pH2 , T coupled with charge transfer
P3A RQ 3 . . . 50 kHz, pH2O, reaction and ionic transport
R2A + R3A pH2 , T in the
= 10mΩcm2 . . . 2Ωcm2 Anode Functional Layer (AFL)
Table 5.1.: Electrochemical processes identiﬁed for ASCs in [39], reproduced from [177].
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Figure 5.5.: Schematic of the two strategies to model the losses for the detailed electro-
chemical model in the operating point.
EIS Measurement under Constant Load
The principle of the underlying measurement technique has been described in sec-
tion 3.5.1.7. For the task here, a series of EIS has to be recorded as shown in ﬁgure 5.6.
Beginning at OCV and the desired operating conditions, the current is successively in-
creased. The corresponding current densities are Jn = n/5 · Jmax with n = 0, . . . , 5.
This is necessary, because the SOFC cannot be assumed as linear system. Hence, not the
ASR in the operating point but the course of the ASR has to be determined, as pointed out
in section 2.3.2.1.
On the other hand, the nonlinearity in the C/V curve of the SOFC is not very distinct,
so that only a relatively small number of EIS measurements is necessary to account for
this nonlinearity. Depending on the desired accuracy of the obtained results, ﬁve to ten
equally distributed EIS measurements are seen as adequate.






























Figure 5.6.: (a) Static measurement point on the C/V curve, where EIS was conducted
with sample S.8. (b) Impedance spectra measured at the measurement points
indicated in ﬁgure 5.6(a).
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Figure 5.7.: Two exemplary spectra recorded at different current densities J (sample S.8),
for which a CNLS ﬁt was conducted, (a) for J = 2/5 · Jmax and (b) for
J = 4/5 · Jmax.
Fit with ECM
With the help of the impedance model developed by Leonide in [39], ZDC,k(J), the con-
tribution of the individual processes to the overall loss (see section 2.3.2.1), is obtained for
every measured EIS under load. Therefore a Complex Nonlinear Least Squares (CNLS)
ﬁt has to be conducted for every spectrum of the series depicted in ﬁgure 5.6(b).
In ﬁgure 5.7 two exemplary spectra are shown with one ﬁtted ZDC,k also indicated. As
stated before, the nonlinearity of the SOFC is not very pronounced. So a ﬁner resolution
of the function ZDC,k(J) can be achieved by polynomial ﬁt or cubic interpolation. This is
shown in ﬁgure 5.8(a).





























Figure 5.8.: (a) Course of ZDC,k(J) obtained as polynomial ﬁt of the ZDC,k(Jn) deter-
mined via CNLS ﬁt on the spectra shown in ﬁgure 5.6(b). (b) C/V plot show-
ing the C/V curve, from which the different overpotentials ηk were subtracted
consecutively.
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Integration






In most cases the values will be calculated numerically. Then the discretized form of










for Jop = NΔJ. (5.2)
Evaluation of equation (5.1) or (5.2) yields the data necessary to calculate the power
loss density with the help of equation (2.27). The power loss density will be utilized as
measure for the loss processes. The motivation for this choice is explained in section 2.3.4.
A more detailed description of this procedure can be found in [173, 178].
5.3.2.2. Modeling Route
The core of the modeling route is the C/V model by Leonide [104, 179]. It is an advanced
approach for modeling the overpotentials of a SOFC single cell for H2/H2O [104] and
CO/CO2 operation [179] and is described in [18] in great detail. Here, the main charac-
teristics will be summarized.
Modeling of Loss Processes under Load
The model introduced in [104] returns the individual overpotentials ascribable to the cor-
responding electrochemical processes dependent on the current density, ηk(Jop). Hence,
equation (2.27) can be evaluated easily.
The model is built upon physically based or semi-empirical approaches correlating the
overpotential with the corresponding current density. The ohmic losses are modeled by
an Arrhenius equation. The gas diffusion in the pores of the cathode structure and in the
anode substrate is modeled by inserting Fick’s law into the Nernst equation. The electrode
activation overpotential was modeled by the Butler-Vollmer equation. For the exchange
current density herein, a power law ansatz was applied.
The values needed to parameterize the applied equations were identiﬁed by detailed
impedance analysis and microstructure analysis. Some quantities depend strongly on the
cell structure, namely on the layer thicknesses, porosities and pore sizes, which are im-
portant for the diffusion processes. Others are also material-speciﬁc like the exchange
current density, for example. It has to be noted, that the model works with good accuracy
only for the cell, for which the parameters were identiﬁed. This becomes evident when
keeping in mind, that the manufacturing tolerance for these prototype cells can reach up
to 10% in performance for nominally equal cells. For more reproducible cells, the model
identiﬁcation has only to be conducted only once for a given exemplar. A comprehen-
sive model, that covers all applicable materials exclusively based on physically motivated
parameters, has yet to be published.
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In [13] it could be shown, that the model is also applicable for Solid Oxide Electrolysis
Cell (SOEC) operation. The same approach was applied to LIBs in [129].
With this model, C/V curves can be calculated for any given operating condition. It repre-
sents a well-established example of a detailed static electrochemical micro-model that is
not restricted to a speciﬁc operating condition but can reproduce the static system response
for every relevant operating point with good accuracy.
5.3.3. Dynamic Micro-Model for SOFC
Using the approaches in the last section, the cell voltage cannot be simulated dynamically.
Only the overpotentials for a static operation point can be calculated. But the structure is
not intended to include information about the dynamics of the system.
However, a dynamic micro-model is given by the impedance in the operating point. If
an impedance spectrum in this particular operating point is made available through mea-
surement, the dynamic model is easily obtained. If not, the procedure to compile the
impedance of other operating points, where no spectrum was measured is not trivial but is
explained in detail for the dynamic macro-model in section 5.3.6. At this point no further
explanation will be provided, because the dynamic macro-model is also applicable for
small-scale systems, if the geometries are chosen correspondingly.
Here some approaches found in the literature for dynamic micro-models are summarized.
As already stated the dynamics of any electrochemical system in a certain operating point
are described sufﬁciently by its impedance. However, it might be more convenient to
transform the impedance into a format in which a direct time domain simulation is pos-
sible. A widely used format for this purpose is a so-called ‘state-space model’ [26].
There have been various attempts to design an adequate state-space model for SOFCs
[180, 181]. Nevertheless, the restriction of linearity and the limited validity of a small
area around the operation point make an ordinary time-invariant state-space model with
a constant dynamic and output matrix unsuitable for an electrochemical system. Another
critical issue is the quality of the impedance of most electrochemical systems. As stated
in section 2.3.3.5, most electrode and diffusion processes cannot be modeled by easily
transformable and simulatable RC circuits but necessitate RQ circuits or Transmission
Line Models (TLMs). The analytical transformation into a time domain model requires
fractional calculus, which was conducted in [37]. This applies for both SOFCs and LIBs.
A promising approach is the method described in [109], where the impedance of a LIB
was measured at different operating points, and then transformed into a Distribution of
Relaxation Times (DRT) representation which can be rearranged directly into a state-
space model. If the cell’s operation point lies between two of the measured nodes, an
interpolation is applied to determine the current impedance. This is a very promising
approach for LIBs and has the potential to build up a cell or battery behavior model, that
is easy to derive and easy to apply. This approach has not been tested for SOFCs as of
yet.
A physically motivated dynamic SOFC model is yet to be developed. There are several
approaches for single processes like the gas diffusion in the anode substrate, which was
modeled in [182, 183]. The ASR can be modeled adequately, but the characteristic fre-
quencies vary by factors of up to 10.
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5.3.4. Static Macro-Model for SOFC (Behavior Model)
As already anticipated in section 5.1.3, an expansion of the static micro-model from sec-
tion 5.3.1 alongside the gas channel can account for the main difference between a small-
scale and a large-scale SOFC system: the change in operating conditions alongside the
gas channel. The static realization will be presented in the following subsections, starting
with a record of the assumptions for this model and why they are applicable.
5.3.4.1. Assumptions
In the present version two of the three operating parameters are still assumed constant.
Only the anode gas or pH2O is subject to a variation alongside the gas channel, whereas
cathode gas and temperature are assumed constant. Additionally, only a current perpen-
dicular to the electrode planes is regarded (as in [184]).
Anode Gas
The modiﬁcation for the large-scale model affects only the anode gas. A sufﬁcient param-
eter to account for the anode gas in H2/H2O operation is the steam partial pressure pH2O.
In a small-scale single-cell measurement the anode gas composition and therefore pH2O is
assumed to be constant. For technically relevant systems and therefore on the stack level,
pH2O cannot be assumed to be constant. Commonly pH2O ≈ 0 . . . 0.2 atm at the gas inlet
and pH2O ≈ 0.8 atm at gas outlet are adjusted to achieve high system energy efﬁciency.
As the fuel gas diffuses through the anode, hydrogen molecules are adsorbed and react
with oxygen ions to water, increasing pH2O along the gas channel.
Cathode Gas
For the cathode gas the same applies in principle: the pO2 varies along the gas channel.
However, the cathode gas is ambient air which is cheap, plus the stack produces more
heat than it needs to maintain operating temperature. So the air on the cathode side is
commonly used to cool the stack and control the temperature. The practical gas ﬂow
rate on the cathode side is up to four times the overall gas ﬂow rate on the anode side
and thus only a little share of the oxygen in the air on the cathode side is consumed
while passing the cathode gas channel. Hence, the approach presented here assumes an
overstochiometric supply of air on the cathode side and a constant value for the oxygen
partial pressure pO2 = 0.21 atm.
Temperature
Different model calculations exist that predict the temperatures inside a SOFC stack [29,
76, 185, 186]. In [29] a temperature gradient of about 20K is suggested for sensible
operating conditions. However, detailed measurements were not available for this study,
so that the model as used in this thesis is isothermal. However, provisions for a locally
varying operating temperature are available for this model (see also section 5.3.1).
Operating Voltage
The operating voltage is regarded as one single value valid for the whole cell. This means
anode and cathode have only one ﬁxed potential, respectively. This assumption is fulﬁlled
with a very small error for high current densities because of the good electrical conduc-
tivity of both electrodes.
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5.3.4.2. Modiﬁcations compared to Micro-Model
The varying pH2O along the gas channel explained in the previous section necessitates one
further dimension for the model, the position x alongside the gas channel with the length
lGC, which is descretized in direction of the gas ﬂow into N intervals. The operating
conditions are assumed to be constant for one length element Δx:
pH2O(x|xn ≤ x < xn+1) = pH2O(xn), n = 0, . . . , N. (5.3)
The distance between consecutive nodes xn and therefore the length of each interval Δx
is
Δx = xn+1 − xn = lGC
N
. (5.4)
The gas inlet and the gas outlet are deﬁned as
xinlet = x0 = 0 and xoutlet = xN = N ·Δx = lGC, (5.5)
respectively. Such a discretization was also conducted in [184].
The anode gas is given by the function pH2O(xn) and contains the different values for
pH2O at every position xn. It is worth mentioning that pH2O(xn) contains varying values
for Jop = 0 in the static model, but is constant for all times if Jop = 0.
The function T (xn) contains the temperatures and is constant for all intervals xn, as is
the function pO2(xn), which contains the pO2 on the cathode side, as explained in sec-
tion 5.1.3.
The operating conditions are no longer spatially static but functions of xn. The obtained
model consists now of exactly N separate micro-models, that are arranged along x. This
way a micro-model as presented in section 5.3.4 can be used to parameterize the macro-
model derived here. For this, only the parameter map shown in ﬁgure 5.1 is required.
One further function has to be known to conduct a simulation of macro-model: The evo-
lution of pH2O(xn). It can hardly be measured in an experimental setup and has to be
calculated4. This is demonstrated in the next section.
5.3.4.3. Calculation of pH2O(xn)
Two different ways to calculate the evolution of pH2O(xn) will be presented in this thesis,
one is based on the differential equation for the particle conservation and the other on the
equivalent current (see section 2.2.3). Both approaches are equivalent and are based on
the assumption, that the conversion of every hydrogen molecule to water is accompanied
by a ﬂux of two electrons from cathode to anode. The differences of the approaches will
be pointed out in the corresponding sections. The different names of the approaches are
chosen in order to make them distinguishable. The operating voltage Uop is assumed
constant over time and has to be selected prior to the model calculation for both methods.
4In [48] a test setup is described, in which the gas composition can be measured by a gas chromatograph
at 5 extraction points along the gas channel. However, this method is not appropriate this experiment
with H2O as one of two gas components, as H2O condenses on the way to the chromatograph, which
works at ambient temperature (see also section 3.7.2.1).
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Figure 5.9.: (a) Course of pH2O for three different operating voltages calculated with the
particle conservation method and (b) corresponding courses of the current
density.
Particle Conservation Method
The differential equation for the conservation of particles states, that a change in the gas
composition on the anode side results from a current density:
ΔpH2O(xn)
Δx
= kgcf · J(pH2O(xn), Uop). (5.6)
Equation (5.6) links the current density in each length element Δx with the corresponding
consumption of hydrogen and the corresponding production of steam. pH2O(xn) can then
be calculated via different methods, as stated in [112, 178]. It should be mentioned, that
the geometrical data and gas ﬂow rates do not have to be known for this method because
they are lumped in the parameter kgcf , which is obtained in parallel with pH2O(xn).
With the boundary conditions pH2O(0) and pH2O(lGC), the pH2O at the gas inlet and at
the gas outlet, respectively, plus the operating voltage, Uop, the differential equation (5.6)
can be solved. The function J(pH2O, Uop) also has to be known. This can be achieved
by measurement or modeling. The static micro-model introduced in section 5.3.1 or the
measured performance map shown in ﬁgure 5.1 are appropriate for this task.
This method was already proposed in [112] and was performed in [173, 178] with exper-
imental data of ASCs. The results shown here were calculated for pH2O(0) = 0.2 atm,
pH2O(lGC)) = 0.8 atm and N = 1000. The value for kgcf has to be ﬁtted, so that equa-
tion (5.6) is valid. pH2O(xn) can then be calculated for different operating voltages Uop.
Note that for every operating voltage Uop, the value for kgcf has to be readjusted because
it contains information about the geometry and the gas ﬂow in the system. The gas ﬂow
cannot be constant for equal boundary conditions and different operating voltages due to
the higher gas consumption, that is a consequence of the higher current density at lower
operating voltages. Figure 5.9(a) shows the calculated courses for pH2O(xn) for three
different operating voltages. With this result, the calculation of the local current density
is possible by simply evaluating J(xn) = J(pH2O(xn), Uop). The calculated courses of
the local current densities for the courses of pH2O, shown in ﬁgure 5.9(a), are shown in
ﬁgure 5.9(b).
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The plausibility of these results can be conﬁrmed by the following considerations: Near
the gas inlet (x = 0), the low pH2O and the high fuel content in the anode gas result
in a high current density. In turn, the high current density results in a large gradient in
the course of pH2O because a large percentage of hydrogen is converted to steam at high
currents. Similarly, near the gas outlet (x = lGC), only a low current density is present
and the course of pH2O is correspondingly ﬂat.
The results of these calculations give valuable information about the expected perfor-
mance of a SOFC stack. But also they provide essential information about the state of
different areas of the stack during operation. This knowledge can be utilized for the esti-
mation of degradation rates of different areas within the cell area.
Equivalent Current Method
The second method for the calculation of pH2O(xn) is based on the same principle of the
conservation of particles, but has different boundary conditions and model input values.
If the gas ﬂow rate Qgas of the fuel gas and its pH2O are known, the operating voltage
determines the course of pH2O including pH2O(xN) by the function J(pH2O, Uop).







· z · F. (5.7)
Then the current density in the ﬁrst length element is determined by evaluating
J(pH2O, Uop), and subsequently subtracted from the equivalent current:
Ieq(xn+1) = Ieq(xn)− A(Δx) · J(xn). (5.8)
This results in a higher pH2O for the second length element:
pH2O(xn+1) = 1−
Vm · Ieq(xn+1)
z · F ·Qgas , (5.9)
because the gas volume remains unchanged by the anodic reaction. This way, it is possible
to calculate pH2O(xn) stepwise.
The ability of this approach was analyzed systematically by a detailed validation. This
validation is presented in section 5.3.4.4.
5.3.4.4. Validation of the Static Macro-Model
This validation involves experiments on different cell setups and modeling and is therefore
divided into several parts.
Motivation
The aim of this validation is to show, that the modeling approach of the static macro-
model, that was introduced in this section, is applicable. This means, it has to be shown
that the micro-model from section 5.3.1 can be expanded to a macro-model.
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Figure 5.10.: Schematics of (a) a A1 cell and (b) a A16 cell demonstrating the equal gas
ﬂow rates per ﬂow width for model A. (c) Scheme of the discretization of
the A16 cell with 16 small-scale systems.
For this task a large-scale system has to be measured and simulated. As already stated,
an A16 cell is chosen to represent a large-scale system in this thesis. The macro-model
to simulate this large-scale system has to be parameterized by measurement results of a
small-scale system. For this purpose an A1 cell of identical manufacturing parameters
(except the size of the working cathode) was chosen.
From the two approaches for the calculation of pH2O, the equivalent current approach is
chosen for this validation, because for this approach only the gas ﬂow, pH2O at the gas
inlet and the operating voltage have to be adjusted. As the output pH2O is just a result
of the model and does not have to be adjusted, the recording of a measurement series is
simpliﬁed.
The gas ﬂow rates for both cells are the crucial parameters for the experiments and result
from different preconditions. Basically the large-scale system should show a large gradi-
ent in pH2O from gas inlet to gas outlet. Only then is it justiﬁed to apply a macro-model.
On the other hand, if the ﬂow rate is chosen too low, signiﬁcant measurement noise as
a consequence of an inhomogeneous gas distribution along and among all gas channels
arises and the results are useless.
This is discussed in the next section.
Gas Flow Rates
Generally, a total ﬂow rate of Qgas,A1 = 62.5ml/min for the A1 cell
5 and
Qgas,A16 = 250ml/min for the A16 cell
6 are seen as minimum ﬂow rates for both setups.
At these ﬂow rates at high current densities, additional noise in the static measurement
can already be noticed.
The ﬂow rate of Qgas,A1 = 250ml/min for the A1 cell has proven to be sufﬁcient to assume
homogeneous conditions over the whole cell area and therefore an even higher ﬂow rate
is not required for this cell setup.
5Qgas,A1/lA1 = 62.5ml/min for lA1 = 1 cm of ﬂow width, see ﬁgure 5.10(a)
6also Qgas,A16/lA16 = 62.5ml/min per cm of ﬂow width, because lA16 = 4 cm, see ﬁgure 5.10(b)
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For theA16 cell, gas ﬂow rates up toQgas,A16 = 2000ml/min are applicable and reasonable
(depending on the experiment). But for the measurements here, the gas ﬂow for the A16
cell was varied between Qgas,A16 = 250 . . . 1000ml/min.
Again, it should be noted that a detailed description of the corresponding measurement
setups can be found in [113] for the A1 cells and in [48] for the A16 cells.
Measurement A
The cell tested in measurement A was an A1 ASC in H2/H2O operation. Under static
conditions the performance map JA(pH2O, Uop) was measured. The total gas ﬂow was
adjusted to Qgas,A1 = 62.5ml/min at both anode and cathode side at all times. This
means, that the gas ﬂow is so low that the gas conversion over the cell area cannot be
neglected and the operating conditions cannot be assumed homogeneous over the whole
cell area. Hence, measurement A does not meet the requirements of a small-scale system.
However, its purpose will become clear, when the results of model A are discussed.
The pH2O was adjusted to pH2O = 0.05 . . . 0.8 atm and the current density to
J = 0 . . . 3A/cm2. No measurement was conducted below an operating voltage of
Uop = 0.7V to guarantee negligible degradation throughout the whole measurement.
Measurement B
In measurement B the same cell was tested as in measurement A and the measurement pur-
pose was the same: the parameter map JB(pH2O, Uop). The difference in the two measure-
ments was that in measurement B the total gas ﬂow was changed to Qgas,A1 = 250ml/min.
As stated before, former experiments had shown that this gas ﬂow is sufﬁcient, that the
gas conversion over the cell area can be neglected and homogeneous conditions can be
assumed. In [176] it was shown, that only a minor error arises from the gas conversion in
this test setup with Qgas,A1 = 250ml/min gas ﬂow. The operation parameters (pH2O, J ,
Uop) were chosen to be the same as measurement A. Measurement B can be viewed as the
measurement of a small-scale system.
Measurement C
Measurement C was conducted on an A16 cell in H2/H2O operation. Its purpose is to
provide measurement results of a large-scale system. The different experiments are listed
in table 5.2. It should again be emphasized, that the primary purpose of the static macro-
model is to reproduce the static behavior of a SOFC stack. In this context it is most
important, that the macro-model is able to simulate measurements C.1 and C.2, the ones
with the highest impact of the gas conversion along the gas channel and therefore the
largest variation of operating parameters in direction of x. Measurements C.3 to C.6 were
conducted to further test the capability of the macro-model to reproduce also other gas
ﬂow rates.
Model A: Modeling Measurement C with Measurement A
The ﬁrst approach is a very simple form of a macro-model. The static behavior of the
A16 cell shall be reproduced by measurements of an A1 cell. Therefore the length of the
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Table 5.2.: Measurements conducted for measurement C (sample S.7b).
gas channel of the A16 cell is discretized into only four elements (N = 4), so that the
large-scale system can be represented exactly by 16 small-scale systems, as indicated in
ﬁgure 5.10(c). This way the discetization elements will show the same behavior as the
A1 cell, as long as the same gas ﬂow rate per cm ﬂow width is adjusted. This is the case
for measurements C.1 and C.2. The gas conversion in measurement A is not considered,
because the discretization elements of the large-scale system are supposed to show the
same gas conversion. The results are obtained by evaluating equations (5.8) and (5.9)
iteratively, choosing N = 4. The current in every discretization element is calculated and
subtracted from the equivalent current Ieq of the fuel gas.
Since not every operation point of each element is directly represented by the measured
values for JA(pH2O, Uop), a simple two-dimensional interpolation is applied. This is a
viable strategy, because the system shows only very small non-linearities in the measured
region.
A simple algorithm, that executes the mathematical operations described here within a
loop, yields pH2O before and after every length element and the current in each element.
Results ModelA. Measurements and model calculations ofA are compared in table 5.3.
Figure 5.11 further elucidates the principle of the model. For three examples the calcu-
0.76 0.69 0.61 0.55
0.76 0.69 0.61 0.55
0.76 0.69 0.61 0.55
0.76 0.69 0.61 0.55
(a)
1.04 0.94 0.84 0.76
1.04 0.94 0.84 0.76
1.04 0.94 0.84 0.76
1.04 0.94 0.84 0.76
(b)
1.33 1.21 1.10 0.95
1.33 1.21 1.10 0.95
1.33 1.21 1.10 0.95
1.33 1.21 1.10 0.95
(c)
Figure 5.11.: Visualization of the results of modelA, where the current in each individual
element is plotted in the corresponding element for (a) C.1.3, (b) C.1.4 and
(c) C.1.5.
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number Uop Iop in A pH2O(xN) in atm error in %
in V measured modeled measured modeled in Iop in pH2O
C.1.1 0.95 3.14 3.26 0.288 0.291 3.8 1.0
C.1.2 0.90 6.60 6.70 0.384 0.387 1.5 0.8
C.1.3 0.85 10.39 10.45 0.490 0.492 0.6 0.4
C.1.4 0.80 14.45 14.32 0.603 0.600 0.9 0.5
C.1.5 0.75 18.20 18.39 0.708 0.713 1.0 0.7
Table 5.3.: Results of model A.
lated currents in the individual elements are visualized. In table 5.3, the gas compositions
at the gas outlet pH2O(xN) obtained from the model and calculated from the measurement
are compared. The latter is calculated by subtracting the measured current on the A16
cell from the equivalent current supplied assuming ηF = 1. This can also be done via
equation (5.9). The simulated pH2O(xN) is the result the macro-model calculates for the
gas outlet. Except for C.1.1 all values show very little deviation. The calculated errors
of C.1.2 to C.1.5 are considerably below 2%. This proves the applicability of the model.
It further shows that edge effects, temperature effects, a non-uniform gas distribution and
the inﬂuence of the cathode gas do not play a signiﬁcant role in this kind of measurement.
Model B: Modeling Measurement C with Measurement B
Measurement B was conducted with a high gas ﬂow rate. As stated above, the operating
conditions can assumed to be equal throughout the whole active cell area. This in turn
means that the obtained parameter map JB(pH2O, Uop) is independent from the gas ﬂow
rate because the gas ﬂow rate does not determine the operating conditions.
The difference between the simulations with model B and model A are that measure-
ment B is used to parameterize model B and that the number of discretization elements is
not ﬁxed to N = 4.
Results Model B. The number of elements N must be large for model B. In fact, the
simulations show, that the higher the number of elements, the higher the accuracy of the
model. This is exempliﬁed in table 5.4.
number of Iop pH2O(xN) error in %
elements N in A in atm in Iop in pH2O
4 15.64 0.636 8.2 5.5
10 15.20 0.624 5.2 3.5
100 14.94 0.617 3.4 2.3
1000 14.92 0.616 3.3 2.2
5000 14.92 0.616 3.3 2.2
Table 5.4.: Results of model B for experiment C.1.4 from table 5.3 indicating the need of
small discretization elements.
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Figure 5.12.: Comparison of measured C/V curves (sample S.7b) and C/V curves simula-
ted by the static macro-model parameterized with the values measured with
sample S.7a.
The result is not surprising, because with a rising number of elements, the length of each
element decreases and the gas conversion has less inﬂuence in each discretization element.
As can be seen for an increasing number of discretization elements, the output values of
the model converge to values with little deviation to the ones from measurement C. It has
to be emphasized again, that the gas ﬂow rates per cm ﬂow width of the parameterizing
measurement and of the simulated measurement vary by a factor of 4.
Any ﬂow rate can be simulated with model B by adjusting the factor Qgas in equa-
tions (5.8) and (5.9). Figure 5.12 compares the values from measurement C with the
corresponding simulations by model B for N = 1000 for C/V curves with different gas
ﬂow rates and different pH2O at the gas inlet. Again the deviations are very small and
demonstrate the applicability of the proposed model to simulate any gas ﬂow of the A16
cell appropriately.
Discussion
In this section the static macro-model proposed in this thesis has been validated for two
cases:
• Case 1. Low ﬂow rate in the small-scale system, number of descretization elements
chosen, so that the simulated elements have the same size as the small-scale system.
• Case 2. High ﬂow rate in the small-scale system, number of descretization elements
large, so that the simulated elements are very small and the gas conversion in every
element of the large-scale system is negligible.
It has already been shown above that the deviations of model B grow larger for a small
number of elements. It should also be noted that the simulation results of model A for a
large number of elements grows larger as shown in table 5.5. This can also be explained by
gas conversion in the system. As stated before, the gas conversion cannot be neglected for
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number of Iop pH2O(xN) error in %
elements N in A in atm in Iop in pH2O
4 14.32 0.600 0.9 0.5
10 13.95 0.589 3.5 2.3
100 13.74 0.584 4.9 3.2
1000 13.72 0.583 5.1 3.3
5000 13.72 0.583 5.1 3.3
Table 5.5.: Results of model A for experiment C.1.4 from table 5.3 indicating the neces-
sity equal sizes for measured cells and modeled discretization elements for low
gas ﬂow rates.
measurement A. Therefore it is already included in the simulation of one descretization
element. Consequently, gas conversion has to be the same in the measured and in the
simulated element. A scaling of the element size and the corresponding current and gas
conversion is only possible if the measurement of the small-scale system shows no or only
negligible inﬂuence to gas conversion like measurement B does. In turn, if the small-scale
system measured shows no inﬂuence to gas conversion, it is scalable, but the simulated
element must be so small that it is also not affected by gas conversion. Therefore, a
simulation of large elements based on measurement B yield large deviations.
In conclusion it can be stated, that there are two possibilities to simulate a large-scale
system with the presented approach:
• If the gas ﬂow rate of a small-scale system and a large-scale system are equal, the
requirements on homogeneity on the small-scale system are not strict. Only the size
of the measured small-scale system and the simulated element must be equal.
• If the gas ﬂow rate of a small-scale system and a large-scale system are not equal,
then the measurement on the small-scale system must strictly fulﬁl the homogeneity
condition. The descretization elements of the large-scale system must be as small
as possible to avoid inﬂuence of the inhomogeneity of the large-scale system on the
simulation.
As a ﬁnal remark it should be stated, that the calculation time for every simulation shown
in this section was below 10 sec and therefore reasonably small. Hence, the simulation
time is no issue for the static macro-model.
5.3.5. Static Macro-Model for SOFC (Detailed Electrochemical
Model)
The identiﬁcation of the electrochemical losses for large-scale systems is conducted ana-
logue to the static electrochemical model derived in section 5.3.4. The discretization of
the gas channel yields the losses per length element, as described in section 5.3.2. Fi-
gure 5.13 shows a schematic of the resulting model which is described in detail in [173].
Every element of the resulting 1D model is assigned an ECM. With the parallel connec-
tion, the assumption of constant cell voltage along the cell is implied as done before for
the static macro-model in section 5.3.4.
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Figure 5.13.: Schematic of the 1D model discretized along the gas channel with an ECM
for every element. In the gas channels on anode and cathode side the course
of the partial pressures of the applied gases are shown schematically.
In order to parameterize the model, a lot of data is necessary. In addition to the parameter
map, J(pH2O, Uop), alsoZDC,k(pH2O, Uop) has to be known. For the model in section 5.3.2,
ZDC,k was required as function of J for the applied pH2O. For the detailed electrochemi-
cal model in this section, the whole operating area has to be covered. Therefore, a large
number of impedance spectra has to be recorded and subsequently ﬁtted. This will not
be ampliﬁed here but is explained in more detail for the dynamic macro-model in sec-
tion 5.3.6. However, two examples for parameter maps ZDC,k(pH2O, Uop) are shown in
ﬁgure 5.14. pH2O(xn) is calculated as in section 5.3.4 with the conservation of particles
method. The results for different operating voltages are depicted in ﬁgure 5.9(b). The














































Figure 5.14.: Two examples for parameter maps ZDC,k(pH2O, Uop): (a) ZDC,1 accounting
for the losses due to the gas diffusion in the anode substrate P1A and (b) the
corresponding time constant (sample S.8).
128 5. Impedance Modeling of Electrochemical Systems
equation (5.1) in the continuous form via
ηk(xn, pH2O, Uop) =
∫ J(pH2O,Uop)
0
ZDC,k(pH2O, J)) dJ. (5.10)
Then the power loss density at every position xn is calculated by:
Pk(xn) = J(pH2O(xn), Uop) · ηk(xn). (5.11)
This way, the power loss can be attributed to the different physical and chemical processes
in the large-scale system. Figure 5.15 shows four different power loss densities. It is
obvious from the diagrams, that the major losses are generated by anode and electrolyte.
This is not surprising, when comparing these results with the results of the micro-model.
It should also be noted that this calculation represents a realistic operating point for a
SOFC stack in H2/H2O operation. But the model not yet includes additional losses from
cell contacting, as ideal contacting was applied as explained in section 2.5.1.1. With
this model, also different characteristics of the whole setup can be deduced. They are
compiled in table 5.6. Once again, the ﬁndings of section 5.3.1 (ﬁgures 5.3 and 5.4) are
conﬁrmed: a higher power output density of a given system will lead to a lower electrical
efﬁciency, ηel.
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Figure 5.15.: Calculated power loss density distributions for the circuit elements from ta-
ble 5.1 at different operating voltages (T = 800 ◦C) for: (a) R0, (b) P1A, (c)
P2A + P3A, (d) P1C + P2C.
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quantity calculated values for Uop
750mV 800mV 850mV
mean power density in W/cm2 979 697 393
mean power loss density (anode) in W/cm2 119 63 24
mean power loss density (electrolyte) in W/cm2 102 52 19
mean power loss density (cathode) in W/cm2 23 11 4
mean power loss density in W/cm2 244 127 46
electrical efﬁciency ηel in % 80.0 84.6 89.5
Table 5.6.: List of additional characteristics of the large-scale system that can be deduced
from the macro-model.
5.3.6. Dynamic Macro-Model for SOFC
This section describes the attempt to derive a dynamic macro-model for SOFC represent-
ing the dynamic behavior of a SOFC system in a speciﬁc operation point. This operation
point is deﬁned by the static macro-model from section 5.3.4. The second approach for
calculating pH2O(xn) is applied from section 5.3.4.3. Hence, the required input parameters
for the model are Uop, pH2O at the gas inlet, and the total anodic ﬂow rate.
Like the dynamic micro-model in section 5.3.3, the dynamic macro-model is based on
the impedance in the operating point. For the parameterization, the impedance of the
underlying small-scale system has to be measured in every local operating point that is
likely to occur in the large-scale system. The covered range of pH2O and Uop is equal
to the measurement range applied in section 5.3.4.4. In order to guarantee good accu-
racy, the measured nodes should be as close as possible. For the example shown here,
42 impedance spectra were recorded. Together with the settling time between EIS mea-
surements, the total time for the experiment is approximately three days. The procedure
to obtain the operation points for the sensible EIS measurements was chosen as follows:
After adjusting the pH2O (7 nodes covering pH2O = 0.05 . . . 0.70 atm) and a settling time
































Figure 5.16.: (a) Operating conditions at which EIS was conducted and (b) impedance
spectrum simulated with the dynamic macro-model for Qgas =
250ml/min, Uop = 0.8V, pH2O(0) = 0.2 atm (sample S.7a).
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of t = 30min, the current density was increased in small steps, until the operating volt-
age reached Uop = 0.7V. The corresponding current density was deﬁned as Jmax. The
EIS measurements were conducted with offset current densities of J = n/5 · Jmax with
n = 0, . . . , 5 after a settling time of t = 30min. All nodes are depicted in ﬁgure 5.16(a).
For every node, one complete impedance spectrum is then available, consisting of real
and imaginary part. The resulting parameter maps are:
ZRe(pH2O, Uop, ω) = Re(Z(pH2O, Uop, ω)) , (5.12)
ZIm(pH2O, Uop, ω) = Im(Z(pH2O, Uop, ω)) . (5.13)
The course of pH2O(xn) is taken from the static macro-model from section 5.3.4 and the
offset voltage is ﬁxed to Uop. Analogue to the calculation of the current density in sec-
tion 5.3.4, the impedance is calculated for every branch of the model shown in ﬁgure 5.13.
Real and imaginary part of the impedance are determined separately, in order to avoid a
complex parameter map for interpolation, if the values for pH2O(xn) and Uop are not rep-
resented by a node.
The impedance for one branch in obtained as
Z(xn, ω) = ZRe(pH2O(xn), Uop, ω) + j · ZIm(pH2O(xn), Uop, ω). (5.14)












The validation of the dynamic macro-model with corresponding EIS measurements on
A16 cells reveals that the two spectra show little similarity as can be seen in ﬁgure 5.16(b).
However, the corresponding DRTs shown in ﬁgure 5.20(c) reveal, that at least the number
of processes and the corresponding frequencies are in agreement – apart from a very large
low frequent process in the DRT of the measurement. In fact, the deviations can be broken
down to major two shortcomings:
• The high frequent part of the measured spectrum becomes inductive very early. This
is due to the low measured impedance values and the measurement setup for the A16
cells.
• The low frequent part of the simulated spectrum shows a completely different be-
havior as the measured spectrum.
Whereas the ﬁrst shortcoming could not be eliminated in this thesis, the large deviation
in the low frequent part of the spectrum will be discussed and an explanation will be
proposed: it is due to the so-called GCI, as will be discussed in section 5.3.7.
5.3.7. Extension of the Dynamic Macro-Model: Gas Conversion
Impedance (GCI)
The GCI plays a special role in a large-scale SOFC system. A simple up-scaling of
the impedance in analogy with the static macro-model does not result in the measured
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impedance spectrum of the large-scale system as conﬁrmed in section 5.3.6. When
comparing measured and simulated data in ﬁgure 5.16(b), it becomes apparent that the
impedance calculated in this way does not match the measured impedance. One reason
for this is the GCI that was not considered so far but will be derived in this section. It has
to be considered for SOFC systems in which the consumption of the fuel or oxidation gas
has a signiﬁcant inﬂuence on the system behavior and cannot be neglected.
The deviation of model and measurement shown in section 5.3.6 originates from the
fact that the impedance was calculated assuming a constant course of pH2O(xn) in time.
This assumption does not hold for low frequencies. For ways to overcome this prob-
lem, the phenomenological background of the GCI has to be explained. This is done
in section 5.3.7.3. On this basis, a way to include the GCI in the model is proposed in
section 5.3.7.4. But ﬁrst of all, a brief literature survey on the GCI is presented in sec-
tion 5.3.7.1, followed by an interpretation of the GCI in section 5.3.7.2.
5.3.7.1. GCI in the Literature
The GCI is discussed in multiple studies in the literature. At ﬁrst, there are different
names for this effect. It is called ‘gas concentration impedance’ in [172], ‘gas transport
impedance’ in [187], ‘gas conversion impedance (GCI)’ in [188, 189]. The latter term is
seen as the most accurate and will be used in this thesis. Even though it can be regarded
as an effect of the gas transport and the gas concentration, it only occurs, if eventually gas
is converted and if the conversion itself has an inﬂuence on the system behavior.
In [172] a very elaborate approach to determine the GCI is presented. It incorporates the
Navier-Strokes equations in order to simulate the gas ﬂow kinetics along the gas channel.
For the local resistance of the anode, a Butler-Volmer approach is applied. This is a
distinct advancement compared to other stack models that assume the ASR as constant
throughout the whole cell area as done in [175]. Nevertheless, the impedance of the
SOFC anode has not only one but two major contributions [162]. It could be shown in [39,
104], that the anode resistance can be modeled accurately by a Butler-Volmer approach
plus the gas diffusion resistance (see also section 5.3.2), the latter being neglected in
[172]. Furthermore, the resistances of electrolyte and cathode are of importance in order
to calculate reasonable values for the local current density. Last, the study lacks a direct
comparison with measured data and can only be conﬁrmed qualitatively by comparing its
ﬁndings with literature data.
In [189] an experimental setup for button cells is presented which enables the determi-
nation of the GCI. Moreover, this impedance is modeled by a Continuously Stirred Tank
Reactor (CSTR) and compared to measured values. In [190] measurements on cells with
an active area of A = 16 cm2 with different anode gases are shown. It is tried to ascribe
the total low frequent losses to Knudsen diffusion, gas phase diffusion and gas conversion.
But only primary modeling results are shown.
In [188] the GCI was measured and modeled for disc type cells with an active area of
A = 113 cm2.
In [187] gas conversion and gas diffusion impedances have been identiﬁed for segmented-
in-series tubular SOFCs.
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Figure 5.17.: Scheme of the course of pH2O(xn) at the static operating point and when
superposed with an amplitude (static case).
5.3.7.2. Interpretation of the GCI
The interpretation and categorization of the GCI should be considered brieﬂy at this point.
Even though it appears as an extra loss process in the impedance spectrum and in the
DRT, it is clearly not a loss process. Hence, the voltage drop it is responsible for should
not be seen as electrochemical loss. This can be explained by the fact, that a large gas
conversion rate raises the fuel utilization of the system, which represents one important
efﬁciency factor for a SOFC system. This means, a large GCI indicates a desired fuel
utilization.
5.3.7.3. Phenomenological Explanation of the GCI
The gas conversion related voltage drop is correlated to the drop in the Nernst voltage
(see equation 2.12) due to a depletion of fuel gas, because fuel gas has been consumed or
converted in one of the prior length elements in the gas channel and is no longer available
for subsequent ones.
The GCI arises because a change in the operating voltage not only results in a direct
change of the local current density, J(xn), that can be calculated by the electrochemical
impedance of the system as modeled and measured for small-scale systems. As a conse-
quence of a change in the local current density, J(xn), of necessity the course of pH2O(xn)
is also changed. In turn, the local current density not only depends on the operating volt-
age but also and even distinctively on pH2O(xn), as can be seen from impedance spectra in
[162], for example. Hence, it becomes apparent that there is a complex interdependence
of operating voltage Uop, the local current density J(xn), and the course of pH2O(xn).
This interdependence is speciﬁed by the GCI.
In other words, due to an excitation voltage, Uampl, the course of pH2O(xn) changes, as
demonstrated in the scheme in ﬁgure 5.17. This change is observable as additional process
in the impedance of the system. The effect of the GCI becomes more plausible when
calculating the output pH2O(xn). It is obvious that at lower operating voltage, Uop−Uampl,
the mean current density becomes larger, more fuel gas is consumed, and more steam is











Figure 5.18.: (a) Scheme of the pH2O(xn) for high frequencies: it remains unchanged, and
(b) for low frequencies equals the maximum displacement, as indicated in
ﬁgure 5.17.
produced. Then the output pH2O(xN) rises. This rise may be small for a small excitation
signal and the corresponding change in current density may also be small, but the changes
of these quantities show a linear ratio within a certain range, as it is characteristic for any
impedance, and that will be speciﬁed as GCI, ZGCI.
5.3.7.4. Simple Model for the GCI
In this thesis a very simple approach for the calculation of the GCI is proposed. It neglects
gas-phase convection and diffusion along the gas channel and assumes the anode gas to
move uniformly from gas inlet to gas outlet without any gradients in the absolute pressure.
The model is based on the static macro-model introduced in section 5.3.4. The results of
this simple approach will be compared with measurement data in section 5.3.7.5.
Assumptions
Consider a SOFC gas channel in H2/H2O operation in an operating point deﬁned by the
operation voltage, Uop, with an applied current, I > 0. With the help of the static macro-
model from section 5.3.4, the course of pH2O(xn) can be calculated for this operating point
as shown in ﬁgure 5.17.
High Frequencies
In order to calculate the GCI, it is assumed that for an sinusoidal excitation of the system
with a voltage amplitude at a very high frequency, the gas conversion has no inﬂuence on
the course of pH2O(xn). During one positive half-wave, little to no hydrogen is converted
to steam and the same amount is reconverted to hydrogen in the subsequent negative half-
wave. At high frequencies, these two processes are much faster than the gas transport
to the subsequent length element. Hence, the voltage excitation has no inﬂuence on the
course of pH2O(xn), as indicated in ﬁgure 5.18(b). This is a very helpful characteristic,
because it allows to calculate the GCI at high frequencies with the static macro-model
from section 5.3.4. The only difference to the algorithm used there is, that the course of
pH2O(xn) is known beforehand and only the current density has to be calculated. This is
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J(pH2O(xn, Uop), Uop + Uampl). (5.17)
The amplitude of the current response can be obtained by calculating the difference in the
currents obtained by the static macro-model. The impedance is purely ohmic by deﬁnition
and is calculated via
ZGCI(ω →∞) = 2 · Uampl
Jtot,hi,∞ − Jtot,lo,∞ . (5.18)
Low Frequencies
The calculation of the GCI for very low frequencies can be conducted with the static
macro-model as well. The impedance converges towards Im(ZGCI) → 0, if the frequency
is so low that steady state can be assumed, when the sinusoidal excitation reaches its
maximum and minimum values +Uampl and−Uampl, respectively. This way, it is assumed
that the time for one excitation period is much larger than the time the gas needs to pass
the gas channel. When the voltage reaches its minimum Uop − Uampl, the maximum gas
is consumed in the ﬁrst length element x1. If the excitation is still at this value after
the volume element of gas has passed the whole gas channel and reached the last length
element xN , the whole gas channel can be simulated by the static macro-model with
Uop − Uampl, as indicated in ﬁgure 5.18(a). The same accounts for the voltage maximum









J(pH2O(xn, Uop + Uampl), Uop + Uampl). (5.20)
Note that the only difference to equations (5.16) and (5.17) is that the course of pH2O(xn)
is not taken from the static operating point, Uop, but is recalculated for Jtot,hi,0 and Jtot,lo,0,
respectively.
The impedance for very low frequencies is again purely ohmic and is calculated via
ZGCI(ω → 0) = 2 · Uampl
Jtot,hi,0 − Jtot,lo,0 . (5.21)
Gas Conversion Impedance
The subtraction of the two resistances yields the contribution of the GCI to the overall
resistance of the system:
ZDC,GCI = ZGCI(ω → 0)− ZGCI(ω →∞). (5.22)
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Figure 5.19.: Comparison of impedance spectra measured on sample S.7b and spectra
modeled with the dynamic macro-model parameterized with the spectra
measured on sample S.7a plus the modeled GCI: (a) measurement C.1.4
and (b) measurement C.2.2.
As no further information about the dynamics of the GCI, the behavior is assumed to
be represented by an RC circuit, the most basic impedance element. At this point, no
statement about the characteristic frequency is made.
5.3.7.5. Discussion: Dynamic Macro-Model and Gas Conversion Impedance
It has been stated that the GCI is responsible for the deviation of measured and simulated
impedance of the dynamic macro-model. This will be discussed with immediate and
further analysis results in this section.
Immediate Results
If the GCI is calculated as explained in section 5.3.7.4 and added to a diagram showing the
simulated impedance from section 5.3.6, it ﬁlls the gap between measured and simulated
impedance with a deviation of ≤ 10% for both ZGCI(ω → 0) and ZGCI(ω → ∞), as
demonstrated for two examples in ﬁgure 5.19.
• Simulated values ZDC,MM and ZGCI(ω → ∞). These values should be equal as
explained in section 5.3.7.4.
• Simulated value for ZGCI(ω → 0) and measured value for Z(ω → 0). These
two values should also be equal because the derivation of the GCI in section 5.3.7.4
aims to simulate the Direct Current (DC) resistance of the large-scale system.
This indicates that in fact an additional impedance contribution has to be added for large-
scale systems and that the gas conversion in the anode gas channel is the physical process
causing this contribution. But due to the poor accuracy, further considerations are neces-
sary.
Further Considerations
Both deviations show the same sign. The modeled DC resistance is smaller than the mea-
sured DC resistance. Further, the deviation in ﬁgure 5.19(a) is larger than in ﬁgure 5.18(b).
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Figure 5.20.: Imaginary parts of the impedance ((a) and (b)) and DRTs ((c) and (d)) for
measurement and model (also shown in ﬁgure 5.19) of (a) and (c) C.1.4 and
(b) and (d) C.2.2.
This is in accordance with the deviations, that can be observed for the simulated C/V
curves and their slopes in ﬁgure 5.12.
Another fact that has to be mentioned is that the imaginary part of the simulated
impedance shows a local maximum in the absolute values around f = 50Hz in ﬁg-
ures 5.20(a) and 5.20(b). Near this frequency, at around f = 100Hz, the measured
impedance shows a local minimum in the absolute imaginary part. By adding another
impedance contribution like the proposed ZGCI, this deviation can only get larger and not
smaller.
Therefore, this approach is not leading to the desired result and a new gas transport and
gas conversion model has to be developed for large-scale SOFC systems.
Further Analysis by DRT and CNLS ﬁt
Figures 5.20(c) and 5.20(d) show DRTs of measurements and simulations, respectively.
The high frequent part (f > 10 kHz) should not be considered, as the measurement shows
inductive behavior at high frequencies. At mid-range frequencies (50Hz < f < 10 kHz),
it can be seen that the processes detected in the measurement also appear in the simulated
spectra.
At low frequencies (f < 50Hz), it can be observed that the gas diffusion process in the
anode substrate (P1A, see table 5.1 and [39]) has disappeared in the measurement of the
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Figure 5.21.: Schematic of the 1D model shown in ﬁgure 5.13 but with the GCI as addi-
tional process as modeled here.
A16 cell (f ≈ 10Hz). Instead a very narrow process is detected at very low frequencies
(f = 1 . . . 3Hz). This process is not detectable in A1 cell measurements and will be called
PGCI in the following.
A CNLS ﬁt was conducted for all A16 impedance measurements in order to identify the
characteristics of this process. An RQ circuit could be ﬁtted with very good accuracy to
the measurements and the obtained parameters reveal the following facts:
• Very high values for α were obtained for all spectra: α = 0.97 . . . 1.00. This indi-
cates that the analyzed process shows nearly RC behavior.
• The magnitude of ZDC,GCI varies between ZDC,GCI = 1.5mΩ for
Qgas = 1000ml/min, Uop = 0.85V, pH2O(0) = 0.2 . . . 0.45 atm, and
ZDC,GCI = 6.8mΩ for Qgas = 250ml/min, Uop = 1.00V, pH2O(0) = 0.2 atm.
• The characteristic frequencies clearly indicate a correlation to the anode gas ﬂow
rate Qgas and are reciprocally proportional to the time, the gas needs to pass the
anodic gas channel for the corresponding ﬂow rate. The results are compiled in
table 5.7.
Qgas in ml/min fchar in Hz of ZGCI τchar in msec calculated retention time tR in msec
1000 4.9 . . . 5.6 28 . . . 32 58
500 2.3 . . . 2.9 55 . . . 69 115
250 1.2 . . . 1.3 122 . . . 132 230
Table 5.7.: Comparison of gas ﬂow rates (Qgas) and corresponding retention times tR with
the characteristic frequencies fchar and the time constants τchar obtained by
CNLS ﬁt from the spectra measured on sample S.7b.
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Figure 5.22.: Measured impedances in comparison with the modeled impedances, for
which the GCI was added to the dynamic macro-model derived in sec-
tion 5.3.6: (a) C.1.4 and (b) C.2.2.
Conclusions: Dynamic Macro-Model and Gas Conversion Impedance
A new process has been identiﬁed that only occurs in large-scale SOFC systems, where
the pH2O cannot be assumed to be equal at all positions alongside the gas channel. It
has been shown that the time constant of this process is proportional to the time, the gas
needs to pass the anodic gas channel. It is therefore attributed to the GCI in the anode gas
channel as explained in section 5.3.7.
A formula to calculate the magnitude of the GCI has yet to be derived. Also the coupling
with the diffusion in the anode substrate is not fully understood yet. A simple summation
of the impedance calculated by the dynamic macro-model and the GCI with the calcu-
lated magnitude and the ﬁtted time constant was proposed as dynamic macro-model. The
corresponding schematic is shown in ﬁgure 5.21.
However, the simulations show that this model does not adequately represent the behavior
of the large-scale system, as shown in ﬁgure 5.22.
A coupling of GCI and gas diffusion in the anode substrate is suspected to take place in a
large-scale SOFC system. Furthermore, it cannot be excluded that the kinetics of the gas
ﬂow along the gas channel play a signiﬁcant role and must be included in the model.
Nevertheless, it could be shown that the dynamic macro-model is a very good basis for
the identiﬁcation of the differences of small-scale and large-scale systems. Further stud-
ies should include an extended parameter space for the A1 and A16 cell measurements
including lower temperatures, in order to enable a higher quality for the high frequency
measurements on the A16 cells. At the time of writing, this issue is being analyzed by a
diploma thesis at IWE.
6. Summary
This thesis dealt with the electrochemical characterization and modeling of electrochemi-
cal energy conversion systems with two prominent systems as examples, the Solid Oxide
Fuel Cell (SOFC) and the Lithium-Ion Battery (LIB). Recently, they have gained a lot of
attention because of their capability to replace – together with renewable energy sources
– fossil and atomic fuels as major sources for the supply of electrical energy in the future.
The focus of this thesis was on the SOFC, a system that is attractive for two reasons.
First, it has the potential to turn hydrocarbons into electrical energy with an unchallenged
efﬁciency and can therefore act as an interim solution, until the hydrogen technology and
distribution are established. In H2/H2O operation, even higher efﬁciencies are possible.
The second reason is its reversibility and the related possibility to act as both fuel cell
and electrolyzer cell. This ﬁeld is relatively new and viable strategies for systems and
applications are still being discussed.
In the ﬁrst part of this thesis, an overview of the general, electrical, chemical and thermal
properties of electrochemical systems was given with focus on SOFCs and LIBs.
A fundamental precondition for a successful optimization of such a system is a profound
knowledge of the process or processes involved during operation. Measurement and char-
acterization techniques do exist that help to understand the available systems and to es-
tablish valuable models. These techniques can be seen as a large toolbox with different
measurement techniques to identify the various characteristics of these systems. An in-
troduction to this toolbox of basic measurement techniques that are currently used for the
electrochemical characterization was given in the second part of this thesis. This overview
was broad but completeness cannot be claimed. Therefore, the ﬁeld of electrochemical
measurements is far too versatile.
Based on these standard techniques for the characterization of SOFCs, amendments have
been presented in this thesis that try to ﬁll gaps that are still existing for an impartial
characterization of electrochemical systems.
The actual cell temperature during a characterization experiment is one of the operating
parameters, that is often not measured adequately. Because of the endothermic reaction in
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Solid Oxide Electrolysis Cells (SOECs), the behavior of the cell temperature becomes an
even more important issue for the characterization of SOECs. Therefore, a technique was
developed in this thesis that does not apply standard temperature sensors but measures the
temperature by its intrinsical and unambiguous effects on the conductivity of the electolyte
by measuring the impedance in one frequency point (Single Frequency Electrochemical
Impedance Spectroscopy (SFEIS)) in section 3.5.3.1. This technique is not completely
new and has already been reported for some electrochemical systems, but here it is applied
for the ﬁrst time to a SOFCs.
It was further shown that the dynamics of the evolution of the temperature as a response
to a current step can be determined without being obliged to take into account the ther-
mal mass of the sensor, because the sensor is the tested system itself. This technique has
been adapted and expanded by a temperature excitation for LIBs by a subsequent work at
the Institut für Werkstoffe der Elektrotechnik (IWE) to Electro-Thermal Impedance Spec-
troscopy (ETIS). In addition, SFEIS was successfully applied to characterize the dynamic
change of the impedance of a Lanthanum Strontium Cobaltate (LSC) nano-cathode upon
gas variation in section 3.5.3.2.
A complete characterization of a system involves the analysis of the whole frequency
range in which a dynamic behavior is detectable. For SOFCs, the slowest processes are
still convenient to handle by Electrochemical Impedance Spectroscopy (EIS). This is not
the case for LIBs, where very slow solid-state diffusion processes in the sub-millihertz
regime are obstructing a fast and complete characterization. Time Domain Measurements
(TDMs) in combination with the Fourier transformation are being consulted in order to
optimize the measurement time. One elaborate method to reduce the noise and system-
atic errors (caused by the ﬁnite sampling frequency and the ﬁnite measurement time) is
the TDM derived in section 3.6.2, where an impedance spectrum can be calculated from
the system response to an arbitrary excitation signal. Other approaches to calculate the
impedance spectrum from time domain data do exist in the literature, however, most of
them rely on a pre-deﬁned Equivalent Circuit Model (ECM) to which the time domain
data is ﬁtted. This is seen critical because it implies a certain behavior of the system
and is not recommended for the characterization of unknown systems, where no ECM
can be speciﬁed a priori. The technique presented here only takes into account the mea-
sured data and the calculated impedance spectrum only represents the observed behavior
during measurement. Measurement results of a commercial LIB are shown and both the
capability and the limits of this technique are discussed in section 3.6.2.
But even if all relevant parameters are included unambiguously in the measurement data
and can be displayed adequately in an impedance spectrum, it is still difﬁcult to extract
them with standard identiﬁcation methods in a consistent way. This becomes even more
difﬁcult for the technically relevant systems discussed in this thesis – as compared to
simple model systems. However, it was already pointed out in the past that the character-
ization of a technically relevant system requires the measurement of exactly this complex
system, because comparable materials and functional layers may behave differently in
another setup. For the non-trivial parameter identiﬁcation, suitable tools have been devel-
oped and are available, but there are cases in which the Complex Nonlinear Least Squares
(CNLS) ﬁt fails to converge towards the unique solution in the global minimum of the
quality criterion and the Distribution of Relaxation Times (DRT) can only visualize the
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different processes in a more delicate way. In this case, a combination of those two tech-
niques in an advanced optimization algorithm can yield the desired parameters with both
good accuracy and robustness, as shown in section 4.5.4.
Eventually, all the gathered knowledge and the corresponding parameters have to be com-
piled into an appropriate model. On the basis of a well-proven ECM for small SOFC
single cells, a system model was established. It is a distributed parameter model that
takes into account the local operating conditions of a small segment within a large-scale
system that determine the electrochemical behavior of the corresponding cell segment.
The model yields information about various characteristics of the system. In chapter 5,
a number of static and dynamic micro- and macro-models could be derived that can be
parameterized by the static operating parameters and the corresponding impedance data.
One important result of this chapter is the static behavior model for large-scale systems
(macro-model). The accuracy of the simulation results could be conﬁrmed by parameter-
izing the model with measurement data of a small single cell (A1 = 1 cm2) and by repro-
ducing the measurement results of a large single cell (A16 = 16 cm2) in section 5.3.4.4.
Furthermore, a detailed electrochemical macro-model was derived in section 5.3.5 that
can predict the individual losses of a SOFC system caused by the most important electro-
chemical processes already identiﬁed previously.
Finally, the basis for a dynamic macro-model was laid in order to enable the simulation
of large-scale SOFC systems in section 5.3.6. In its current state, its accuracy is not satis-
factory and additional measurements and modeling are needed to identify an appropriate
dynamic model for a large-scale system in the whole relevant frequency range. Neverthe-
less, it has already helped to identify the Gas Conversion Impedance (GCI) in both simu-
lation and measurement and will help to further detect critical issues for the up-scaling of
electrochemical micro-models. It is thereby not restricted to SOFCs.
On the basis of this modeling approach, a capable diagnosis system can be constructed that
has the potential to attribute its current state to desired and undesired operating conditions,
to fault-free or faulty operation and to cycle or life-time expectancy.
Even though it has not gained the attention it deserves in this thesis, the Reverse Current
Treatment (RCT) has been introduced brieﬂy in section 2.5.2.2. Through a current pulse
in negative direction, a well-performing nano-layer between the electrolyte and the anode
could be formed in situ on a SOFC single cell. The results of this study have been pub-
lished and presented several times and have gained a lot of interest while research on this
topic is currently going on at IWE and has already produced even more promising results.
These approaches and results together aim at understanding and improving electrochem-
ical energy conversion systems and give impartial numbers for performance, efﬁciency,
and judge their economic plausibility. To answer these questions consistently will be a




IWE-ID supplier ID supplier remarks
S.1 Z8_86 7905/16 FZJ ASC with A = 1 cm2 active area and
d = 1mm for RCT (section 2.5.2.2)
L.1 AA01-0166 SPB333450HS1 Saehan commercial pouch-cell with a
nominal capacity of Q = 350mAh
(section 3.4)
S.2 Z8_059 4350 FZJ ASC with A = 1 cm2 active area and
d = 1mm for validation of the
measurement under load via shunt
(section 3.5.1.7)
S.3 Z8_062 07013 121-2 Ceramtec ASC with A = 1 cm2 active area and
d = 1mm temperature measurement
via SFEIS (section 3.5.3.1)
S.4 Z1_222 10528 FZJ ASC with A = 1 cm2 active area and
d = 1mm temperature measurement
via SFEIS in SOFC and SOEC mode
conducted by J.-C. Njodzefon
(section 3.5.3.1)
S.5 Z10_49 PNC-161 IWE symmetrical LSC cathode d = 1mm
on a DKKK CGO pellet conducted
by J. Hayd (section 3.5.3.2 and [10])
L.2 MS1 AE452025P4H3R REVA commercial pouch cell with nominal
capacity of Q = 120mAh conducted
by M. Schönleber (section 3.6.2.5)
S.6 Z2_194 12798-14 FZJ ASC with A = 1 cm2 active area and
d = 1mm, measurement under load
for validation of ﬁtting algorithm
conducted by A. Kromp
(sections 4.2 to 4.5.5)
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IWE-ID supplier ID supplier remarks
S.7a Z9_131 12384 FZJ ASC with A = 1 cm2 active area and
d = 1mm for micro- and macro
model, apart from A identical to S.7b
(section 5.3)
S.7b Z5_166 12417 FZJ ASC with A = 16 cm2 active area
d = 1mm for micro- and macro
and model, apart from A identical to
S.7a (section 5.3)
S.8 Z9_054 07013 159-1 Ceramtec ASC with A = 1 cm2 active area and
d = 1mm for micro- and macro
model (section 5.3)
Table A.1.: List of tested SOFC (S) and LIB (L) samples.
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ASR area speciﬁc resistance Ωcm2
C capacity F
E energy J
F{signal} Fourier transformation of signal -
ΔG change in Gibbs free energy J/mol
ΔH change in enthalpy J/mol
I static current A
J static current density A/cm2
L inductivity H
M molar mass kg
mol
NA Avogadro constant 6.022 · 1023 1mol
P power (density) W or W/cm2
Q charge Ah
Qgas gas ﬂow rate ml/min
R ideal gas constant 8.314 J
Kmol
Ri resistance of component i Ω









Z impedance Ω or Ωcm2
Re (Z) real part of the impedance Ω or Ωcm2
Im (Z) imaginary part of the impedance Ω or Ωcm2
ZDC DC resistance Ω or Ωcm2
a chemical activity -
a(t) arbitrary signal -
d thickness m
e elementary charge 1.602 · 10−19 C
f frequency Hz
i(t) dynamic current A
j imaginary unit
√−1




p0 ambient pressure 1 atm
pn partial pressure of gas component n atm
t time sec
u(t) dynamic voltage V
α exponent -
δ stochiometric factor -
η efﬁciency -
ηi overpotential of process i V
γ resistance load per frequency Ωsec or Ωseccm2
μ chemical potential V
μ¯ electrochemical potential V




τ characteristic time constant sec
θ phase angle of a complex number -




ADIS Analyzing the Difference in Impedance Spectra
AFL Anode Functional Layer
ASC Anode Supported Cell
ASR Area Speciﬁc Resistance




CCCV Constant Current Constant Voltage
CCM Constant Current Measurement
CFD Computational Fluid Dynamics
CHP Combined Heat and Power
CI Current Interrupt
CNLS Complex Nonlinear Least Squares
CPE Constant Phase Element
CRIEPI Central Research Institute of Electric Power Industry




DEIS Dynamic Electrochemical Impedance Spectroscopy
DFT Discrete Fourier Transformation
DIA Differential Impedance Analysis
DMFC Direct Methanol Fuel Cell
DRT Distribution of Relaxation Times
DVA Differential Voltage Analysis
ECM Equivalent Circuit Model
ECU Electronic Control Unit
EIS Electrochemical Impedance Spectroscopy
ETIS Electro-Thermal Impedance Spectroscopy
FEM Finite Elements Method
FFT Fast Fourier Transformation
FIB Focused Ion Beam
FRA Frequency Response Analyzer
FT-EIS Fourier Transformation Electrochemical Impedance Spectroscopy
FZJ Forschungszentrum Jülich
GCI Gas Conversion Impedance
GDC Gadolinium Doped Ceria
GITT Galvanostatic Intermittent Titration Technique
GPIB General Purpose Interface Bus
ICA Incremental Capacity Analysis
IRS Institut für Regelungs- und Steuerungssysteme
IWE Institut für Werkstoffe der Elektrotechnik
JSPS Japanese Society for the Promotion of Science
KIT Karlsruhe Institute of Technology
LIB Lithium-Ion Battery
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LSC Lanthanum Strontium Cobaltate
LSCF Lanthanum Strontium Cobalt Ferrite
LSM Lanthanum Strontium Manganite
LSV Linear Sweep Voltammetry
LZO Lanthanum Zirconia
MIEC Mixed Ionic Electronic Conducting
NLEIS Nonlinear Electrochemical Impedance Spectroscopy
NMC Nickel Manganese Cobaltite
NSI Nano-Structured Interlayer
NTC Negative Temperature Coefﬁcient
OCV Open Circuit Voltage
PEM Proton Exchange Membrane
PITT Potential Intermittent Titration Technique
PPD (equally spaced) Points Per Decade
PTC Positive Temperature Coefﬁcient
RCT Reverse Current Treatment
RVE Representative Volume Element
SEM Scanning Electron Microscopy
SFEIS Single Frequency Electrochemical Impedance Spectroscopy
SOC State of Charge
SOEC Solid Oxide Electrolysis Cell
SOFC Solid Oxide Fuel Cell
SOH State of Health
TDM Time Domain Measurement
TEM Transmission Electron Microscopy
TLM Transmission Line Model
TPB Three Phase Boundary
USB Universal Serial Bus
YSZ Yttria Stabilized Zirconia
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SCHRIFTEN DES INSTITUTS FÜR WERKSTOFFE DER ELEKTROTECHNIK
































































Characterization and Modeling of  




This work introduces (i) amendments to basic electrochemical measurement 
techniques in the time and frequency domain suitable for electrochemical energy 
conversion systems like fuel cells and batteries, which enable shorter measure-
ment times and improved precision in both measurement and parameter identifi-
cation, and (ii) a modeling approach that is able to simulate a technically relevant 
system just by information gained through static and impedance measurements 
of laboratory size cells.
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